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Summary of Changes

Summary of Changes

This section describes the changes to this guide for each release and guide version.

Changes for Release 71, Guide Version 71.165

Documentations of the newly released SIP-T19P and SIP-T21P IP phones have also been
added.

Changes for Release 71, Guide Version 71.140

Maijor updates have occurred to the following sections:

e  Editing Common CFG File on page 4

e  Editing MAC-Oriented CFG File on page 8

e  Encrypting Configuration Files on page 12

e  Customizing an LCD Logo on page 13

e  Customizing a Local Contact File on page 16

e  Description of Configuration Parameters in CFG Files on page 61

Changes for Release 71, Guide Version 71.125

Maijor updates have occurred to the following sections:

e  Customizing an LCD Logo on page 13

Changes for Release 71, Guide Version 71.120

Major updates have occurred to the following sections:

e  Description of Configuration Parameters in CFG Files on page 61

Changes for Release 71, Guide Version 71.110

The following sections are new for this version:

e  Encrypting Configuration Files on page 12
e Update Mode on page 31
e  SIP NOTIFY Message on page 35
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e  Resolving and Updating the Configurations on page 37

e  Description of Configuration Parameters in CFG Files on page 61
Major updates have occurred to the following sections:

e  Customizing a Local Contact File on page 16

e  Customizing a Replace Rule File on page 18

e  Customizing a Dial-now File on page 19

Changes for Release 70, Guide Version 1.3

The following sections are new for this version:

e  Customizing a Wallpaper on page 15
e  Customizing a Screensaver on page 15
e  Customizing a Replace Rule File on page 18

e  Customizing a Dial-now File on page 19
Maijor updates have occurred to the following sections:

e  Customizing a Local Contact File on page 16

e  Updating Firmware on page 20

Vi



Introduction

Introduction

Yealink IP phones are full-featured telephones that can be plugged directly into an IP

network and can be used easily without manual configuration.

This guide provides instructions on how to provision Yealink IP phones with the minimum
settings required. Yealink IP phones support FTR TFTR HTTR and HTTPS protocols for auto
provisioning and are configured by default to use the TFTP protocol.

The purpose of this guide is to serve as a basic guidance for provisioning Yealink IP
phones, including:

e  Yealink SIP-T28(P)
e  Yealink SIP-T26(P)
e  Yealink SIP-T22(P)
e  Yealink SIP-T21(P)
e  Yealink SIP-T20(P)
e  Yealink SIP-T19(P)
e  Yealink SIPT38G
e  Yealink SIPT32G
e  Yealink VP530

The auto provisioning process outlined in this guide applies to Yealink IP phones running
firmware V71 or later. We recommend that Yealink IP phones running firmware V71 or later
CANNOT be downgraded to the earlier firmware version. If your phones are running a
firmware version earlier than 71, please contact your system administrator for help.
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Getting Started

Getting Started

This section provides instructions on how to get ready for auto provisioning. The auto
provisioning process discussed in this guide uses the TFTP server as the provisioning

server.

To begin the auto provisioning process, the following steps are required:

e  Obtaining Configuration Information

e  Managing Configuration Files

Obtaining Configuration Information

Obtaining Configuration Files

Before beginning provisioning, you need to obtain configuration files. There are 2
configuration files both of which are CFG-formatted. We call these two files Common
CFG file and MAC-Oriented CFG file. The phone tries to download these CFG files from
the server during provisioning.

The MAC-Oriented CFG file is only effectual for the specific phone. It uses the 12-digit
MAC address of the phone as the file name. For example, if the MAC address of the
phone is 0015651130F%, the MAC-Oriented CFG file name must be 0015651130F9.cfg.
However, the Common CFG file is effectual for all the phones with the same model. It
uses a fixed name “y0000000000XX.cfg” as the file name, where "XX" equals to the

hardware version of the phone model, except 00 for SIP-T28(P).

The names of the Common CFG file for each phone model are:

Phone Model Common CFG File
SIP-T28(P) y000000000000.cfg
SIP-T26(P) y000000000004.cfg
SIP-T22(P) y000000000005.cfg
SIP-T21(P) y000000000034.cfg
SIP-T20(P) y000000000007.cfg
SIP-T38G y000000000038.cfg
SIP-T32G y000000000032.cfg
SIP-T19(P) y000000000031.cfg

VP530 y000000000023.cfg
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You can ask the distributor or Yealink FAE for configuration files. The IP phones running
firmware version 71 can only recognize configuration files using UTF-8 or ANSI encoding.

Obtaining Phone Information

Before beginning provisioning, you also need the phone information. For example, MAC

address and the SIP account information of the phone.

MAC Address: The unique 12-digit serial number of the phone. You can obtain it from the

bar code on the back of the phone.

SIP Account Information: This may include SIP credentials such as user name, password
and IP address of the SIP server. Ask your system administrator for SIP account

information.

Managing Configuration Files

Auto provisioning enables Yealink IP phones to update themselves automatically via
downloading Common CFG and MAC-Oriented CFG files. Before beginning
provisioning, you may need to edit and customize your configuration files. For more
information on configuration parameters in configuration files, refer to Description of

Configuration Parameters in CFG Files on page 61.

Editing Common CFG File

Common CFG file contains configuration parameters which apply to phones with the

same model, such as language, time and date.

Common.cfg x

0 0 T o 30 ) to 0 70 a0 90 o0
Oy 300 20000y 300000 A8 S8 BB B BB 20 000y, 100,
1 #!version:1.0.0.1

3 ##File header "#!version:1.0.0.1" can not be edited or deleted, and must be placed in the first line.##

7 ## ) ) ) ) Hlastname ) ) ) ) ##

= network.dhcp_host_name =

11 % PPPOE ##

13 #Configure the username and password for PPPOE connection.
14 #Require reboot;

15 network.pppoe.user =

16 network.pppoe.password =

15 ## Bridge mode ##
S0 $3EFE

21 #Configure the PC port type: O-Router, 1-Bridge (default):
2z network.bridge_mode =

o= #%# Router Config ##

27 network.pc_port.ip =
28 network.pc_port.mask =
Z2 network.dhcp.start_ip =
30 network.dhcp.end ip =

The line beginning with “#” is considered to be a comment.

The file header “#lversion:1.0.0.1” is not a comment and must be placed in the first line. It
cannot be edited or deleted.
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The parameters commonly edited in the Common CFG file are described as follows
(Take SIP-T2xP IP phones as examples):

HHBEHBHHBHEHBHRBEHBBEHBEHBHEHBEHBHHBHRBEHBEHBHEHBHEH A BEHHHS
## Common CFG File ##
HHBUHBHHBHHBBHBEHHBHBBEHBHEHBEHBHHBHHBEHBBEHBHHBBEH B AR

#lversion:1.0.0.1

##The file header “#lversion:1.0.0.1” is not a comment and must be placed in the first
line. It cannot be edited or deleted. ##

#Configure the transmission mode and the speed of the WAN port.
#0-Auto negotiate (default), 1-Full duplex 10Mbps, 2-Full duplex 100Mbps, 3-Half
duplex 10Mbps, 4-Half duplex 100Mbps;

network.internet_port.speed_duplex =

#Configure the user name and password for PPPoE connection.
#Require a reboot

network.pppoe.user =

network.pppoe.password =

#Enable or disable the PC port; 0-Disabled, 1-Auto Negotiation (default);
#Require a reboot

network.PC_port.enable =

#Configure the PC port type; 0-Router, 1-Bridge (default)
#Require a reboot

network.bridge_mode =

#Configure the IP address and mask when the PC port is configured as Router.
#Require a reboot

network.pc_port.ip =
network.pc_port.mask =
network.pc_port.speed_duplex =
network.pc_port.dhcp_server =
network.dchp.start_ip =

network.dchp.end_ip =

#Enable or disable Plug and Play feature; 0-Disabled, 1-Enabled (default)
auto_provision.pnp_enable = 1

#Configure the domain name of the PnP server.
auto_provision.pnp_domain_name =

#Configure the auto provision mode;
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#0-Disabled, 1-Power on (default), 4-Repeatedly, 5-Weekly, 6-Power on + Repeatedly,
7-Power on + Weekly;

auto_provision.mode =

#Configure the interval (in minutes) for the phone to check new configuration files. It
ranges from 1 to 43200, the default value is 1440.
#lt is only applicable to "Repeatedly" and "Power on + Repeatedly" modes.

auto_provision.schedule.periodic_minute =

#Configure the start time of the day for the phone to check new configuration files. The
default value is 00:00.

#lt is only applicable to "Weekly" and "Power on + Weekly" modes.

#If the desired start time of the day is seven forty-five a.m., the value format is 07:45.

auto_provision.schedule.time_from =

#Configure the end time of the day for the phone to check new configuration files. The
default time is 00:00.

#lt is only applicable to "Weekly" and "Power on + Weekly" modes.

#If the desired end time of the day is seven forty-five p.m., the value format is 19:45.

auto_provision.schedule.time_to =

#Configure the day of week for the phone to check new configuration files. The default
value is 0123456.

#0-Sunday, 1-Monday, 2-Tuesday,3-Wednesday,4-Thursday,5-Friday,6-Saturday;

#lt is only applicable to "Weekly" and "Power on + Weekly" modes.

#If the desired day of the week is Monday, Tuesday and Wednesday, the value format
#is 012.

auto_provision.schedule.dayofweek =

#Configure the URL of the auto provisioning server.
auto_provision.server.url =

#Configure the user name and password for authentication.

auto_provision.server.username =

auto_provision.server.password =

#Enable or disable DHCP option mode; 0-Disabled, 1-Enabled (default);

auto_provision.dhcp_enable =

#Configure the value (manufacturer of the device) of DHCP option 60.
auto_provision.dhcp_option.option60_value =

#Configure the custom DHCP option value. It ranges from 128 to 254.

auto_provision.dhcp_option.list_user_options =
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#Set the AES key used for decrypting the Common CFG file
auto_provision.aes_key_16.com =

#Set the AES key used for decrypting MAC-Oriented CFG file
auto_provision.aes_key_16.mac =

#Set the language used on the web page

#The available values are: English, Chinese_S (only applicable to SIP-T21P IP phones),
Turkish, Portuguese (not applicable to SIP-T21P IP phones), Spanish (not applicable to
SIP-T21P IP phones), Italian, French (not applicable to SIP-T21P IP phones) and German

lang.wui =
#Set the language used on the LCD screen

#The available values are: English (default), Chinese_S (only applicable to SIP-T21P IP
phones), Chinese_T (only applicable to SIP-T21P IP phones), German, French, Turkish,
Italian, Polish, Spanish and Portuguese

lang.gui =

#Enable or disable the IP phone to access its web user interface using the HTTP protocol;
#0-Disabled, 1-Enabled (default);
#Require a reboot

wui.http_enable =

#Set the HTTP port (80 by default)
#Require a reboot

network.port.http =

# Enable or disable the IP phone to access its web user interface using the HTTPS
protocol;

#0-Disabled, 1-Enabled (default);

#Require a reboot

wui.https_enable =

#Set the HTTPS port (443 by default)
#Require a reboot

network.port.https =

#Set a new password for the user, var and administrator;

#The value format is user name:new password.

security.user_password =
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Editing MAC-Oriented CFG File

MAC-Oriented CFG file contains configuration parameters which are expected to be
updated per phone, such as the registration information.

MAC-Oriented.cfg x
0 10, 20 30, 0 50 6,0, 70 80, 90, 100
. S T\ T . T 1 5 T .\ T 5 O . S W A IV L, &

1 #!version:1.0.0.1

3 ##File header "#!version:1.0.0.1" can not be edited or deleted, and must be placed in the first line.##

B e s s iss
& 1 Account Settings %
B s s s tis

16

2 #Enable or disable the account, O-Disabled (default), 1-Enabled;
0 account.l.enable =

12 #Configure the label displayed on the LCD screen for account.
13 account.l.label =

s #Enable or disable to use the distinctive ring tone; 0-Disable (default), 1-Enable;
& account.l.alert_info_url enable =

12 #Configure the display name of account.
15 account.l.display name =

#Configure the username and password for register authentication.
account.l.auth_name =
23 account.l.password =

25 #Configure the register user name.
286 accoun\:.l.user_name .

22 #Enable or disable to use the outbound proxy server; 0-Disabled (default), 1l-Enabled;
25 account.l.outbound proxy enable =

1 #specify the IP address or domain name of the outbound proxy server.
3z account.l.outbound host =

34 #Specify the server port, the default value is 5060.
account.l.outbound port =

#Configure the transport type:; 0-UDP (default), 1-TCP, 2-TLS, 3-DNS NAPTR:
32 account.l.transport =

0 #Configure the IP address or domain name of server Y for account. Y ranges from 1 to 2.
1 #account.l.sip server.Y.address =
i2 account.l.sip server.l.address
43 account.l.sip server.2.address

15 #Configure the port of server Y for account. The default value is 5060. Y ranges from 1 to 2.
4¢ #account.l.sip server.Y.port =

The parameters commonly edited in the MAC-Oriented CFG file (Take SIP-T2xP IP
phones as examples) are described as follows:

HHBUEHBHHBBEHBHEHBEHHBEHBBEHBHEHBBEHBHHBH AR BBEHBHEHBEHBHEH RS
## MAC-Oriented CFG File ##
HHBUHHBHHBBEHBHHBEHHBEHBBEHBHEHBBEHBHHBHHBEHBBEHBHEHBEH B A RS

#lversion:1.0.0.1

##The file header “#lversion:1.0.0.1” is not a comment and must be placed in the first
line. It cannot be edited or deleted. ##

#Account1 settings

#Enable or disable the account1, 0-Disabled (Default), 1-Enabled
account.1.enable =

#Configure the label displayed on the LCD screen for account1
account.1.label =

#Configure the display name of account1

account.1.display_name =
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#Configure the user name and password for register authentication
account.1.auth_name =

account.1.password =

#Configure the register user name

account.1l.user_name =

#Configure the SIP server address and port (5060 by default)
account.1.sip_server.1.address =

account.1.sip_server.1.port =

account.1.sip_server.2.address =

account.1.sip_server.2.port =
# Account2 settings

#Enable or disable the account2, 0-Disabled (Default), 1-Enabled
account.2.enable =

#Configure the label displayed on the LCD screen for account?2
account.2.label =

#Configure the display name of account2
account.2.display_name =

#Configure the user name and password for register authentication
account.2.auth_name =

account.2.password =

#Configure the register user name

account.2.user_name =

#Configure the SIP server address and port (5060 by default)
account.2.sip_server.1.address =

account.2.sip_server.1.port =

account.2.sip_server.2.address =

account.2.sip_server.2.port =
# Account3 settings (For SIPT26P and SIP-T28P IP phones)

#Enable or disable the account3, 0-Disabled (Default), 1-Enabled
account.3.enable =

#Configure the label displayed on the LCD screen for account3
account.3.label =

#Configure the display name of account3

account.3.display_name =

#Configure the user name and password for register authentication

account.3.auth_name =
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account.3.password =

#Configure the register user name

account.3.user_name =

#Configure the SIP server address and port (5060 by default)
account.3.sip_server.1.address =

account.3.sip_server.1.port =

account.3.sip_server.2.address =

account.3.sip_server.2.port =
# Account4 settings (For SIP-T28P IP phones only)

#Enable or disable the account4, 0-Disabled (Default), 1-Enabled
account.4.enable =

#Configure the label displayed on the LCD screen for account4
account.4.label =

#Configure the display name of account4
account.4.display_name =

#Configure the user name and password for register authentication
account.4.auth_name =

account.4.password =

#Configure the register user name

account.4.user_name =

#Configure the SIP server address and port (5060 by default)
account.4.sip_server.1.address =

account.4.sip_server.1.port =

account.4.sip_server.2.address =

account.4.sip_server.2.port =
# Accountb settings (For SIP-T28P IP phones only)

#Enable or disable the account5, 0-Disabled (Default) 1-Enabled
account.5.enable =

# Configure the label displayed on the LCD screen for account5
account.5.label =

#Configure the display name of account5

account.5.display_name =

#Configure the user name and password for register authentication
account.5.auth_name =

account.5.password =

10
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#Configure the register user name

account.5.user_name =

#Configure the SIP server address and port (5060 by default)
account.5.sip_server.1.address =

account.5.sip_server.1.port =

account.5.sip_server.2.address =

account.5.sip_server.2.port =
# Accounté settings (For SIP-T28P IP phones only)

#Enable or disable the accounté, 0-Disabled (Default), 1-Enabled
account.6.enable =

#Configure the label displayed on the LCD screen for accounté
account.b.label =

#Configure the display name of accounté
account.6.display_name =

#Configure the user name and password for register authentication
account.6.auth_name =

account.b6.password =

#Configure the register user name

account.b.user_name =

#Configure the SIP server address and port (5060 by default)
account.b.sip_server.1.address =

account.b.sip_server.1.port =

account.b.sip_server.2.address =

account.b.sip_server.2.port =

#Configure the WAN port type; 0-DHCP (default), 1-PPPoE, 2-Static IP Address
#Require a reboot

network.internet_port.type =

#Configure the static IP address, submask, gateway address and DNS server address
for the phone

#Require a reboot

network.internet_port.ip =

network.internet_port.mask =

network.internet_port.gateway =

network.primary_ dns=

network.secondary_dns =

11
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Encrypting Configuration Files

To protect against unauthorized access and tampering of sensitive information (e.g.,
login password, registration information), you can encrypt configuration files using
Yealink Configuration Encryption Tool. AES keys must be 16 characters and the
supported characters contain: 0 ~ 9, A ~ Z, a ~ z. For more information on how to

encrypt configuration files, refer to Yealink Configuration Encryption Tool User Guide.

Customizing Resource Files

When configuring some particular features, you may need to upload resource files to IP
phones, such as personalized ringtone file, language package file and logo file. Yealink
provides some resource file templates for the particular features. Ask the distributor or
Yealink FAE for resource file templates. The following provides information on how to
customize resource files and specify the access URL for the resource files.

Customizing a Ringtone

Yealink IP phones have built-in system ringtones. You can change the ring type, or

customize a ringtone and upload it to the phone via auto provisioning.

The ringtone file must be PCMU audio format, mono channel, 8K sample rate and 16 bit
resolution.

The ringtone file format must be *.wav.

The ringtone file uploaded must be within 100KB.

HARHHHHHHHRGHEERRERAAAAAAAAHARHHRGHGEEHRRRRAAAAAAAAA
## Configure the access URL of the customized ringtone ##
HHARHHHHHHHRGEHEERRERAAAAAAAAHARHHRGRGEEHRRRRAAAAAAAAA
ringtone.url =

For example, enter “tftp://192.168.1.100/Ring?.wav” in the “ringtone.url =" field. During
the auto provisioning process, the phone connects to the provisioning server
“192.168.1.100”, and downloads the ringtone file “Ring?.wav”.

#ringtone.delete =http://localhost/all
#Delete all the custom ringtones
ringtone.delete =

For more information on customizing a ringtone file, refer to Customizing a Ringtone

Using Cool Edit Pro on page 59.

12
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Customizing an LCD Language

You can modify the language translation for the phone user interface, but you cannot
add new language to the phone. To modify the existing language translation, you need
to edit the language translation file, upload it to the provisioning server, and then
specify the access URL in the configuration file.

The following figure shows a portion of the English language translation file:

Files

langtEnglish. txt x 0000000000387, cfg
0o 50 oo B0 use B i ST ST B
[ lang ]
" Agcount”™ = "¢
Aocount: ™ = "¢
Add to Blacklist™=" Add to EBlacklist™
Add to Contacts"=" idd to Contacts"
Delete All Group™ = "¢
Delete AL11"=" Delete A11"™
Delete This"=" DLelete This"
Delete"=" Delete"
Detail” Detail™
Group™ = "
" Group:" = mn
Line:"=" Account:"
Hobile:"=" IHMobile:™
Move to EBElacklist"=" HMove to Blacklist"
HNove to Contacts"=" Move to Contacts"
Nawe" = " HName"
Name:"=" Name:"
" Nurberid:"=" Numberid:"
Number:"=" Number:"
Office:"=" Office:™
Other:"=" Other:"
Ring" = Ring Tones"™
Ring: =" Ring Tones:"™
Time:"=" Time:"

HARHHHHHHHRGHEERRERAAAAAAAAHARHHRGHGEEHRRRRAAAAAAAAA
## Configure the access URL of the LCD language file ##
HHARHHHHHHHRGEHEERRERAAAAAAAAHARHHRGRGEEHRARRAAAAAAAAA
gui_lang.url =

For example, enter “tftp://192.168.1.100/lang+English.txt” in the “gui_lang.url = ” field.
During the auto provisioning process, the phone connects to the provisioning server

“192.168.1.100”, and downloads the language file “lang+English.txt”.
#gui_lang.delete = http://localhost/all
#Delete all custom languages

gui_lang.delete =

Available languages may vary between different firmware versions.

Do not rename the language file.

Customizing an LCD Logo

Yealink SIP-T2xP IP phones allow you to customize the logo displayed on the LCD screen.
SIP-T20P IP phones only support a text logo.

13



Yealink IP Phones Auto provisioning Guide

The following table lists the logo file format and resolution for each phone model:

Phone Model Logo File Format Resolution
SIP-T28P .dob <=236*82 2 gray scale
SIPT26P .dob <=132%64 2 gray scale

SIP-T22P/T21P/T19P .dob <=132*64 2 gray scale

Ask the distributor or Yealink FAE for the logo file, or you can customize a *.dob logo file.
Upload the logo file to the provisioning server and then specify the access URL in the

configuration file:

HARHHHHHHHHYHUHUHRBRBRAAAARAAAHARHHRGHHHHHRBBRAAAA AR
## Configure the access URL of the Logo File ##
HAUHAUHRURRURBHRUHRUHRURRUHRBHRBHAUHRUARUHABHRUHRBHRHH
#(For SIP-T2xP IP phones except SIP-T20P IP phone)

lcd_logo.url =

For example, enter “tftp://192.168.1.100/logo.dob” in the “lcd_logo.url =" field. During
the auto provisioning process, the phone connects to the provisioning server
“192.168.1.100”, and downloads the logo file “logo.dob”.

To use the custom logo for SIP-T2xP (except for SIP-T20P) and SIP-T19P IP phones, you also
need to configure the following parameter:

#Configure the logo mode (For SIP-T2xP and SIP-T19P IP phones except SIP-T20P IP
phones).

#0-Disabled (Except for SIP-T28P IP phones), 1-System logo, 2-Custom logo
phone_setting.lcd_logo.mode = 2

To configure a text logo for SIP-T20P IP phones, you need to configure the following

parameter:

#Enable or disable a text logo. 0-Disabled, 1-Enabled
phone_setting.lcd_logo.mode = 1

#Configure a text logo

phone_setting.lcd_logo.text =Yealink

After auto provisioning, you will find that the custom logo or text logo appears on the
LCD screen.

#lcd_logo.delete = =http://localhost/all
#Delete all custom logo files (not applicable to SIP-T20P IP phones)
lcd_logo.delete =

For more information on customizing a logo file, refer to Customizing a Logo File Using

PictureExDemo on page 40.

14
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Customizing a Wallpaper

Yealink SIP-T3xG and VP530 IP phones allow you to customize the wallpaper displayed
on the LCD screen.

The following table lists the wallpaper image format and resolution for each phone

model:

Phone Model Wallpaper Image Format Resolution
SIPT38G .jpgl.png/.bmp <=480*272
SIPT32G .jpgl-png/.bmp <=480%272

VP530 .jpgl.png/.bmp <=1920%*1200

Upload the wallpaper image to the provisioning server and then specify the access URL

in the configuration file:
BABBAUBRBRBBRBURBURBBRBRBUBRBBRBHRBHRBRRBRBBRBHRBHRBSH
## Configure the access URL of the wallpaper ##
HHAUHAUHRURBHRBHRUHRUHRURRHRBHRBHAUHRUARHRBHRUHRBHRHH
#(For SIP-T3xG and VP530 IP phones only)

wallpaper_upload.url =

For example, enter “tftp://192.168.1.100/wallpaper.jpg” in the “wallpaper_upload.url ="
field. During the auto provisioning process, the phone connects to the provisioning
server “192.168.1.100”, and downloads the wallpaper image “wallpaper.jpg”.

To use the custom wallpaper, you also need to configure the following parameter:

#Configure the custom image (e.g., wallpaper.jpg) as phone wallpaper (For SIP-T3xG
and VP530 IP phones only).

phone_setting.backgrounds = Config:wallpaper.jpg

Customizing a Screensaver

Yealink SIP-T3xG IP phones allow you to customize the screensaver displayed on the
LCD screen. The screensaver will automatically work each time your phone is idle after

a period of time. You can stop the screensaver at any time by pressing any key.

The following table lists the screensaver image format and resolution for each phone

model:
Phone Model Screensaver Image Format Resolution
SIPT38G .jpg/.png/.omp <=480%272
SIPT32G .jpg/.png/.omp <=480%272

15
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Upload the screensaver image to the provisioning server and then specify the access
URL in the configuration file:

HARHHHHHHHHYHUHUHRBRBRAAAARAAAHARHHHGHHHHHRBBRAAAA AR
## Configure the access URL of the screensaver ##
HARHHHHHHHHHHHUHRBRBRAAAAAAAAHAHHHBRAAAAAAHAAHHHHHHHHH
#(For T3xG IP phones only)

screen_saver.pic.url =

For example, enter “tftp://192.168.1.100/screensaver.jpg” in the “screen_saver.pic.url ="
field. During the auto provisioning process, the phone connects to the provisioning
server “192.168.1.100”, and downloads the screensaver image “screensaver.jpg”.

Customizing a Local Contact File

16

Yealink IP phones allow you to upload contact data in batch via auto provisioning. You
can create multiple contacts using the supplied local contact template file. The existing
local contacts on the phones will be overwritten by the downloaded local contacts.

When editing the local contact template file, learn the following:

e Add groups between <root_group> and </root_group>.

e At most 5 groups can be added to the IP phone.

e Add local contacts between <root_contact> and </root_contact>.
e At most 1000 local contacts can be added to the IP phone.

e  When specifying the desired line for the contact, valid values are 0 and line ID, 0

stands for Auto.

e  When specifying a ringtone for the contact, valid values are Auto,
Resource:RingN.wav (system ringtone, integer N ranges from 1 to 5) and

Custom:Name.wav (customized ringtone).

e  When specifying the group for the contact, valid values are the group names
(existing or added groups).

To customize a local contact file:

1. Open the template file using an ASCII editor.

2. For each group that you wish to add, add the following string to the file. Each starts
on a separate line:

nn

<group display_name=""ring=""/>

Where:

"

display_name="" specifies the name of the group.

"

ring="" specifies the ringtone for this group.

3. For each contact that you wish to add, add the following string to the file. Each

starts on a separate line:
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2 " " 2

<contact display_name="" office_number="" mobile_number="" other_number=

mn nn _nn

line=""ring="" group_id_name="" default_photo=""/>

Where:

display_name="" specifies the name of the contact (This value cannot be blank or

duplicated).

"

office_number="" specifies the office number of the contact.

2

mobile_number="" specifies the mobile number of the contact.

nn

other_number="" specifies the other number of the contact.

nn

line="" specifies the line for the contact.

"

ring="" specifies the ringtone for the contact.

"

group_id_name="" specifies the group you want to add the contact to.

default_photo="" specifies the photo for the contact (For T3xG and VP530 IP
phones).

4. Specify the values within double quotes.

5. Save the change.

After editing the local contact template file, upload the file to the provisioning server

and then specify the access URL in the configuration file.

The following shows an example of a local contact file used for SIP-T2xP IP phones:

<root group>
<group display name="All Contacts" ring=""/>
<group display name="Family" ring="Resource:Ringl.wav"/>
<group display name="Friend" ring="Auto"/>

</root_group>

<root contact>
<contact display name="Mary" office number="123" mobile number="456"
other number="2201" line="0" ring="Auto" group id name="Family"/>
<contact display name="Damy" office number="124" mobile number="789"
other number="2202" line="1" ring="Resource:Ring2.wav"
group_id name=""/>
<contact display name="Jack" office number="125" mobile number="234"
other number="2203" line="2" ring="Custom:lin.wav"
group_id name="Family"/>
<contact display name="Ada" office number="8800"

mobile number="1234" other number="0000" line="0"/>

</root_ contact>

17
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HABHABHRBRRBRBHRBHRBRRBRRURBHABHBBHRUBRRBARHRBHABHRHH
## Configure the access URL of the local contact file ##
HABHABBRBRRBRBURBURBBRBRRUBRBUBRBRRBHRBRRBR B BB BHABHRBH
local_contact.data.url =

For example, enter “tftp://192.168.1.100/contact_list.xml” in the “local_contact.data.url ="
field. During the auto provisioning process, the phone connects to the provisioning

In

server “192.168.1.100”, and downloads the contact file “contact_list.xm

Yealink IP phones support both *.xml and *.csv formats.

Customizing a Replace Rule File

18

You can create replace rules directly in the configuration files, or create multiple replace
rules using the supplied replace rule template file. The existing replace rules on the
phones will be overwritten by the downloaded replace rules.

When editing the replace rule template file, learn the following:

<DialRule> indicates the start of the template file and </DialRule> indicates the
end of the template file.

e Create replace rules between <DialRule> and </DialRule>.

e  When specifying the desired line(s) to apply the replace rule, valid values are 0
and line ID. The digit 0 stands for all lines. Multiple line IDs are separated by

commas.

e At most 100 replace rules can be added to the IP phone.

e  For the basic expression syntax of the replace rule, refer to Yealink phone-specific
user guide.

To customize a replace rule file:

1. Open the template file using an ASCII editor.

2. For each replace rule you wish to add, add the following string to the file. Each

starts on a separate line:

<Data Prefix="" Replace="" LinelD=""/>

Where:
Prefix="" specifies the numbers to be replaced.
Replace="" specifies the alternate string.

LinelD="" specifies the desired line(s) for this rule. When you leave it blank or enter
0, this replace rule will apply to all lines.

3. Specify the values within double quotes.

4. Save the change.
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The following shows an example of a replace rule file used for SIP-T2xP IP phones:

<DialRule>

<Data Prefix="1" Replace="05928665234" LineID=""/>

<Data Prefix="2 (xx)" Replace="002$1" LineID="0"/>

</DialRule>

HABHABBRBRBBRBURBURBBRBRBUBRBUBRBHRBHRBRRBR B BB BHABHRBSH
## Upload replace rule file ##
HABHABBRBRBBRBURBURBBRBRBUBRBUBRBHRBHRBRRBR B BB BHABHRBSH
dialplan_replace_rule.url =

For example, enter “tftp://192.168.1.100/DialPlan.xml” in the “dialplan_replace_rule.url ="
field. During the auto provisioning process, the phone connects to the provisioning
server “192.168.1.100”, and downloads the replace rule file “DialPlan.xml”.

Customizing a Dial-now File

You can create dial-now rules directly in the configuration files, or create multiple
dial-now rules using the supplied dial-now rule template file. The existing dial-now rules

on the phones will be overwritten by the downloaded dial-now rules.

When editing a dial-now file, learn the following:

. <DialNow> indicates the start of the template file and </DialNow> indicates the
end of the template file.

e  Create dial-now rules between <DialNow> and </DialNow>.

e  When specifying the desired line(s) for the dial-now rule, valid values are 0 and

line ID. The digit 0 stands for all lines. Multiple line IDs are separated by commas.
e At most 100 dial-now rules can be added to the IP phone.

e  For the basic expression syntax of the dial-now rule, refer to Yealink phone-specific

user guide.
To customize a dial-now file:

1.  Open the template file using an ASCII editor.
2. For each dial-now rule you wish to add, add the following string to the file. Each

starts on a separate line:

<Data DialNowRule="" LinelD=""/>

Where:

"

DialNowRule=""/ rule="" specifies the dial-now rule.

nn

LinelD=""/lines="" specifies the desired line(s) for this rule. When you leave it

blank or enter 0, this dial-now rule will apply to all lines.

3. Specify the values within double quotes.

19
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4. Save the change.

The following shows an example of a dial-now file used for SIP-T2xP IP phones:

<DialNow>
<Data DialNowRule="1234" LineID="1"/>
<Data DialNowRule="52[0-6]" LineID="1"/>
<Data DialNowRule="xxxxxx" LineID=""/>

</DialNow>

HHARBHHARUHHARBHHARYHHARUHHRRUHHRRUHARRHHARBHHARRHHA
## Upload dial-now file ##
HHARBHHARUHHARBHRRRYHHARBHHRRBHHRRBHRRRHHHRBHHARRHHA
dialplan_dialnow.url =

For example, enter “tftp://192.168.1.100/DialNow.xml” in the “dialplan_dialnow.url ="
field. During the auto provisioning process, the phone connects to the provisioning
server “192.168.1.100”, and downloads the dial-now file “DialNow.xml".

Updating Firmware

20

Yealink IP Phones allow you to update firmware manually via web user interface, or

update firmware in batch via auto provisioning.

The following table lists the firmware name for each phone model (X is replaced by the

actual firmware version):

Phone Model Firmware Name
SIP-T28(P) 2.X.X.X.rom
SIP-T26(P) 6.x.x.x.rom
SIP-T22(P) 7.X.x.X.rom
SIP-T21(P) 34.x.x.x.rom
SIP-T20(P) 9.X.X.X.rom
SIP-T38G 38.x.x.x.rom
SIP-T32G 32.x.X.X.rom
SIP-T19(P) 31.x.x.X.rom

VP530 23.x.x.X.rom

To update the phones’ firmware in batch via auto provisioning, ask the distributor for the
firmware file, upload it to the provisioning server, and then specify the access URL in the

configuration files.
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HAHHHHHHHRGGERBERBBRAAAAAAAHHHBHHBERRERBBARAA AR A
## Configure the access URL of the firmware file ##
HHAHHHHHHHHGGHRERBERAAAAAAAAHARHHRGHBEEERBRBAAAAHAAHAH
firmware.url =

For example, enter “tftp://admin:password@192.168.1.100/2.71.0.140.rom" in the
“firmware.url =" field. During the auto provisioning process, the phone connects to the
provisioning server “192.168.1.100” (“admin” is replaced by the authentication user

name and “password” is replaced by the authentication password), and downloads

the firmware file “2.71.0.140.rom".
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Configuring a TFTP Server

Yealink IP Phones support to use FTR. TFTR HTTP and HTTPS protocols to download

configuration files. You can use one of these protocols for provisioning. The TFTP protocol

is used by default. The following section provides instructions on how to configure a TFTP

server.

We recommend that you use 3CDaemon or TFTPD32 as a TFTP server. 3CDaemo and

TFTPD32 are free applications for Windows. You can download 3CDaemon online:

http://www.oldversion.com/3Com-Daemon.html and TFTPD32 online:

http://tftpd32.jounin.net/.

For more information on how to configure FTP and HTTP servers, refer to Configuring an

FTP server on page 45 and Configuring an HTTP Server on page 48.

Preparing a Root Directory

To prepare a root directory:

1. Create a TFTP root directory on the local system.

2. Place configuration files to this root directory.

3. Set security permissions for the TFTP directory folder.

You need to define a user or a group name, and set the permissions: read, write or

modify. Security permissions vary by organizations.

An example of configuration on the Windows platform is shown as below:

General | Sharing | Security | Customize

Group or user names:
m Administrators VANS TD80\Administrators)
€% CREATOR OWNER
m Everyone
Q Hill, James (jshil@myservername.com]

€7 SYSTEM
<

v

>

[ Add... ] [ Remove ]
Permissions for Everyone ( Allow \ Deny
Full Control O O A
Modify O
Read & Execute Il
List Folder Contents K
Read O
Write O
Crmminl Darmminnimma Mo

For special permissions or for advanced settings, A
click Advanced. =

[ ok

][ Cancel J[

Apply

J
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Configuring a TFTP Server

If you have a 3CDaemon application installed on your local system, use it directly.

Otherwise, download and install it.

To configure a TFTP server:

1. Double click 3CDaemon.exe to start the application. A configuration page is shown

as below:

B

30 3CDaemon.

File View Help
TFTF Server Start Time

[Beer [Bytes [Status

Feb 26, 2012 16:08:20 loeal 0 Listening for TFTF requests on IF address: 192 168 1331, Fort 63
Feb 28, 2012 16:08:20 loeal 0 Listening for TFTF requests on IF address: 192.168.136.1, Port €8
Feb 28, 2012 16:08:20 loeal 0 Listening for TFTF requests on IF address: 10.2.11.126, Fort 69

2. Select Configure TFTP Server. Click the button to locate the TFTP root directory

from your local system:

[Peer [ Bytes | Status [

TFTP Server Start Time

Feb 24, 2012 08:58:47 local 0 Listening for TFTP requests on IP address: 192.166.133.1, Port 69
Feb 24, 2012 05:59:47 Local 0 Listening for TFIF requests on IF address: 192,168, 186.1, Port 69
Feb 24, 2012 05:59:47 Local 0 Listening for TFIF requests on IF address: 10.2.11. 126, Fort &9

3CDaemon Configuration &‘

FTP Profiles | Syslog Configuration |

General Configwation TPTF Confi guration

Create directory nemes in incoming file rel

Allow oversrite of existing files? I~

E*\hutopihuto Provisi

| Upload/Download

Fer-packet tineout in seconds |5
Waxinun retries 1o
g

Interfrane transnission

3. Click the Confirm button to finish configuring the TFTP server.

The server URL “tftp://IP/” (Here “IP” means the IP address of the provisioning
server, for example, “tftp://192.168.1.100/") is where the phone downloads

configuration files from.
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Obtaining the Address of Provisioning Server

Yealink IP phones support to obtain the provisioning server address in the following
ways:

e Zero Touch

e  Plug and Play (PnP) Server
e  DHCP Options

e  Phone Flash

The priority of obtaining the provisioning server address is as follows: Zero Touch-->PnP
Server-->DHCP Options (Custom option-->option 66-->option 43) -->Phone Flash.

The following sections detail the process of each way.

Zero Touch

Zero Touch allows you to configure the network parameters and provisioning server
address via phone user interface during startup. This feature is helpful when there is a
system failure on the phone. To use Zero Touch, make sure this feature is enabled.

To configure the Zero Touch via web user interface:

1.  Click on Settings->Auto Provision.

2. Select Enabled from the pull-down list of Zero Active.

25
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3. Configure the wait time in the Wait Time (0~100s) field.

Yealink |z

Log Out

Status Account Network DSSKey Features Settings Directory Security
PP Active @ on O off
Time & Date Auto Provision
DHCP Active ® on O off The auto provision parameters
fior adrinistrator,
Upgrade Custom Option(128~254) [7]
Auto Provision DHCP Option Walue yaalink (7]
Configuration e Uil @
N User Name 0
Dial Plan
Password (7]
Voice
Common AES Key [ Q@
Ring MAC-Origrited AES Key cosseses [7]
Tones Zero Active Enabled 7]
Wait Time € 0~1005 ) 5 o
Softkey Layout
Paower On @ on O off
TROG69
Repeatedly O on ® off
Interval C Minutes 3 1440
wieekly O on @ off
Time oo |00 |- |00 0o
¥l sunday
Mnnday
¥ Tuesday
Day of Wesk [Fwednesday
[¥] Thursday
Friday
Saturday

4. Click Confirm to accept the change.

When Zero Touch is enabled, there will be a configuration wizard during startup (Take

T28P IP phone as an example):

{ Zero Touch h

Update now? 5s

Cancel ]f Status ] OK

Press the OK soft key.

The network parameters are configurable via phone user interface:

[ Network ]

IPv4 & IPvG

26

IPv4 WAN Type: DHCP Ak
IPv6 WAN Type: DHCP Ak
¥YLAN Status: Disable

-u-@

Back

Mext

f Switch ]f

Press the Next soft key after finishing the network parameters.
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Configure the provisioning server address, authentication user name (optional) and
password (optional) in the Auto Provision screen.

An example of screenshot is shown as below:

[ Auto Provision ]

User Mame:

Password:

®

Back |{ 2aB ][ Delete J[ ok

Plug and Play (PnP) Server

Yealink IP phones support to obtain the provisioning server address from the PnP server.
The phone broadcasts the PnP SUBCRIBE message to obtain the provisioning server

address during startup. To use Plug and Play, make sure this feature is enabled.
To configure PnP via web user interface:

1. Click on Settings->Auto Provision.

2. Mark the On radio box in the PNP Active field.

Log Out

Yealink |

Status Account Network DSSKey Features Settings Directory Security
PP Active ® on O off
Time & Date Auto Provision
CHCP Active ® on O off The auto pravision parameters
for adrministrator.
Upgrade Custom Option(128~254) [7]
Auto Provision DHCP Option Walue yealink (2]
Configuration SanEr Uik L)
. User Name 7]
Dial Plan
Passward cescenes 7]
Voice
Common AES Key 0
Ring MAC-Criented AES Key I 2]
Tones Zero Active Disabled v] @
Walt Time € 0~1005) 5 7]
Softkey Layout
Power On ® on O off
TROG9
Repeatedly O on @ off
Interval C Minutes ) 1440
Wieekly O on @ off
Time 00 oo |-- 00 0o
Sunday
Monday
Tuesday
Day of Week Wednesday
Thursday
Friday
Saturday

3. Click Confirm to accept the change.

Any PnP server activated in the network responses with a SIP NOTIFY message, and an

address of the provisioning server is contained in the message body. Then the phone
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can connect to the provisioning server and perform the auto provisioning process.

STatus: 200 ok
Request: REGISTER £1p:10,
STatus: 200 o

. BYE. CANCEL, OFTIONS, WOTIFY, REGISTER, SUSSCRISE, REFER, PUBLISH, UPDATE, MESSAGE

SR T Fuhuts: § Displaet © Burkd 0 Frefila: Defult

DHCP Options

28

Yealink IP phones support to obtain the provisioning server address from DHCP options.
You can configure the phone to obtain the provisioning server address from a custom
DHCP option, or the phone will automatically detect the Option 66 and Option 43. The
Option 66 is used to identify the TFTP server. To obtain the provisioning server by a
custom DHCP option, make sure the DHCP option is set properly.

The custom DHCP option must be in accordance with the one defined in the DHCP
server. For more information on configuring a DHCP server, refer to Configuring a DHCP

server on page 51.
To configure the DHCP option via web user interface:

1. Click on Settings->Auto Provision.
2. Mark the On radio box in the DHCP Active field.
3. Enter the desired value in the Custom Option (128~254) field.



Obtaining the Address of Provisioning Server

4.  Enter the desired value in the DHCP Option Value field.

The default value is yealink.

Yealink |

Status Account Network DSSKey Features Settings

Auto Provision

Preference
PHP Active @ on O off
Time & Date
DHCP Active ® on O off
Upgrade Custom Option(128~254) [ 7]
Auto Provision DHCP Optian Value 7]
Configuration SanEr Uit ‘ | @
. User Name ‘ ‘ 0
Dial Plan
Passward [esessnee ] [7]
Voice
Comman AES Key 9
Ring MaC-riented AES Key 9
Tones zora actve °
Walt Tune € 01005 @
Softkey Layout
Power On ® on O off
TROG9
Repeatedly O on @ off

Interval € Minutes )
wieekly O on @ off

Time : - !
Sunday
Monday
Tuesday
Day of Week Wednesday
Thursday
Friday
Saturday

Log Out

Directory Security

Auto Provision
The auto provision pararneters
for administratar,

5.  Click Confirm to accept the change.

Phone Flash

Yealink IP phones support to obtain the provisioning server address from the phone

flash. To obtain the provisioning server address by reading the phone flash, make sure

the configuration is set properly.
To configure the Phone Flash via web user interface:

1.  Click on Settings->Auto Provision.

29



Yealink IP Phones Auto provisioning Guide

2.  Enter the URL, user name and password of the provisioning server in the Server

URL, User Name and Password fields (the user name and password are optional).

Yealink |z

Status Account Network

Auto Provision

Preference

PNP Active
Time & Date

DHCP Active
Upgrade

Custom Option{128~254)

Auto Provision DHCP Option Value

Configuration Server URL
0 User Mame
Dial Plan
Password
Voice
Common AES Key
L) MAC-Oriented AES Key
Tones Zero Active
Wait Time ( 0~100s ¥
Softkey Layout
Power On
TROG69
Repeatedly

Interval ¢ Minutes )
Waskly

Time

Day of week

=

Log Out

DSSKey Features Settings Directory Security

Auto Provision
The auto pravision parameters
for adrministrator.

L Je
beak ] @

‘http:][lD.3‘6.226]31000000000000‘:@

| @
‘admm | @
| @

Disabled

o009

@ on O off

440

O 3| ©
S g
® ®
o o
E =

Sunday
Manday
Tuesday
Wiadnesday
Thursday

Friday
Saturday

3.  Click Confirm to accept the change.
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Update Mode

The update mode is used to set the desired time for the phone to perform the auto

provisioning process. This chapter introduces the following update modes in detail:

e  Power On

e  Repeatedly

e  Weekly

e  Auto Provision Now
e  Multi-mode Mixed

e  SIP NOTIFY Message

When there is an active call on the phone during provisioning, the auto provisioning
process will detect the call status every 30 seconds. If the call is released within 2 hours,
the auto provisioning process will be performed normally. Otherwise, the process will be
completed, due to timeout.

Power On

The phone performs the auto provisioning process when the phone is powered on.
To activate the Power On mode via a web user interface:

1.  Click on Settings->Auto Provision.
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2. Mark the On radio box in the Power On field.

Log Out

Yealink | s

Status Account Network DSSKey Features Settings Directory Security

PHP Active & on O off
Time & Date Auto Provision
OHCP Active ® on O off The auto pravision parameters
for adrministrator.
Urees Custom Option{128~254) [ ] @
Auto Provision DHCP Option Value 7]
Configuration SavEr Ui | | @
. User Name | | @
Dial Plan
Password |""-“- | 0
Voice
Ring Ot A o
R 2o actve %]
Wt Tie (01005 ) L
Softkey Layout
Pawer On @ on O off
TROG69
Repeatedly Con @ off
Interval C Minutes ) 1440
wiaskly O on @ off
[¥lsunday
Mnnday
¥ Tuesday
Day of Week [wednesday
Thursday
[~ Friday
Saturday

3.  Click Confirm to accept the change.

Repeatedly

The phone performs the auto provisioning process at regular intervals. You can
configure the interval for the Repeatedly mode. The default interval is 1440 minutes.

To activate the Repeatedly mode via web user interface:

1.  Click on Settings->Auto Provision.

2. Mark the On radio box in the Repeatedly field.
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3. Enter the interval time (in minutes) in the Interval (Minutes) field.

Log Out

Yealink |2

Status Account Network. DSSKey Features Settings Directory Security

PIP Active @ on O off
Time & Date Auto Provision
DHCP active ® on O off The auto provision parameters
for administrator,
gt CLstorm Cption(128-354) ]
Auto Provision DHCP Option Value Q
Configuration e Uil | | @
N User Name | | 0
Dial Plan
Passward [eneseses | [7]
Voice
Comman ASS ey L
Ring MAC-Oriented AES Key (7]
Tones Zero Active Disabled v] @
Wt T 010053 o
Softkey Layout
Power On ® on O off
TROG9
Repeatedly ® on O off
wieekly O on @ off
Time [oo (o0 oo}
Sunday
[“lmonday
Tuesday
Day of Week [“lwednesday
[¥] Thursday
Friday

[¥] Saturday

4. Click Confirm to accept the change.

Weekly

The phone performs the auto provisioning process at the fixed time every week. You
can configure what time of the day and which day of the week to trigger the phone to
perform the auto provisioning process. For example, you can configure the phone to
check and update new configuration between 2 to 3 o'clock every Friday and Sunday.

To activate the Weekly mode via web user interface:

1.  Click on Settings->Auto Provision.
2. Mark the On radio box in the Weekly field.

3. Enter the desired time in the Time field.
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4. Mark one or more radio boxes in the Day of Week field.

Log Out

Yealink |

Status Account Network DSSKey Features Settings Directory Security

PMP Active ® on O off
Time & Date Auto Provision
DHCP Active ® on O off The auta provision parameters
for administrator,
Upgrade Custom Option(128~254) e
Auto Provision DHCP Option Value 7]
Configuration S UL ‘ | @
. User Name ‘ ‘ 7]
Dial Plan
Passwiord [esessnee ] [7]
Voice
Ring Mo AES e )
T zor0 pcte 2]
Softkey Layout
Power On ® on O off
TROG9
Repeatedly O on @ off
Interval ¢ Minutes ) 1440
Weekly ® on O off
Time o2 oo |- oz
Sunday
Monday
Tuesday
Day of Week Wednesday
Thursday
Friday
Saturday

5.  Click Confirm to accept the change.

Auto Provision Now

You can use Auto Provision Now mode to manually trigger the phone to perform the
auto provisioning process immediately.

To use the Auto Provision Now mode via web user interface:

1.  Click on Settings->Auto Provision.
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2. Click Autoprovision Now.

Yealink | s

5]

Log Out

Settings ) Directory ‘ ‘ Security ‘

Preference autoEravision NOTE
PP Active @ on O off
Time & Date Auto Provision
DHCP Active ® on O off The auto provision parameters
for administrator.
Upgrade Custom Option(128~254) L Q
Auto Provision DHCP Option Value |yealink (7}
r -
Configuration SeryesURE L | @
) User Name (7]
Dial Plan
Password (7}
Voice
Common AES Key 0
Ring MAC-Oriented AES Key (7]
Tones Zero Active vl (2}
Wait Time € 0~1005) [5 (7}
Softkey Layout =
Power On ® on O off
TRO69
Repeatedly O on @ off
Interval ¢ Minutes ) i1440
Weekly @ on O off
Time [02 | oo |--[o3 }[oo |
Sunday
Monday
Tuesday
Day of Week [“wednesday
Thursday
Friday
Saturday
Autoprovision Now
Confirm Cancel

The phone will perform the auto provisioning process immediately.

Multi-mode Mixed

You can activate more than one update mode for auto provisioning. For example, you

can activate the “Power On” and “Repeatedly” modes simultaneously. The phone will

perform the auto provisioning process when it is powered on and at a specified interval.

SIP NOTIFY Message

The phone will perform the auto provisioning process when receiving a SIP NOTIFY

message which contains the header “Event: check-sync”. If the header of the SIP

NOTIFY message contains an additional string “reboot=true”, the phone will reboot

immediately and then perform the auto provisioning process. This update mode

requires server support.
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The following figure shows the message flow:

Server

Notify

Phone

Event;check-syne; reboot=ture

200 OK

A




Downloading and Verifying Configurations

Downloading and Verifying Configurations

Downloading Configuration Files

Once obtaining a provisioning server address in one of the ways introduced above, the
phone will connect to the provisioning server and download the configuration files.
During the auto provisioning process, the phone will try to download the Common CFG
file firstly, and then try to download the MAC-Oriented CFG file from the provisioning
server. If resource files need to be updated and the access URLs have been specified in
the configuration files, the phone will then try to download and update the resource
files.

Resolving and Updating the Configurations

After downloading, the phone resolves the configuration files, downloads the resource
files requested in the configuration files, and then updates the configurations and
resource files to the phone flash. Generally, updated configurations will automatically
take effect after the auto provisioning process is completed. For update of some specific
configurations which require a reboot before taking effect, for example, network
configurations, the phone will reboot to make the configurations effective after the auto

provisioning process is completed.

The phone calculates the MD5 values of the downloaded files. If the MD5 values of the
Common and MAC-Oriented configuration files are the same as those of the last
downloaded configuration files, this means these two configuration files on the
provisioning server are not changed. The phone will complete the auto provisioning
without repeated update. This is used to avoid unnecessary restart and impact of

phone use.

If the configuration files have been AES-encrypted, the phone will decrypt the CFG files
after downloading the configuration files. For more information on how to decrypt

configuration files, refer to Yealink Configuration Encryption Tool User Guide.

The phone only reboots when there is at least a specific configuration requiring reboot
during auto provisioning.

For more information on the specific configurations which require a reboot during auto
provisioning, refer to Description of Configuration Parameters in CFG Files on page 61.

37



Yealink IP Phones Auto provisioning Guide

Verifying Configurations

After auto provisioning, you can then verify the update via phone user interface, or you

can verify it via web user interface of the phone. For more information, refer to Yealink

phone-specific user guide.

During the auto provisioning process, you can monitor the downloading requests and

response messages by a WinPcap tool. The following shows some examples.

Example1: Yealink SIP-T28P IP phone downloads configuration files from the TFTP server.

File Ziit Yiaw Go Cuptwe faslyre Statisties Talgphony Tosls Help

@ Frame 415 (zns byces on wire, zas bytes captured)
@ Echernet 11, src:
& Internet protocol, src: 10.
© User Datagram Profocol, src port: bootps (67), Dt Port: bootpc (68)
= Bootstrap Protocol

Message Type: Boor Reply (2)

Wardware type: Ethernet

wardware address length: &

Hops: 0

Transaction I0: thc(lﬁiai

Seconds_elapsed

& poop Flags: 0x0000 wntcasty
clent 1P address: €0.0.0.0)
. 11.244 (m.z.n.u-)

o ¢

)
i fre M address amenwe it 0:15:65:11:18:5¢)
Clers hardware. address packing:  Soan0en0605000000000
server host name not given
Boot File name not given

O 5.

107100/ 1000 Ethernet MIC Tackets 5334 Dis

VHON BEXTE A+saTL|BE QQAD BB B
Filter: [bostpl letg | 1€y v Egression.. Clesg Apply
. Tine . Sewrce Destination Poted  Ins
194 46, 954819 119 .2.21. TETP Read Request, File: y000000000000.CFGN0QD, Transfer type: G6Ctet\0go
126 s TFTP  Data Packet, 8loch
o TETP  Acknowladgenent, Biock: 1
TFTR  Data Packer, Block: 2
TP Acknowiedgenent, giock: 2
TFTP  Data Packet,
TETR  Acknow ganen! ok 3
1 TFTP  Data Packet, Block; 4
2 TeTe acknowledgahert, slock: ¢
1 TFIP  Data Packet, BIOck
TETR  Acknow] ed SHock: 5
TFTP  Data Packet, Block: 6
TETR Nedgenert, Black: 6
TFTP  Data Packet, Black: 7
TETR know edgement, Black: 7
213 46,996245 TETP pata Packér, elock §
214 47.000510 TETE  Acknowledgement, Black: 8
215 47.000704 TETP  Data Packet, Block: 9
216 47.003985 TFTP  Acknowledgement, Block:
217 47.004139 Toe  Detamackar, ibcr: 16 Clast)
18 47.0055 TETP  Acknow] edgement, B1och
TeTe  Read mequest, Flle: ooisesiiiesc.cfo\ss, Transfer type: ocrer\
TFTP Error code, Code: Access violation, Message; could not open Teduested t1e for reading\ o

4d (6C:50:4d:40:daz4d), DST: Xlamenve 11:18:5¢ (00i15:65:11:18:5¢)
%354 (10.2.01: 2349, ost: 10.3.10.244 (10.2.11.244)

Example 2: Yealink SIP-T28P IP phone downloads configuration files from the FTP server.

% Roaltek 10/100/1000 Ethernet NIC

Bile Bt Yiew Go Coptwrs hoalyre Statisties Tolephony Iools Melp

(Nicrosoft's Packet Scheduler)

: Capturing - Wireshark

216 42,191295 10.2.11.126
218 42,199981 10.2.11.115
219 42.200926 10.2.11.126
220 42,205441 10.2.11.115
221 42.206670

222 42.210856
223 42.211775
224 42.222780
225 42.226037
229 42.232726
230 42.234476
231 42.240170
232 42,241397
245 42,728589
247 42.736866
248 42.737875

249 42.742202 10.2 11 126
250 42.743675 10.2.11.15
251 42.757760 10.2.11.126
252 42.,759005 1115
253 42.763681 111,126
254 42,767121 10 2.11.15

259 42.783327

261 42,788746

SN BEXTE ¢ 0T L B Qaan D8k @
Filter f1p][egtg | Ietp| fbosty v Bgresion. Cleg Apply
b Tim 5 Bestina Protosel  Info 8
151 34, 500098 10.2.11.1% 10.2.11.115 F1P Response: 220 Com 3C0aemon FTP Server version 2.0
153 34507326 10.2.11.115 10.2.11.126 FTP Request: USER 1ff
154 34509003 10.2.11.126 10.2.11.115 FTP Response: 331 User name ok, need password
155 34,513482 10.2.11.115 10.2.14.126 £TP RequesT: PASS 111111
156 34. 515044 10.2.11.126 10.2.11.115 FTP Response: 230 User Togged in
157 34.523305 10.2.11.115 10.2.11.126 FTP Request: TYPE I
158 34524405 10.2.11.126 10,211,115 FTP Response: 200 Type set to I.
159 34.520402 10.2.11.115 10,2.11.126 FTP Request: PASV
160 34532697 10.2,11.126 10.2.11.115 FTP Response: 227 Enterdng passive mode (10,2,11,126,5,189)
164 34, 541081 10.2.11.115 10.2.11.126 FTP Request: SIZE y000000000000. cfg
165 34543289 10.2.11.126 10.2.11.115 FTP Response: 213 3986
166 34, 552631 10.2.11.115 10,211,126 FTP Request: RETR y000000000000, cfg
167 34.554557 10,2.11.126 FTP Response: 125 Using existing data connection
177 34, 593926 10.2.11,126 FTP Response: 226 Closing data connection; File transfer successful.
188 36.338570 10.2.11.115 FTP Request: QUIT
189 36.340311 10.2.11.126 FTP Response: 221 Service closing control connection

Response: 220 3Com 3CDaemon FTP Server versfon 2.0
Request: USER 1ff

Response: 331 ser name ok, need password

Request: PASS 111111

Response: 230 user logged in

Request: TYPE I

Response: 200 Type set to I.

Request: PASV

Response: 227 Enterdng passive mode (10,2,11,126,5,193)
Request: SIZE 00156511185¢. cfg

Response: 213 Error acc essing fﬂe

Request: RETR 00156511185¢.cfg

Response: 550 File unavailable

Response: 220 3Com 3CDaemon FTP Server version 2.0
Request: USER 1ff

Response: 331 User name ok, need password

Request: PASS 111111

Response: 230 user logged 1n

Request: TYPE I

Response: 200 Type set to 1.

REQUEsT: PASY

Response: 227 Entering passive mode (10,2,11,126,5,1%)
Request: S12€ 00156511185¢. <f!

uespans Error accesst
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Example 3: Yealink SIP-T28P IP phone downloads configuration files from the HTTP server.

altek 10/100/1000 Eth ket Scheduler)

Eile Bt Vies G0 Coptwrs Ausdpre Statistics Telephony Jodls Kelp

oA BEEXZTE AcreTi EEQaaN FaBD8 % &

Filter: bty - Egresion.. Clas holy
oo Tiee Destination Frotocrl  Tafo
10 2.1[.244 HTTP POST /<gi-bin/ConfigManapp. com HTTP/L.1 (application,/x-www-fori- urler\cweu)
111244 MITPGET /cql-binCont iguananp, ConIderakjax-lésiond. 833625751 3067568 HTTPAL L
Tt HITR v 7ytoon00o0ond;cry i
10.2.11.244 HTTP HTIP 200 oK (app] 1:atinr\lnc(el-s(reim)
10 2 11.126 HTTP GET /Dﬂ: 56511185¢. cfg HTTP/1.1
2.11.244 WITP  WTTP/1.1 404 NOT Found (text/html)
1:: s e/ 1GHaNABR. seseaniasaasesr HITP/LL
244 e bin/Conf igManApp. com?Id=7&Ajaxelés d=0. 9B694111¢ HTTR/L 1
e eer /cq1 Dot 1omanAnn: ComPH-PeA el 4z 1o0- o878 0528096507 HITR/A-2
HITP GET_/cgi-bi onfigManApp. "ld-l HTTP/1.1
20, HTTP POST /ch:(kjutchain php WH'P/)
26 & 5 6 HITR/SML HITE,
3421 ss Sa75 113.108.86.110 HITP - GET mps/momssm HTTP/LL
3447 87.016789 10.2.11.126 HTTR/SML HTTH /1
3436 87.009539 124.115.7.156 WITP GET /ps TSVDKeYTaLI7a7izvaTaC
3462 87.258033 10.2.11.126 HITP HTTP; 1 200 OK (JPEG JFIF image)
3471 87.336851 o A HTTP GET /psb’ NHYY 3
34 1 WITP TP/ KR e
3523 88.562549 HTTP GET /1 s/:man 3572127787626 HT"

HTTP HTTP/1.1 200 of (ann”car!wx 1avascr|vl)
e
WITP GET /c11=m/m;<s_zuxzm17s7cs.mf HTTP/LL
HITP  HTTP/1.1 200 OR (GIF8O
e cer /c'liem/hr OB 201201173020, SwE MITP/LL

13560 ok CappI1cation/ssnockware-Flash)
HTTP cst Mnnonaaoooon. cf

P Capplcation/actet-streany
3677 103.961308 TP c;v /m.sasumsc.cfg HTTR/L.1
03. 865995 HITP TP/1.1 und  (text/html)
3693 105.387490 TR G:v T ant ok 05 o82cs 561614 ADEROD51888a4 T 616, i WTTR/L.
5. HITR TP/1.1 200 0K (G:

17E93
HITE GEl’ /c11&m/d61787ba: 2732656406 cecT233b3dN 016, swf WTTR/L.

37 ¥ wrTe oK Capplcat don/x=shockwave.

3786 115.939700 HITP. csv /c11=m/f8977&8¢3 T PO Oracas s Lot o1 HTTR/LA

3798 116. 023309 HTTP 1 200 oK 39a.

3836 121.11 HITR cEv i o £2633e0F i 7c391ar dB7C1 e9c UG L6, SwT HTTR/L.L

3859 121.303246 7.25.132.114 . HTTP TP/1.1 200 ok (application/x-shockwave-flash)

3884 126.365017 1,126 117.35,132.114 e e /ciient/hr_oR_201201063207.if HTTP/L.1 4

@ Frame 4025 (523 bytes on wire, 523 byces _captured)
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Troubleshooting

Troubleshooting

This chapter provides general troubleshooting information to help you solve problems
you might encounter when deploying phones.

If you require additional information or assistance with the deployment, contact your
system administrator.
Why does the phone fail to download configuration files?

e Ensure that auto provisioning feature is enabled.
e Ensure that the provisioning server and network are reachable.
e Ensure that authentication credentials configured on the phone are correct.

e Ensure that configuration files exist on the provisioning server.

Why does the provisioning server return HTTP 404?

e Ensure that the provisioning server is properly set up.
e Ensure that the access URL is correct.

e Ensure that the requested files exist on the provisioning server.

Why does the phone display "Network Unavailable"?

e Ensure that the Ethernet cable is plugged into the Internet port on the phone and
the Ethernet cable is not loose.

e Ensure that the switch or hub in your network is operational.

e Ensure that the configurations of network are properly set in the configuration files.

Why is the permission denied when uploading files to an FTP server?

e Ensure that the complete path to the root directory of the FTP server is authorized.

e On the provisioning server, check the file permissions, if necessary, change the file

permissions.

Why doesn’t the phone obtain the IP address from the DHCP server?

e Ensure that settings are correct on the DHCP server.

e Ensure that the phone is configured to obtain the IP address from the DHCP server.

Why doesn't the phone download the ringtone?

e Ensure that the file format of the ringtone is *.wav.
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e Ensure that the size of the ringtone file is no larger than that the phone supports.
e Ensure that the properties of the ringtone for the phone are correct.
e Ensure that the network is available and the root directory is right for downloading.

e Ensure that the ringtone file exists on the provisioning server.

Why doesn’t the phone update configurations?

e Ensure that the configuration files are different from the last ones.
e Ensure that the phone has downloaded the configuration files.

e Ensure that the parameters are correctly set in the configuration files.
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Glossary

MAC Address: A Media Access Control address (MAC address) is a unique identifier
assigned to network interfaces for communications on the physical network segment.

MD5: The MD5 Message-Digest Algorithm is a widely used cryptographic hash function
that produces a 128-bit (16-byte) hash value.

DHCP: Dynamic Host Configuration Protocol (DHCP) is a network configuration protocol
for hosts on Internet Protocol (IP) networks. Computers that are connected to IP networks
must be configured before they can communicate with other hosts.

FTP: File Transfer Protocol (FTP) is a standard network protocol used to transfer files from
one host to another host over a TCP-based network, such as the Internet. It is often used
to upload web pages and other documents from a private development machine to a
public web-hosting server.

HTTP: The Hypertext Transfer Protocol (HTTP) is an application protocol for distributed,
collaborative, hypermedia information systems. HTTP is the foundation of data
communication for the World Wide Web.

HTTPS: Hypertext Transfer Protocol Secure (HTTPS) is a combination of Hypertext
Transfer Protocol (HTTP) with SSL/TLS protocol. It provides encrypted communication
and secure identification of a network web server.

TFTP: Trivial File Transfer Protocol (TFTP) is a simple protocol to transfer files. It has been
implemented on top of the User Datagram Protocol (UDP) using port number 69.

AES: Advanced Encryption Standard (AES) is a specification for the encryption of
electronic data.

URL: A uniform resource locator or universal resource locator (URL) is a specific
character string that constitutes a reference to an Internet resource.

XML: Extensible Markup Language (XML) is a markup language that defines a set of

rules for encoding documents in a format that is both human-readable and
machine-readable.
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Appendix

Configuring an FTP Server

This section provides instructions on how to configure an FTP server using 3CDaemon.

You can download the 3CDaemon software online:

http://www.oldversion.com/3Com-Daemon.html.

Preparing a Root Directory

To prepare a root directory:

1. Create an FTP root directory on the local system.

2. Place the configuration files to this root directory.

3. Set the security permissions for the FTP directory folder.

You need to define a user or group name, and set the permissions: read, write, and

modify. Security permissions vary by organizations.

An example of configuration on the Windows platform is shown as below:

General | Sharing | Security | Customize

Group or user names:
m Administrators (VANSTD80\Administrators)
€7 CREATOR OWNER
m Everyone
€ Hill, James (jshil@myservemame.com)

€3 SYSTEM
<

Permissions for Everyone

Full Control

Modify

Read & Execute
List Folder Contents
Read

Write

Cmmminl Darmminsinena

For special permissions of for advanced settings, Advanced
click Advanced. -

[ ok ][ cance ||

Apply

]
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Configuring an FTP server
If you have a 3CDaemon application installed on your local system, use it directly.
Otherwise, download and install it.

To configure an FTP server:

1. Double click the 3CDaemon.exe to start the application.
2. Click the FTP Server button on the left of the main page.

A configuration page is shown as below:

3CDaemon = | E )
[ File _View Help
Start Time [ Peer | Bytes [ status
Mar 13, 2012 14:26:34 local 0 Listening for FTP requests on I? address: 192.168.147.1, Port 21
Mar 13, 2012 14:26:34 local 0 Listening for FTP requests on IP address: 192.168.172.1, Port 21
Mar 13,2012 14:26:34 local 0 Listening for FTP requests on IP address: 10.2.11.101, Port 21
For Help, press F1 NUM

3. Select Configure FTP Server.

4. Clickthe ...| button to locate the FTP root directory from your local system:

LB |
Start Tine Foar
Wer 0L, 2017 1020.01 Local
Mo 0] Zmiz 102401 Locad
Ner 01, B0iz 10:5ein lecal

192.188.133. 1, Fort 21
=i 192,168,188, 1, Fort 21
= 1002.11.128, Port 21

3CDaemon Configuration 3]
Seneral Configuration | PP Configuration |
T rofies | Syrlog Coneisoration |
Vsar Info
Profile Fe

Set/Change user’ s password

Save Prafile
| ste Highlizhted Frof

mation ints the form them press

ile: Mighlight the profile, make your changes,

then press

W ik |

For Kelp, press F1

5. Enter the new authentication user name in the Profile field.

6. Click the Set/Change user’s password button to set the password in the pop-up
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9.

10.

dialogue box.

Click the OK button to save.

Mark the check boxes of Login, Download and Upload to make sure the FTP user
has the login, download and upload permission.

EIEI

Start Time [ Peer [ Bytes [ status
Mar 13, 2012 142634 local
Mar 13, 2012 142634 local
Mar 13, 2012 142634 local

0 Listening for FTP requests on IP address: 192.168.147.1, Port 21
0 Listening for FTP requests on IP address: 192.168172.1, Port 21
0 Listening for FTP requests on IP address: 10.2.11.101, Port 21

3CDaemon Configuration =
o i ] PP Contiguration |
FIE Profiles | Spalog Contiguration |
Vser Info
Profile adnin I
Set/Changs user's ord [ Set/Change User Password ==
Ty - msr = L0088 gl at il

Repeat to fetaoe]

Save Brofile |
~ ste Highlighted Prof

n into the forn then press

For Help, press F1

Click the Save Profile button to save the settings and finish the configurations.

| E= EEE)

Start Time [Peer
Mar 01, 2012 10:24:00 local
Mar 01, 2012 10:24:00 local
Mar 01, 2012 10:24:00 local

g for FIP
2 for FTP
z for FIP req

ss: 192, 166.133.1, Port 21
ss: 192, 168, 186.1, Port 21
ss: 10.2.11. 126, Port 21

3CDaemon Configuration X

General Configuration | TFTP Configuration |
FIF Profiles | Sl Homtfl gl |
User Info

Profile e

L Feifthatics Hesk s Baseword

User

[E:\AutoptAuta Provizion Ma J
This user can ~

ELozin

M Download

[Aplosd

[Delete Files

DOovernrite files Save Frofile
Renane files
g + ete Highlighted Frof

M.

o add a profile; Enter the new informatien into the forn then press
we Profile”

“Save Profile
Eo edit a profile: Highlight the profile, make your changes, then press

wme | me | |

TFIP Client

For Help, press F1

Click the Confirm button to finish configuring the FTP server.

The server URL “ftp://username:password@IP/” (Here “IP” means the IP address of
the provisioning server, “username” and “password” are the authentication for FTP

download. For example, “ftp://admin:123456@192.168.1.100/") is where the phone
downloads configuration files from.
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Configuring an HTTP Server

This section provides instructions on how to configure an HTTP server using HFS tool. You
can download the HFS software online: http://www.snapfiles.com/get/hfs.html.

Preparing a Root Directory

To prepare a root directory:

1. Create an HTTP root directory on the local system.
2. Place the configuration files to this root directory.
3. Set the security permissions for the HTTP directory folder.

You need to define a user or group name and set the permissions: read, write, and

modify. Security permissions vary by organizations.

An example of configuration on the Windows platform is shown as below:

General | Sharing | Security | Customize

Group or user names:

m Administrators (VANS TD80\Administrators) A
€7 CREATOR OWNER
m Everyone
€2 Hil. James (jahil@myservername.com)
€7 SYSTEM v
< >

[ Add ] [ Remove ]

i
x|
=||:
=]

;

Permissions for Everyone Deny

Full Control

Modify

Read & Execute
List Folder Contents
Read

Write

Cmmmisl | Darmninaimmna

For special permissions or for advanced settings, Advanced
click Advanced. -

EEEEEDO
OOoOoOooo

0K ][ Cancel ][ Apply ]

Configuring an HTTP Server

HFS tool is an executable application, so you don’t need to install it.
To configure an HTTP server:

1. Download the application file to your local directory, double click the hfs.exe.
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The main configuration page is shown as below:

2.

&2 HFS ~ HTTP File Server 2.2f Build 155, = | B il
& Meru ‘ {F Port: 8080 ‘ ﬂﬁYou are in Expert mode ’
5 Openin browser  hitpe4410.2.11.101:8080/
Wirtual File System Log
L n 17:23:24 Check update: no new wersion
Wi IP 1 Fiename y Status Speed  Time left %
Connections: 0 Out: 0.0 KB/s In: 0.0 KBfs Total Out: 0 B Total In: 0 B VFS: 0 items

Click Menu in the main page and select the IP address of the PC from IP address.

# HFS ~ HTTP File Server 2.2f Build 155 l = | B J

& Menu ‘ ﬁ Port: 8080 | € vou are in Expert mode

+ Self Test
Edit HTML template...
Other options +
Upload L4
Start/Exit >
Virtual File System +
Limits ¢
3
»
»
L3

Log

17:23:24 Check update: no new wersion

Flash taskbutton
Fingerprints
Tray icons

Accept.cunnections on L3 1921681471
Dynamic DNS updater L4 ERIELITRL
URL encading +
Updates 4

W Donatel Custom...

Don't include port in URL

o esilifegmom.  GHe@ Find external address

- save file system... Ctrl+S

Constantly search for better address
X Clear file system

Save options L4

Help 4
Web links b
Uninstall HFS

i About...

Filename jg Statuz Speed  Time left z

& Switch OFF F4 il
Exit

Connections: 0 Out: 0.0 KB/s In: 0.0 KB/s Total Out: 0 B Total In: 0 B VFS: 0 items !I
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The default HTTP port is 8080. You can also reset the HTTP port (make sure there is no
port conflict).

#2 HFS ~ HTTP File Server 2.2 Build 155 =B %

& Menu | {P Port: 8080 | ﬂﬁYou are in Expert mode:

& Openin browser  httpe//10.2.11.101:8080/

_Mirtual File S ustem Log
5/ Part &J T:23:24 Check update: no new werzion
Spedify a port to accept connection,
or leave empty to decide automatically,
3088
|
sl P ™ Filename _i.) Statug Speed Time left %
Connections: 0 Out: 0.0 KBfs In: 0.0 KB/s Total Out: 0B Total In: 0 B VFS: 0 items

3. Right click the . icon on the left of the main page, select Add folder from disk to
add the HTTP Server root directory.

# HFS ~ HTTP File Server 2.2F Build 155 (=N ECR (|

& Meru | 7 Pot: 8088 | & 'You are in Expent mode
@ Open in browser  http:/#10.2.17.101:8088/

irtual File System Log
N ] 1m oo s e

. “—=—gk update: no new wversion
Add files..

4 ' .ﬂdifolder fram disk

MNew empty folder Ins
@ Mew link
Advanced L4

Copy URL address  Ctrl+C
@ Browse it Fa

Cornrnent..

Bind root to real-folder

7 Set Userfpass..

8 Restrict access 4
Customized realm...

v Browsable

v Archivable

& wWhy is uplead disabled?

Hide tree
Aute-hide empty folders
Hide file extention in listing

ame jg Status Speed Time left %

Connections: 0 Out: 0.0 KBfs In: 0.0 KB/s Total Out: 0 B Total In: 0 B ¥F&: 551 iterns - not savec
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4. Locate the root directory from your local system. Select the kind of folder which you

want.

g HFE ~ HTTP File Server 2.2f Build 155 =N
& Menu | {5‘ Port: 8088 ‘ & You are in Expert mode

(= Openin browser |hitpr//10.2.11.101:8088/

Top speed: DO KE#s

Virtual File Syztern Log
0 ! 17:23:24 Check update: no new wverzion

&£ 728 ‘What kind of folder do yau w&vt? @

“é;l‘ foldel A real folder is faster, good for big folders

) Wirtual folder | A virtual folder is easier, good for small folders

‘) Nat sure?
L ]

Hint: mazt time you need real folders!

Wi P ™ Filename _i‘) Status Speed  Time left %

Connections: 0 Out: 0.0 KBfs In: 0.0 KBfs Tetal Qut: 0 B Total In: 0 B WFS: 550 iterns - not savec

5.  Check the server URL “http:// IP:Port/” in the “Open in browser” address bar (For
example, the server URL "http:// 10.2.11.101:8088/" is shown on the screenshot) . We
recommend that you can fill the server URL in the address bar of the web browser

and then press <Enter> key to check the HTTP server before provisioning.

Yealink IP phones also support the Hypertext Transfer Protocol with SSL/TLS (HTTPS)
protocol for auto provisioning. HTTPS protocol provides the encrypted communication and
secure identification. For more information on installing and configuring an Apache HTTPS
Server, refer to the network resource.

Configuring a DHCP server

This section provides instructions on how to configure a DHCP server for windows using
DHCP Turbo. You can download this software online:

http://www.tucows.com/preview/265297 and install it following the setup wizard.

Before configuring the DHCP Turbo, make sure:

° The firewall on the PC is disabled.

e  There is no DHCP server in your local system.
To configure the DHCP Turbo:

1.  To start the DHCP Turbo application, double click localhost.
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2. Click the Login button (the login password is blank) to log in.

#3 DHCP Turbo on localhost |l=&@] = |

File Edit View Bindings Tools Help
B LTI
Servers _ Server
- Hl1lacalhost

-

Teseription |

Flat£orm |
-
& Login R
Fasswerd: | L\\Ca.m:el
- DHCE Turbo

g Version |

Wax bindings |

Features |

Build |

Ready.

3. You can then edit the existing DHCP server, or you can right click localhost and

select New Server to add a new DHCP server.

%3 DHCP Turbo on localhost - o @] = |

Ele Edit View Bindings Tools Help

EIEERA L T EILEIE

Servers

=+ [Elocalhost
(DDatabaze
MY Exclusions

[E)Haned Policies

— Server

@ Hame [YLO0SS

Deszeription |

Flatform [Windows T 6.1

Ehoption Types
s copes

%3 New Server by [
Hame be
[realink
cue
-~ DHCP Tarbo

€8] Version (3.0

Max bindings (50
Features |Basic Edition

Build [1307
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Right click Scopes and select New Scope.

Configure the DHCP server name, the DHCP IP range and the subnet mask.

Click OK to accept the change.

#2 DHCP Turbo on localhost (medified) = 8] =
E

le Edit View Bindings Tools Help

@ gl r Bl R 5o G W

Servers
= @localhost
Databaze ( ué]‘
gmf Exclusions i New Scope s 2
Haned Policies Seope Fer e
] W Active Start address
Ehoption Types Fore 192. 168. 10. 10

(s eopes

End address
19216610, 100

Subnet mask
255, 255, 255, 0|

IHCPServer

Description

test

Lease Segment
[~ Unlimited W Local
Days Howrs Minntes Eelay agent

You can add a custom option via DHCP Turbo. Select Option Types, right click one
of the options on the right of the main page, and then select New Option Type.

==

3 DHCP Turbo on localhost (modified)
File Edit View Bindings Tools Help
IR IR

Servers
= [@1ocalhost

Filter |Standard Optioms Ral

(PDatsbase
@81 Exclusions
Faned Folicies

S-S copes

Y DHCES exver

[optien

Magic cookie

Hone directory

L8 New Option Type...

# Undo
O Redo

Hardware address Length
oot file

Fad

Subnet mask

Cirl+V
Cerl+Z
Cerl+Y

Time offset
Gataways
Time servers

A cut
O copy
il oaste

B Delete Del

Cirl+X
Cirl+C

TEFL1E name servers
Tonain name servers Curl+V
Log servers

Cookis/Quote servers
LPR servers Ctrl+A
Inpress servers

Eind... Ctrl+F

Hostname

HIP servers )
&5 Ctrl+P

®

operties..
Boot file size

Merit dmp fils
Tonain name

Swap servers
Root path
Extensions path
IF forwarding

Non-local source routing -

Deseription

Specifies a device' s hardware address type
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8. Set the custom DHCP option (custom DHCP option tag number ranges from 128 to
254) and select the option type (Yealink supports String and IP Address option
types only). Click the OK button to finish setting the option properties. Click @’ to

save the change.

24 DECP Turbo on localhost
File Edit ¥iew Bindingzs Tools Help

@ @ 2B R % 296 § W

Servers | I

= @1ecalhost
"@Scopes

@]Uption Types

Hamed Folicies
g}{w Exclusions - Name ITFTPServer

'----ODatabase 3 Type |Sbit LI

m ghit
1Bbit
3Ebit

ipaddress

Dezeri

time
bool
hardware_address

subencoded

dns_name

)4 I Canecel LI

DS *PTETETE

Specifies a device' s hardware address type.

.|

9.  Click Named Policies-->Global, right click the blank area on the right of the main
page and then select New Option.

DHCP Turbo on |

File Edit View Bindings Tools Help
|lalg * 2B R %50 (g N

e Tz 7 | Hame Teilom

B9 Exclusions
£l E)Faned Folicies New Option... Ctrl+V
Baova 5 Undo s crl+z

1) S oseis
DI erver Jocut Ctrl+X
O copy Cirl+C
B caste Crl+V
[%] Delete Del
select Al Cirl+a
@} Eind... Ctrl+F
B properties..  Crl+P

o | )

Add a new option ta this policy
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10. Scroll down and double click the custom option 128.

4 DHCP Turba on localhost (modified) [=o@] = |

File Edit View Bindings Tools Help

@ g ram

N?

Servers Taz Lyva
- @ 1ocalhest Option Selector [ ]
(PDatsbaze
39K Exclusions Filter [Standard Options =
amed Falicies
[ ¥ane | -1

BT scope

¥ Yindow system font servers

-Ehoption Types
E-@¥Seopes

: ¥ Window systen display menagers
L S DHCFS erver

DHCE address lease time
DHCE renewal time

IHCE rebinding tine
IS+ domain

HIS+ servers

Mobile TF home agent
SHTE servers

POP3 servers

WHTE servers

W sexvers
Finger servers
IHC servers
Streettalk servers i
Streettalk DA servers

User class

SIP Server

Cablelsbs Cliely Confizurstion

=-g=1TT Legacy FacketCable

Deseription

m 4

=

11. Fill the provisioning server address in the input field.
12. Click the OK button to finish setting a custom option.
13. Click & tosave the change.

Edit View Bindings Tools Help

|la 4 ram
Servers Tag
=-[E1ocalhost
(PDatsbase
<81 Exclusions
| Faned Policies
) 6lobal p
Ehption Types TFTPServer
E- S copes
L Y DHCPServer

[tfrp:/7 192, 188, 1. 100/]

[~ Expression B
Build

0K I Cancel | Advancad >>|
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You can add the option 66 via DHCP Turbo. The following shows the detailed processes.

1. Click Named Policies-->Globadl, right click the blank area on the right of the main
page and then select New Option.

£ DHCP Turbo on localhost

') - ] -:-Elg

Eile Edit Miew Bindings Tools Help l
ER R LY IR

i Tz W | Fene Value
- T acalhost Eien TFIFServer YEtp /197, 168, 1. 100/

-39 Exclusions
- By Faned Folicies

) 61obal
Ehoption Types
= PHseopes ¥} Undo Cirl+Z
Y DHCPS erver
@ Redo Ctrl+V
& cut Ctrl+X
B Copy Crl+C
B paste Ctrl+V
B oelete Del
Select All Cirl+A
@ Fnd... Ctrl+F
R Pproperties..  Ctrl+P

]

Add a new option ta this policy

2. Select TFTP Options from the pull-down list of Filter.
3. Scroll down and double click MS option 66.

#4 DHCP Turbo on localhost = 8] = |

File Edit View Bindings Tools Help

@ 4+ mm B % oo GW
Servers Tag | wans | valus

- Wlocalhost 2124 = option Selector [ 9 o]

~(JDatabase
Filter [ TFT? Options |

29MK Exclusions
= [EHamed Policies
®610bal Tag [Fane |
Ehoption Types Server name
@S eopes
L Y DHCPS er ver

1 Boot file

Description &

The host nams of & TFTF server the device should use duging the second stage of
its boot process. Unless you know your device reguires this option, you should use
option —14 (as IF address) or option -20 (as host name) to define the TFTP server.

« ! fosa
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Fill the provisioning server address in the input field.

[ < DHCP Turba on local

Fle Edit View Bindings Tools Help

LA L L IR
S bse T Feame Teilom
&+ Blocalhost =128 TFTPServer tEtp:f/192. 165, 1. 100/
(DDatabase
29MK Exclusions
= B Hamed Policies

@ GLobal
Ehoption Types - ™
O i Pseopes MS option 66 [P
(DHCPSarver

[tftp://192. 186, 1. 100/

[~ Expression

l— Build.
0K I

ol | adwancsd O |

5. Click the OK button to finish setting a custom option.

6. Click & to save the change.

You also can add the option 43. The following shows the detailed processes.

1.

Click Named Policies-->Global, right click the blank area on the right of the main

page and then select New Option.

2. Select the Standard Options from the pull-down list of Filter.
3. Scroll down and double click 43.

| 24 DHCP Turbo on local
File Edit View Bindings Tools Help

LI XX
Servers T 1 | Ham |¥eln

=+[E1ocalhost 4 g8 Option Selector - X [ 2 [
L (Dhatabass €2 — — b
S 29K Exclusions Filter |Standard Options Eal
[ Named Policies
| L ®elebal | e I =l
Fath W0 ging tineout
Doption Types Fath MTU platesu table
- g#5eopes Interface MU
(PDHCPS arver K1 subnets are loeal

Eroadcast address
Ferforn nask discovery
Mask supplier

Perforn router dissovery
Router solicitation address
Static route

Trailer encapsulation

hrp cache timeout

Ethernet encapsulation

TCP default TIL

ICP kespalive interval

TCP keepalive garbage

KIS domain

NIS servers

KET name zervers
=4 FBT datagram distribution servers

Deseription

e 1o

Used by devices and servers to exchange vendor-specific information
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4. Fill the provisioning server address in the input field.

e v |
%% DHCP Turbo on localhost . D — B

Eile Edit View Bindings Tools Help
@ 4 el B xoo §|N
Servers Tag | ¥ams | ¥alue
- Elocalhost =128 TFTEServer g /182 166. 1. 100/
(D Database g8-15 S option 66 +Etp://192. 188, 1. 100/
B9 Exclusions
(= EJFamed Folicies
- 6lobal
Ehoption Types
- PHscopes
s 3
EHOHCPServer Vendor specific info [ 9 e
[ntip: /182 168 1. 100/
[~ Expression N
Build
ox | Coneel | hdvanced 5 |
\
‘ o)

5. Click the OK button to finish setting a custom option.
6. Click & to save the change.

58



Appendix

Customizing a Ringtone Using Cool Edit Pro

If you have installed the Cool Edit application, double click to open it. Otherwise, you
can download the installation package online:

http://www.toggle.com/lv/group/view/kl36218/Cool_Edit_Pro.htm and install it.
To customize a ringtone using Cool Edit Pro:

1. Open the Cool Edit Pro application.
2. Click File to open an audio file.
3. Locate the ringtone file, click Open, the file is uploaded as follows.

A sample audio file loaded is shown as below:

< kiss the rain.mp3 — Cool Edit Pro
ze Favorites Options Window Help

EIEIMIETEY | | EVENEY

Ill!IIIIEH‘ -mm[

Opened in 7.74 seconds L:22d8@ 0:19680 | 44100 716bik ?5tereo [4492MB | 126GB free

4. Select and copy the audio waveform.

5. Select File->New to create a new file, set the channels as Mono, the sample rate as
8000 and the resolution as 16-bit.

6. Paste the audio waveform to the new file.

001 Edit Pro FEX

SEEEEEEEEEE]

nerate jnalyze Favorites

0 0450 0208 0250 050 0400 0450 0 50 1000 1050 1400 1450 132

ARpne meeE 0:00.000

& 3z e e R R E] TR R R TR

-166d8 @ 003012 8000 7164kt PMono | 1704K | 126G free

Openedin 7.74 seconds

7. Select File->Save as to save the new audio file. On the Save waveform page,
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select the file format as A/mu-law wave.

Customizing a Logo File Using PictureExDemo

The original picture format must be *.bmp or *.gif. We recommend placing all files and
the PictureExDemo application to the root directory of the PC.

1. Double click the PictureExDemo.exe.

Deleteal | Comvert || Abou |

2. Click Add button to open a *.bmp or *.gif file.
You can repeat the second step to add multiple original picture files.

3. Click the Convert button.

#= GifConvertGz X

— <

Add Deletedll

CConvert | About

Then you can find the DOB logo files in the adv directory.
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Description of Configuration Parameters in CFG Files

If you want to reset the configuration of a parameter, set the value of the parameter to
be INULL! or %NULL%. For example, local_time.ntp_server1 = %NULL%. After the auto

provisioning process is completed, the NTP server 1 will be reset to “cn.pool.ntp.org”.

et_port.gatew

when the IP address mode is

Permitted L. .
Parameter Descriptions Web Setting Path
Values
It configures the IP address mode.
0-1Pv4
. Network->Basic->
network.ip_ad 1-IPvé
d d 0,1or2 Internet Port->
ress_mode = 2-IPv4&IPvé
- vacdrv Mode (IPv4/IPvé)

The default value is 0.

It takes effect after a reboot.

It configures the Internet (WAN) port

type for IPv4 when the IP address

mode is configured as IPv4 or

IPv4&IPvé.
network.intern 0 1or2 0-DHCP Network->Basic->
et_port.type = 1-PPPoE IPv4 Config

2-Static IP Address

The default value is 0.

It takes effect after a reboot

It configures the IPv4 address when the

IP address mode is configured as IPv4

or IPv4&IPv6, and the Internet (WAN) | Network->Basic->
network.intern P address | Port type for IPv4 is configured as IPv4 Config->Static
et_port.ip = Static IP Address. IP Address->1P

) Address

The default value is blank.

It takes effect after a reboot.

It configures the IPv4 subnet mask

when the IP address mode is
network.intern configured as IPv4 or IPv4&IPvé, and Network->Basic->
et_port.mask IP address | the Internet (WAN) port type for IPv4 is IPv4 Config->Static
— configured as Static IP Address. IP Address->

Subnet Mask

The default value is blank.

It takes effect after a reboot.
network.intern IP address It configures the IPv4 default gateway | Network->Basic->

IPv4 Config->Static
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Permitted L. .
Parameter Descriptions Web Setting Path
Values
ay = configured as IPv4 or IPv4&IPv6, and IP Address->
the Internet (WAN) port type for IPv4 is | Gateway
configured as Static IP Address.
The default value is blank.
It takes effect after a reboot.
It configures the primary IPv4 DNS
server when the IP address mode is
configured as IPv4 or IPv4&IPvé, and Network->Basic->
network.prima IP address | the Internet (WAN) port type for IPv4 is IPv4 Config->Static
ry_dns = configured as Static IP Address. IP Address->
Primary DNS
The default value is blank.
It takes effect after a reboot.
It configures the secondary IPv4 DNS
server when the IP address mode is
configured as IPv4 or IPv4&IPvé, and Network->Basic->
network.secon P address | the Internet (WAN) port type for IPv4 is IPv4 Config->Static
dary_dns = configured as Static IP Address. IP Address->
Secondary DNS
The default value is blank.
It takes effect after a reboot.
It configures the user name for PPPoE Network->Basic->
network.pppo st connection. IPv4 Config->
trin
e.user = S The default value is blank. PPPoE->User
It takes effect after a reboot. Name
It configures the password for PPPoE
. Network->Basic->
network.pppo connection.
String IPv4 Config->
e.password = The default value is blank.
PPPoE->Password
It takes effect after a reboot.
It enables or disables the phone to
obtain the IPvé network settings using
network.ipvé_i the ICMPvé protocol.
. I 1
cmp_vé.enab O0or 0-Disabled
e =
1-Enabled
The default value is 1.
network.ipvé_i i
pvo_ It configures the Internet (WAN) port Network.>Basic.>
nternet_port.ty Oor1

pe =

type for IPvé when the IP address

mode is configured as IPvé or

IPv6 Config
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Parameter

Permitted
Values

Descriptions

Web Setting Path

IPv4&IPvé.

0-DHCP

1-Static IP Address
The default value is 0.

It takes effect after a reboot.

network.ipvé_

Integer from

It configures the IPv6 prefix when the IP
address mode is configured as IPvé or
IPv4&IPvé, and the Internet (WAN) port
type for IPvé is configured as Static IP

Network->Basic->

IPv6 Config->Static

prefix = 0to 128 Address. IP Address->IPvé
Prefix (0~128)
The default value is 64.
It takes effect after a reboot.
It configures the IPvé address when the
IP address mode is configured as IPvé
networkipvé, i or IPv4&IPvé, and the Internet (WAN) | Network->Basic->
nternet_port.i IP address | Port type for IPvé is configured as IPv6 Config->Static
b= Static IP Address. IP Address->IP
Address
The default value is blank.
It takes effect after a reboot.
It configures the IPvé default gateway
when the IP address mode is
network.ipvé_i configured as IPvé or IPv4&IPvé, and Network->Basic->
nternet_port.g IP address | the Internet (WAN) port type for IPvé is IPvé Config->Static
ateway = configured as Static IP Address. IP Address->
Gateway
The default value is blank.
It takes effect after a reboot.
It configures the primary IPvé DNS
server when the IP address mode is
network.ipvé configured as IPvé or IPv4&IPvé, and Network->Basic->
primary_dns IP address | the Internet (WAN) port type for IPvé is IPvé Config->Static
- configured as Static IP Address. IP Address->
) Primary DNS
The default value is blank.
It takes effect after a reboot.
network.ipvé It configures the secondary IPvé DNS Network-> Basic->
secondc;ry d:w P address | S€TVe" when the IP address mode is IPv6 Config->Static

S =

configured as IPv6 or IPv4&IPvé, and
the Internet (WAN) port type for IPvé is

IP Address->
Secondary DNS
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Permitted L. .
Parameter Descriptions Web Setting Path
Values
configured as Static IP Address.
The default value is blank.
It takes effect after a reboot.
network.bridg
e_mode = It defines the PC (LAN) port type.
0-Router
t
(no 0or 1.Brid Network->PC Port
i or -Bridge
applicable to 9 ->PC Port Config
SIPT19P and The default value is 1.
SIPT21P 1P It takes effect after a reboot.
phones)
It enables or disables the PC port.
0-Disabled
network.pc_p o Network->PC Port
Oor1 1-Auto Negotiation
ort.enable = ->PC Port Active
The default value is 1.
It takes effect after a reboot.
network.pc_p
ortip = It configures the IP address of the PC
(ot (LAN) port when the PC (LAN) portis | Network->PC Port
. ->PC Port Config
applicable to IP address | configured as Router. A< Routerop
SIPT19P and The default value is blank. Address
SIP-T20P IP It takes effect after a reboot.
phones)
network.pc_p
ort.mask = It configures the mask of the PC (LAN)
(not port when the PC (LAN) port is Network->PC Port
. ->PC Port Config
applicable to IP address | configured as Router. A< Router
SIPT19P and The default value is blank. >Subnet Mask
SIP-T20P IP It takes effect after a reboot.
phones)
network.pc_p It enables or disables the phone to act
ort.dhcp_serv
as a DHCP server when the PC (LAN) Network->PC Port
er= port is configured as Router. >PC Port Config
(not Oor1 0-Disabled ->As Router
licable t
applicabie fo 1-Enabled ->Enable DHCP

SIPT19P and
SIP-T20P IP

phones)

The default value is 1.

It takes effect after a reboot.

Server
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Permitted L. .
Parameter Descriptions Web Setting Path
Values
network.dhcp.
start_ip =
Network->PC Port
(not It configures the start IP address of the etworie= or
P add DHCP IP segment ->PC Port Config
i address .
applicable to ) ->As Router->Start
SIPT19P and The default value is 10.0.0.10. IP Address
SIP-T20P IP
phones)
network.dhcp.
end_ip =
Network->PC Port
(not It configures the end IP address of the etworke> or
P add DHCP IP segment ->PC Port Config
i address .
applicable to ) ->As Router->End
SIP-T19P and The default value is 10.0.0.100. IP Address
SIPT20P IP
phones)
It configures the transmission mode
and speed of the Internet (WAN) port.
A i
' 0-Auto negotiate Network->
network.intern 1-Full duplex 10Mbps Advanced->Port
et_port.speed 0,1,2,30r4
2-Full duplex 100Mbps Link-> WAN Port
_duplex = .
3-Half duplex 10Mbps Link
4-Half duplex 100Mbps
The default value is 0.
It configures the transmission mode
and speed of the PC (LAN) port.
0-Auto negotiate
network.pc_p 1-Full duplex 10Mbps Network->
ort.speed dup | 0,1,2,30r4 Advanced->Port
2-Full duplex 100Mbps . .
lex = Link->PC Port Link
3-Half duplex 10Mbps
4-Half duplex 100Mbps
The default value is 0.
It enables or disables VLAN of the
| WAN .
- nternet ( ) port Network->
network.vlan.i .
0-Disabled Advanced->VLAN
nternet_port_e Oor1
1-Enabled ->WAN Port->
nable = .
Active

The default value is 0.

It takes effect after a reboot.
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Parameter

Permitted
Values

Descriptions

Web Setting Path

network.vlan.i
nternet_port_v
id=

Integer from
1 to 4094

It configures VLAN ID of the Internet
(WAN) port.

The default value is 1.

It takes effect after a reboot.

Network->
Advanced->VLAN
->WAN Port->VID
(1-4094)

It configures VLAN priority of the Network->
network.vlan.i
Integer from | Internet (WAN) port. Advanced->VLAN
nternet_port_p .
o Oto7 The default value is 0. ->WAN Port->
riority = L.
It takes effect after a reboot. Priority
It enables or disables VLAN of the PC
(LAN) port.
network.vlan. 0-Disabled Network->
pc_port_enabl Oor1 Advanced->VLAN
- B 1-Enabled

e =

The default value is 0.

It takes effect after a reboot.

>PC Port->Active

network.vlan.

Integer from

It configures VLAN ID of the PC (LAN)
port.

Network->
Advanced->VLAN

pc_port_vid = 1 to 4094 The default value is 1. >PC Port->VID
It takes effect after a reboot. (1-4094)
It configures VLAN priority of the PC

network.vlan. Network->

pc_port_priorit

Integer from

(LAN) port.

Advanced->VLAN

Oto7 The default value is 0.
y = >PC Port->Priority
It takes effect after a reboot.
It enables or disables the phone to
obtain VLAN from DHCP.
vl Network->
network.vlan. .
0-Disabled Advanced->VLAN
dhcp_enable Oor1
1-Enabled >DHCP VLAN->
The default value is 1. Active
It takes effect after a reboot.
It configures the DHCP option from
which the phone will obtain the VLAN
Network->

network.vlan.
dhcp_option

Integer from
128 to 254

settings. You can configure at most five
DHCP options and separate options by

commas.
The default value is 132.

It takes effect after a reboot.

Advanced->VLAN
>DHCP VLAN->
Option
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network.dhcp

_host_name =

String

It configures the host name of the

phone.
For SIP-T2xP IP phones:

The default value is SIPT2xP
(X=0,2,6,8).

For SIP-T21P IP phones:
The default value is SIP-T21P
For SIP-T19P IP phones:
The default value is SIPT19P

Features->General
Information->
DHCP Hostname

network.static

_dns_enable

Oor1

It enables or disables the phone to use
the static DNS.

0-Disabled
1-Enabled
The default value is 0.

It takes effect after a reboot.

wui.http_enab

le =

Oor1

It enables or disables the HTTP

protocol for web server access.
0-Disabled

1-Enabled

The default value is 1.

It takes effect after a reboot.

Network->
Advanced->Web
Server->HTTP

wui.https_ena
ble =

Oor1

It enables or disables the HTTPS

protocol for web server access.
0-Disabled

1-Enabled

The default value is 1.

It takes effect after a reboot.

Network->
Advanced->Web
Server->HTTPS

network.port.h

Integer from

It configures the HTTP port for web

server access.

Network->
Advanced->Web

ttp = 1 to 65535 The default value is 80. Server->HTTP Port
It takes effect after a reboot. (1~65535)
It configures the HTTPS port for web Network->

network.port.h

ttps =

Integer from
1 to 65535

server access.
The default value is 443.

It takes effect after a reboot.

Advanced->Web
Server->HTTPS Port
(1~65535)
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network.port.

max_rtpport =

Integer from
1 to 65535

It configures the maximum local RTP

port.
The default value is 11800.

It takes effect after a reboot.

Network->
Advanced->Llocal
RTP Port-> Max RTP
Port (1~65535)

network.port.

min_rtpport =

Integer from
1 to 65535

It configures the minimum local RTP

port.
The default value is 11780.

It takes effect after a reboot.

Network->
Advanced->Llocal
RTP Port->Min RTP
Port (1~65535)

network.qos.rt

ptos =

Integer from
0to 63

It configures the voice QoS.

The default value is 46.

Network->

Advanced->Voice

It takes effect after a reboot. QoS (0~63)
It configures the SIP QoS. Network->
network.qos.si | Integer from )
The default value is 26. Advanced->SIP
gnaltos = 0to 63
It takes effect after a reboot. QoS (0~63)
It configures the 802.1x mode.
0-Disabled
1-EAP-MD5
Network->
network.802_1 2-EAPTLS
J 0,1,2,30r4 Advanced->802.1x
x.mode = - 3
3-PEAP-MSCHAPV2 -~802.1x Mode
4-EAP-TTLS/EAP-MSCHAPv2
The default value is 0.
It takes effect after a reboot.
It configures the user name for 802.1x
network.802 1 authentication. Network->
- String Advanced->802.1x
x.identity = The default value is blank. .
->|dentity
It takes effect after a reboot.
It configures the password for 802.1x
network.802_1 quthentication. Network->
x.md5_passw String ) Advanced->802.1x
The default value is blank.
ord = ->MD5 Password
It takes effect after a reboot.
It configures the access URL of the root
network.802_1 certificate when the 802.1x mode is Network->
x.root_cert_url URL configured as EAP-TLS, Advanced->802.1x

PEAP-MSCHAPV2 or
EAP-TTLS/EAP-MSCHAPV2.

->CA Certificates
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) Network->
network.802_1 It configures the access URL of the
Advanced->802.1x
x.client_cert_u URL client certificate when the 802.1x mode )
->Device
rl = is configured as EAP-TLS. -
Certificates
network.vpn_ It enables or disables VPN feature.
enable = .
0-Disabled Network->
t
(no Oor1 | 1-Enabled Advanced->VPN-
applicable to . .
The default value is 0. >Active
SIP-T19P IP
phones) It takes effect after a reboot.
It enables or disables LLDP feature.
0-Disabled Network->
network.lldp.e
Oor1 1-Enabled Advanced->LLDP-

nable =

The default value is 1.

It takes effect after a reboot.

> Active

network.lldp.p

Integer from

It configures the interval (in seconds)
for the phone to broadcast the LLDP

Network->
Advanced->LLDP-

acket_interval request.
1 to 3600 >Packet Interval
= The default value is 60.
(1~3600s)
It takes effect after a reboot.
It enables or disables SNMP feature.
0-Disabled Network->
network.snmp
Oor1 1-Enabled Advanced->SNMP
.enable = .
The default value is 0. ->Active
It takes effect after a reboot.
It configures the SNMP port.
For SIP-T20P/T22P/T26P/T28P IP phones:
Network->

network.snmp

Integer from

The default value is blank.

Advanced->SNMP

.port = 1 to 65535 X .
P For SIPT19P/T21P IP phones: >Port (1~655535)

The default value is 161.

It takes effect after a reboot.

It configures the IP address(es) of the

trusted SNMP server. Multiple IP Network->
network.snmp

IP address | addresses should be separated by Advanced->SNMP

trust_ip =

spaces.

If it is set to 0.0.0.0, the phone will

->Trusted Address
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receive SNMP requests from any

server.
The default value is blank.

It takes effect after a reboot.

network.span_

to_pc_port =

Oor1

It enables or disables the phone to
span data packets received in the
WAN port to the PC port. If it is
enabled, all packets from WAN port

can be received by PC port.
0-Disabled

1-Enabled

The default value is 0.

It takes effect after a reboot.

Network->
Advanced->Span
to PC->Span to PC
Port

sip.reg_surge_

Integer from

It configures the maximum duration (in

seconds) for account register after

Network->
Advanced->

Registration

startup.
prevention = 0to 60 Random->
The default value is 0. . .
Registration
It takes effect after a reboot. Random (0~60s)
It configures the IP address of the
syslog server when exporting log to Settings->
syslog.server
ysios IP address | the syslog server. Configuration->

The default value is blank.

It takes effect after a reboot.

Server Name

syslog.log_lev

el =

Integer from
Oto 6

It configures the syslog level that how
much the syslog information will be
exported. 0 means nothing and 6

means all.
The default value is 3.

It takes effect after a reboot.

Settings->
Configuration->

System Log Level

auto_provision

.mode =

0,1,4,5 6o0r
7

For SIP-T20P/T22P/T26P/T28P IP phones:

It configures the mode for triggering

the auto provisioning process.
0-Disabled
1-Power on

4-Repeatedly

Settings->Auto

Provision
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5-Weekly

6-Power on + Repeatedly
7-Power on + Weekly

For SIP-T19P/T21P IP phones:

It enables or disables the “Power On”
mode for triggering the auto

provisioning process.
0-Disabled
1-Enabled

The default value is 1.

auto_provision

.pnp_enable

Oor1

It enables or disables Plug and Play
feature. If it is enabled, the phone will
broadcast PnP SUBSCRIBE messages
to obtain a provisioning server
address after startup.

0-Disabled

1-Enabled

The default value is 1.

Settings->Auto
Provision->PNP

Active

auto_provision
.schedule.peri

odic_minute =

(only
applicable to
SIP-T20R,
SIPT22P,
SIPT26P and
SIP-T28P IP

phones)

Integer from
1 to 43200

It configures the interval (in minutes)
for the phone to check the new
configuration repeatedly when the
auto provisioning mode is configured
as Repeatedly or Power on +

Repeatedly.

The default value is 1440.

Settings->Auto
Provision->Interval

(Minutes)

auto_provision
.schedule.time

_from =

(only
applicable to
SIP-T20P,
SIPT22P,
SIP-T26P and
SIP-T28P IP

phones)

Time Format

It configures the begin time of day for
the phone to check the new
configuration weekly when the auto
provisioning mode is configured as

Weekly or Power on + Weekly.

The default value is 00:00.

Settings->Auto

Provision->Time
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auto_provision
.schedule.time

to=

(only
applicable to
SIP-T20P
SIP-T22P
SIP-T26P and
SIP-T28P IP

phones)

Time Format

It configures the end time of day for
the phone to check the new
configuration weekly when the auto
provisioning mode is configured as

Weekly or Power on + Weekly.

The default value is 00:00.

Settings->Auto

Provision->Time

auto_provision

It configures the days of week for the

phone to check the new configuration

schedule.day weekly when the auto provisioning
ofweek = 0,1,2,3,4,5,6 mode is configured as Weekly or
(only ora Power on + Weekly. Settings->Auto
applicable to combination | The default value is 0123456. Provision->Day of
SIPT20p ofthese | Example: Week
SIPT22R digits o -
SIPT26P and auto_provision.schedule.dayofweek =
SIPT28P IP 01 means the phone will check the
phones) new configuration every Sunday and
Monday.
auto_provision
.weekly.enabl It enables or disables the “Weekly”
e = mode for triggering the auto
(only o provisioning process. Settings->Auto
applicable to 0-Disabled provision->Weekly
SIPT19P and 1-Enabled
SIPT21P IP The default value is 0.
phones)

auto_provision

.weekly.mask

(only
applicable to
SIPT19P and
SIPT21P IP

phones)

0,1,2,3,45,6

ora
combination

of these

digits

It configures the days of week for the
phone to check the new configuration

weekly.
Example:

auto_provision.weekly.mask = 01
means the phone will check the new
configuration every Sunday and

Monday.
The default value is 0123456.

Settings->Auto
provision->Day of

week
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auto_provision
.weekly.begin
_time =

(only
applicable to
SIPT19P and
SIPT21P IP

phones)

Time Format

It configures the begin time of the day
for the phone to check the new

configuration weekly.

The default value is 00:00.

Settings->Auto

provision->Time

auto_provision
.weekly.end_ti
me =

(only
applicable to
SIPT19P and
SIPT21P IP

phones)

Time Format

It configures the end time of the day
for the phone to check the new

configuration weekly.

The default value is 00:00.

Settings->Auto

provision->Time

auto_provision
.repeat.enabl

e =

(only
applicable to
SIPT19P and
SIPT21P IP

phones)

Oor1

It enables or disables the
“Repeatedly” mode for triggering the

auto provisioning process.
0-Disabled
1-Enabled

The default value is 0.

Settings->Auto
provision->

Repeatedly

auto_provision

.repeat.minut

es = It configures the interval (in minutes)
Settings->Auto
(only Integer from | for the phone to check the new 'ng v
. . provision->Interval
applicable to 1 to 43200 configuration repeatedly. ]
(minutes)
SIPT19P and The default value is 1440.
SIPT21P IP
phones)
It configures the URL of the auto Settings->Auto
auto_provision N L.
URL provisioning server. Provision->Server
.server.url =
The default value is blank. URL
auto_provision It configures the user name for Settings->Auto
.server.userna String authentication during auto Provision->User
me = provisioning. Name
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The default value is blank.
It configures the password for
auto_provision N . Settings->Auto
authentication during auto
.Server.passw String L Provision->
provisioning.
ord = Password
The default value is blank.
It enables or disables the phone to
obtain the provisioning server address
auto_provision by detecting DHCP options. Settings->Auto
.dhcp_option. Oor1 0-Disabled Provision->DHCP
enable = Active
1-Enabled
The default value is 1.
It configures the value (vendor name
. of the device) of DHCP option 60.
auto_provision .
dhep, option. For SIPT20P/T22P/T26P/T28P IP phones; | Settings->Auto
- String Provision->DHCP

optioné0_valu

e =

The default value is yealink.
For SIPT19P/T21P IP phones:

The default value is Yealink.

Option Value

auto_provision

It configures the custom DHCP option

Settings->Auto

.dhcp_option.| | Integer from -
for provisioning server address. Provision->Custom
ist_user_optio 128 to 254 .
. The default value is blank. Option (128~254)
It configures the AES key (16
characters) for decrypting the
auto_provision Common CEG file. Settings->Auto
.aes_key_16.c String . ) Provision->
The valid characters contain: 0 ~ 9, A
om = Common AES Key
~7Z,a~1z.
The default value is blank.
It configures the AES key (16
characters) for decrypting the Settings->Auto
auto_provision MAC-Oriented CFG file. Provision->
.aes_key_16.m String ) ) )
The valid characters contain: 0 ~ 9, A MAC-Oriented
ac =
~Z, a~z AES Key
The default value is blank.
auto_provision It enables or disables the phone to
.aes_key_in_fil Oor1

e =

request to download

<y0000000000xx_Security>.enc and
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<MAC_Security>.enc files during auto

provisioning.

0-Disabled

1-Enabled

The default value is 0.

It configures the name of the code for
autoprovision. triggering auto provisioning.
x.name = The maximum length of the name is

String
(X ranges 100 characters.
from 1 to 50.) The default value is blank.

It takes effect after a reboot.

It configures the code for triggering

auto provisioning.

The maximum length of the code is 100
autoprovision. characters. Valid characters are digits,
x.code = *

String #and ™.
(X ranges Example:
from 1 to 50.) .

autoprovision.1.code = *99

The default value is blank.

It takes effect after a reboot.
autoprovision. It configures the URL of auto
x.url = provisioning server.

URL .
(X ranges The default value is blank.
from 1 to 50.) It takes effect after a reboot.

It configures the user name for
autoprovision. N .

authentication during auto
x.user = L

String provisioning.
X
(Xranges The default value is blank.
from 1 to 50.)

It takes effect after a reboot.

It configures the password for
autoprovision. N .

authentication during auto
x.password = N

String provisioning.
X
(X ranges The default value is blank.
from 1 to 50.)

It takes effect after a reboot.
autoprovision. | fi he AES ki 1

p String t configures the AES key (16

X.com_aes =

characters) for decrypting the
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(X ranges Common CFG file.
from 1 to 50.) The default value is blank.
It takes effect after a reboot.
It configures the AES key (16
autoprovision. characters) for decrypting the
xmacaes = String | MAC-Oriented CFG file.
(X ranges The default value is blank.
from 1 to 50.)
It takes effect after a reboot.
It enables or disables the phone to
enter into the group listening mode by
features.grou pressing the spearkerphone key when
p_listen_in_tal Oor1 it is in talking using the handset.
king_enable = 0-Disabled
1-Enabled
The default value is 1.
It enables or disables the phone to
filter the value configured for the BLF
features.blf _fil tor key.
ter_valve = 0-Disabled
1-Enabled
The default value is 0.
It enables or disables the phone to
deal with the Version header in the BLF
features.blf lis NOTIFY message sent by the server.
t version = Oort 0-Disabled
1-Enabled
The default value is 0.
It enables or disables the phone to
reserve the pound sign when dialing
out. Features->General
sip.use_23_as Oor1 0-Disabled (convert the pound sign Information->
_pound = into “%23") Reserve # in User
Name
1-Enabled
The default value is 1.
sip.rfc2543_ho 0or It enables or disables the phone to Features->General

Id =

support RFC 2543 hold (c=0.0.0.0).

Information->RFC
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0-Disabled
1-Enabled

The default value is 0.

2543 Hold

sip.use_out_b
ound_in_dialo

g:

Oor1

It enables or disables the phone to
keep sending the SIP messages to the

outbound server in a dialog.
0-Disabled
1-Enabled

The default value is 1.

Features->General
Information->Use
Outbound Proxy In
Dialog

watch_dog.en

able =

Oor1

It enables or disables Watch Dog
feature. If it is enabled, the phone will
reboot automatically when the system

is broken down.
0-Disabled
1-Enabled

The default value is 1.

Settings->
Preference->
Watch Dog

redirect.enabl

e =

Oor1

It enables or disables redirection
feature. If it is enabled, the phone will
be redirected to the pre-assigned
server for provisioning during initial
startup.

0-Disabled

1-Enabled

The default value is 0.

managements

erver.enable

Oor1

It enables or disables TR069 feature.
0-Disabled

1-Enabled
The default value is 0.

It takes effect after a reboot.

Settings->TR069->
Enable TR069

managements
erver.usernam

e =

String

It configures the user name for the

phone to authenticate with the ACS.

It takes effect after a reboot.

Settings->TR069->
ACS Username

managements
erver.passwor
d =

String

It configures the password for the

phone to authenticate with the ACS.

It takes effect after a reboot.

Settings->TR069->
ACS Password
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It configures the access URL of the
managements URL ACS. Settings->TR069->
erver.url = ACS URL
It takes effect after a reboot.
It enables or disables the phone to
managements report its configuration to the ACS.
P 0-Disabled Settings->TR069->
erver.periodic o
) Oor1 Enable Periodic
_inform_enabl 1-Enabled
Inform
e= The default value is 1.
It takes effect after a reboot.
It configures the interval (in seconds)
mqnogeT?ts for the phone to report its configuration | gettings->TR069->
erver.periodic
) P ) Integer to the ACS. Periodic Inform
_inform_interv
| The default value is 60. Interval (seconds)
al =
It takes effect after a reboot.
managements It configures the user name for the
. . Settings->TR069->
erver.connecti phone to authenticate the connection
String Connection
on_request_us requests.
Request Username
ername = It takes effect after a reboot.
managements ) )
. It configures the password for the Settings->TR069->
erver.connecti . ) ) )
String phone to authenticate the connection Connection
on_request_p
requests. Request Password
assword =
It enables or disables the transferee
party’s phone to prompt a missed call
transfer.semi on the LCD screen before displaying Features->Transfer
attend_tran_e Oor1 the caller ID. ->Semi-Attend
nable = 0-Enabled Transfer
1-Disabled
The default value is 1.
It enables or disables the phone to
complete the blind transfer through
transfer.blind_ on-hook. Features->Transfer
tran_on_hook_ Oor1 0-Disabled ->Blind Transfer On
enable = Hook
1-Enabled

The default value is 1.
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It enables or disables the phone to
complete the attended transfer
transfer.on_ho through on-hook. Features->Transfer
ok_trans_ena Oor1 0-Disabled ->Semi Attend
ble = Transfer On Hook
1-Enabled
The default value is 1.
It configures the DSS key behavior
during an active call when user
presses the DSS key and the DSS key is
configured as a transfer or BLF key. Features->Transfer
transfer.dsske 01052 Transfer Mod
,1 or ->Transfer Mode
y_deal_type = 0-New Call .
Via Dsskey
1-Attended Transfer
2-Blind Transfer
The default value is 2.
It enables or disables the phone to
transter.multi_ select the desired transfer call in the
call_trans_ena .
- - Transfer to screen during two calls Features->General
ble = when pressing the transfer soft key or
Dor 1 P 9 Y Information->
or
(not TRAN key. Allow Trans Exist
applicable to 0-Disabled Call
SIPT20 IP
1-Enabled
phones)
The default value is 1.
It enables or disables the phone to
f transfer call to the two parties after a Features->Transfer
transfer.tran_o
) f - o local conference call hangs up. ->Transfer on
thers_after_co or .
- - 0-Disabled Conference Hang
nf_enable =
1-Enabled up
The default value is 0.
It enables or disables the voice activity
detection. Settings->Voice->
voice.vad = Oor1 0-Disbaled Echo Cancellation
1-Enabled ->VAD
The default value is 0.
It enables or disables the comfortable | Settings->Voice->
voice.cng = Oor1 noise generator. Echo Cancellation

0-Disabled

->CNG
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1-Enabled
The default value is 1.
It enables or disables the echo
. canceller. Settings->Voice->
voice.echo_ca Oor1 0-Disabled Echo Cancellation
ncellation =
1-Enabled ->ECHO

The default value is 1.

voice.side_ton

Integer from

It configures the volume of the side

tone.
e= -48t0 0

The default value is -3.

It configures the type of jitter buffer.

. Settings->Voice->

voice.jib.adap 0-Fixed o
. Oor1 JITTER BUFFER->
tive = 1-Adaptive

The default value is 1.

Type

voice.jib.min

Integer from
60 to 300

It configures the minimum delay (in

milliseconds) of jitter buffer.

For SIP-T20P/T22P/T26P/T28P IP phones:

The default value is 60.
For SIPT19P/T21P IP phones:

The default value is 120.

Settings->Voice->
JITTER BUFFER->
Min Delay

voice.jib.max

Integer from
60 to 300

It configures the maximum delay (in

milliseconds) of jitter buffer.

The default value is 300.

Settings->Voice->
JITTER BUFFER->
Max Delay

voice.jib.norm

Integer from

It configures the normal delay (in

milliseconds) of jitter buffer.

For SIP-T20P/T22P/T26P/T28P IP phones:

Settings->Voice->
JITTER BUFFER->

al = 60 to 300 The default value is 120.
Nominal
For SIPT19P/T21P IP phones:
The default value is 180.
Custom,
Australia, It configures the country tone for the
voice.tone.cou Austria, ohone. Settings->Tones->
ntry = Brazil, Select Country
. The default value is Custom.
Belgium,
Ching,
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Czech,
Denmark,
Finland,
France,
Germany,
Great
Britain,
Greece,
Hungary,
Lithuania,
Indiq, ltaly,
Japan,
Mexico,
New
Zealand,

Netherlands,

Norway,
Portugal,
Spain,
Switzerland,
Sweden,
Russia,
United
States,
Chile, Czech
ETSI
It customizes the dial tone when the
"voice.tone.country" is configured as
Custom.
tonelist = element[,element]
[,element]...
Where
voice.tone.dia String element = IF1+F2+F3+F4/Duration Settings->Tones->

F: the frequency of the tone (ranges
from 200 to 7000 Hz). If set to OHz, it
means silence. A tone can be
composited at most four different
frequencies (value format:
F1+F2+F3+F4).

D: the duration (in milliseconds) of the

Dial
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ring tone, ranges from 0 to 30000ms.

You can configure at most eight
different tones for one condition, and
separate tones by commas. (e.g.,
250/200, 0/1000, 200+300/500,
600+700+800+1000/2000).

If you want the phone to play tones
once, add an exclamation mark “1”
before tones (e.g., 1250/200, 0/1000,
200+300/500,

600+700+800+1000/2000).

The default value is blank.

voice.tone.rin

g:

String

It customizes the ring-back tone when
the "voice.tone.country" is configured

as Custom.

The value format is F/D or IF/D. For
more information on the value format,
refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->

Ring Back

voice.tone.bus

y=

String

It customizes the busy tone when the
"voice.tone.country" is configured as
Custom.

The value format is F/D or IF/D. For
more information on the value format,
refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->

Busy

voice.tone.con

gestion =

String

It customizes the tone for network
congestion when the
"voice.tone.country" is configured as

Custom.

The value format is F/D or IF/D. For
more information on the value format,
refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->

Congestion
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voice.tone.call

waiting =

String

It customizes the call waiting tone
when the "voice.tone.country" is

configured as Custom.

The value format is F/D or IF/D. For
more information on the value format,
refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->
Call Waiting

voice.tone.dia

Irecall =

String

It customizes the call back tone when
the "voice.tone.country" is configured

as Custom.

The value format is F/D or IF/D. For
more information on the value format,
refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->

Dial Recall

voice.tone.inf

o=

String

It customizes the info tone when the
"voice.tone.country" is configured as

Custom.

The value format is F/D or IF/D. For
more information on the value format,
refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->

Info

voice.tone.stut

ter =

String

It customizes the stutter tone when the
"voice.tone.country" is configured as

Custom.

The value format is F/D or IF/D. For
more information on the value format,
refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->

Stutter

voice.tone.me
ssage =

(not
applicable to
SIP-T20P IP
phones)

String

It customizes the message tone when
the "voice.tone.country" is configured

as Custom.

The value format is F/D or IF/D. For
more information on the value format,

refer to the parameter

Settings->Tones->

Message
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“voice.tone.dial”.

The default value is blank.

voice.tone.aut

oanswer =

String

It customizes the auto answer tone
when the "voice.tone.country" is

configured as Custom.

The value format is F/D or IF/D. For

more information on the value format,

refer to the parameter

“voice.tone.dial”.

The default value is blank.

Settings->Tones->

Auto Answer

voice.group_s

pk_vol =

Integer from
O0to 15

It configures the receiving volume of

the group listening mode.

The default value is 8.

voice.ring_vol

Integer from
O0to 15

It configures the receiving volume of

ringer.

The default value is 8.

voice.handfre

e.spk_vol =

Integer from
O0to 15

It configures the receiving volume of

speaker.

The default value is 8.

voice.handset

.spk_vol =

Integer from
O0to 15

It configures the receiving volume of

handset.

The default value is 8.

voice.headset

.spk_vol =

Integer from
O0to 15

It configures the receiving volume of

headset.

The default value is 8.

voice.handfre

e.tone_vol =

Integer from
O0to 15

It configures the dial tone volume of

speaker.

The default value is 8.

voice.handset

.tone_vol =

Integer from
O0to 15

It configures the dial tone volume of

handset.

The default value is 8.

voice.headset

.tone_vol =

Integer from
O0to 15

It configures the dial tone volume of

headset.

The default value is 8.
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voice.call_pre

view_mode =

1,20r3

It configures the strategy for ring-back

tone.

1-lgnore: the phone plays the mix of
defined tone and received RTP for
ring-back tone.

2-Force: the phone discards the
received RTP and plays the defined
tone for ring-back tone.

3-Skip: the phone skips the defined
tone and plays received RTP for

ring-back tone.

The default value is 1.

security.trust_c

ertificates =

Oor1

It enables or disables the phone to
only accept the certificates in the

Trusted Certificates list.
0-Disabled
1-Enabled

The default value is 1.

Security->Trusted
Certificates->Only
Accept Trusted

Certificates

security.ca_ce

rt=

0,1or2

It configures the source certificates for
the phone to authenticate for TLS

connection.

0-Default certificates

1-Custom certificates

2-All certificates

The default value is 0.

It takes effect after a reboot.

Security->Trusted
Certificates->CA

Certificates

security.cn_val

idation =

Oor1

It enables or disables the phone to
mandatorily validate the
CommonName or SubjectAltName of
the certificate received from the

connecting server.
0-Disabled

1-Enabled

The default value is 0.

It takes effect after a reboot.

Security->Trusted
Certificates->Com
mon Name

Validation

security.dev_c

Oor1

It configures the device certificates for

the phone to send for TLS

Security->Server

Certificates->Devi
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Values
ert = authentication. ce Certificates
0-Default certificates
1-Custom certificates
The default value is 0.
It takes effect after a reboot.
security.user_n St It configures the user name for web
ring
ame.user = server access.
security.user_n St It configures the administrator name
rin
ame.admin = S for web server access.
security.user_n ) It configures the var name for web
String
ame.var = server access.
It configures the password of the user,
security.user_ sui var and administrator. Security->Passwor
tring
password = The valid value format is d
username:password.
It enables or disables the 3-level
permissions (admin, user, var).
security.var_e 0-Disabled
Oor1
nable = 1-Enabled
The default value is 0.
It takes effect after a reboot.
custom_softke
y_call_failed.u
rlh= It configures the access URL of the file .
Settings->Softkey
(not URL for custom soft key layout on the LCD )
ayout
applicable to screen when Call failed.
SIP-T20P IP
phones)
custom_softke
y_call_in.url =
It configures the access URL of the file i
(not Settings->Softkey
URL for custom soft key layout on the LCD )
li | ayout
applicable to screen when Call in. Y
SIP-T20P IP
phones)
custom_softke URL It configures the access URL of the file | Settings->Softkey

y_connecting.

for custom soft key layout on the LCD

Layout
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Permitted L. .
Parameter Descriptions Web Setting Path
Values
url = screen when Connecting.
(not
applicable to
SIP-T20P IP
phones)
custom_softke
y_dialing.url =
It configures the access URL of the file )
(not Settings->Softkey
URL for custom soft key layout on the LCD
applicable to . Layout
screen when Dialing.
SIP-T20P IP
phones)
custom_softke
y_ring_back.ur
I = It configures the access URL of the file .
Settings->Softkey
(not URL for custom soft key layout on the LCD )
ayout
applicable to screen when Ringback. 4
SIP-T20P IP
phones)
custom_softke
y_talking.url =
It configures the access URL of the file .
(not Settings->Softkey
URL for custom soft key layout on the LCD

applicable to

screen when Talking.

Layout

SIP-T20P IP

phones)

memorykey.x.|

ine = It configures the desired line to apply
(X ranges the key feature.

from 1to 10.)

DSSKey->Memory

Integer from | 1-Line 1
(only 106 | 2-line?2 Key->Memory
applicable to KeyX->Line
SIPT26P and
SIPT28P IP ¢-Line 6
phones)
memorykey.x. It configures the value of the memory
value = key feature. DSSKey->Memory
(X ranges String For example, when set the key feature | Key->Memory

from 1to 10.)

(only

to BLF, it configures the number of the

monitored user.

KeyX->Value
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Parameter Descriptions Web Setting Path
Values
applicable to
SIP-T26P and
SIPT28P IP
phones)
memorykey.x.
pickup_value
(X ranges . .
It configures the pickup code for BLF DSSKey->Memory
from 1to 10.) )
String feature. Key->Memory
I .
(only The default value is blank. KeyX->Extension
applicable to
SIPT26P and
SIP-T28P IP
phones)
It configures the desired feature for
memory key x.
Valid values are:
0-N/A(default for memory key)
1-Conference
2-Forward
3-Transfer
memorykey.x.t 4-Hold
ype = 5-DND
(X ranges 7-Call Return
from 1 to 10.) 8-SMS DSSKey->Memory
Int Key->M
(only nieger 9-Directed Pickup ey->Memory
; KeyX->Type
applicable to 10-Call Park
SIP-T26P and
-DTMF
SIPT28P IP b
phones) 12-Voice Mail
13-Speed Didl
14-Intercom

15-Line(default for line key)
16-BLF

17-URL

18-Group Listening

22-XML Group
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Parameter Permitted Descriptions Web Setting Path
Values
23-Group Pickup
24-Multicast Paging
25-Record
27-XML Browser
34-Hot Desking
35-URL Record
38-LDAP
40-Prefix
41-Zero Touch
42-ACD
45-Local Group
48-Custom Button
50-Keypad Lock
61-Directory
memorykey.x.
xml_phonebo
ok =
It specifies the desired remote
(X ranges phonebook/local group for the DSSKey->Memory
from 11o 10, String memory key x. Key->Memory
(only It only applies to the XML Group/Local | KeyX->Line
applicable to Group features.
SIP-T26P and
SIP-T28P IP
phones)
linekey.x.line
(X ranges It configures the desired line to apply
fom1106) || trom ‘he. key feature. DSSKey->Line
(only 1106 1-Line 1 Key->Line
applicable to KeyX->Line
SIPT26P and 6-Line 6
SIP-T28P IP
phones)
linekey.x.valu It configures the value of the line key DSSKey->Line
°T String feature. Key->Line
(X ranges The default value is blank. KeyX->Value

from 1t0 6.)
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applicable to
SIPT19P IP

phones)

10-Call Park

11-DTMF

12-Voice Mail

13-Speed Didl

14-Intercom

15-Line (default for line key1-6)
16-BLF

17-URL

18-Group Listening

22-XML Group

Permitted o )
Parameter Descriptions Web Setting Path
Values
(only
applicable to
SIP-T26P and
SIP-T28P IP
phones)
linekey.x.picku
p_value =
(X ranges
from 1to é.) It configures the pickup code for BLF DSSKey->Line
(only String feature. Key->Line
applicable to The default value is blank. KeyX->Extension
SIPT26P and
SIP-T28P IP
phones)
It configures the key feature for the line
key x.
Valid values are:
0-N/A
1-Conference
2-Forward
3-Transfer
4-Hold
linekey.x.type
_ 5-DND
7-Call Return
(X ranges DSSK ¥
ey->Line
from 1to 6.) 8-SMS Y
Integer . . Key->Line
(not 9-Directed Pickup
KeyX->Type
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23-Group Pickup
24-Paging
25-Record
27-XML Browser
34-Hot Desking
35-URL Record
38-LDAP
40-Prefix
41-Zero Touch
42-ACD
45-Local Group
48-Custom Button
50-Keypad Lock
61-Directory
linekey.x.xml_
phonebook = It specifies the desired remote
(X ranges phonebook/local group for the line key
from 1 1o 6. <. DSSKey->Line
String Key->Line
(not It only applies to the XML Group/Local KeyX->Line
applicable to Group features.
SIPT19P IP The default value is blank.
phones)

linekey.x.label

X

(X ranges It configures the label displayed on the | DSSKey->Line
from 1 to é.) .

String LCD screen for each line key. Key->Line

(ot The default value is blank. KeyX->Label
applicable to

SIPT19P IP

phones)

It configures the key feature for the

programablek programmable key x.

ey.x.type = Valid values are: DSSkey->
Integer 0-N/A Programmable
X -
(X ranges Key->Type
from 1to 14.) 2-Forward
5-DND
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Permitted
Values

Descriptions

Web Setting Path

7-Call Return
8-SMS

9-Directed Pickup
13-Spead Dial
22-XML Group
23-Group Pickup
27-XML Browser
28-History
30-Menu
31-Switch Account
32-New SMS
33-Status
38-LDAP

40-Prefix

41-Zero Touch
43-Local Directory
45-Local Group
47-XML Directory
50-Keypad Lock

61-Directory

programablek

It configures the desired line to apply

the programmable key feature.

DSSKey->

eyxline = Integer from .
o6 1-Line 1 Programmable
X to
(X ranges Key->Line
from 1 to 14.)
6-Line 6
programablek
DSSKey->
ey.x.valve = It configures the value of the
String Programmable
(X ranges programmable key feature.
Key->Value
from 1 to 14)
programablek
ey.x.xml_phon It specifies the desired remote DSSKey->
ebook = String phonebook/local group for the Programmable
(X ranges programmable key. Key->Line

from 1 to 14.)
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Descriptions
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programablek
ey.x.history_ty
pe =

(X ranges
from 1to 14.)

Integer

It configures the history type of

programmable key.

DSSKey->
Programmable

Key->Line

programablek

ey.x.label =

(X ranges
from 1 to 14.)

String

It configures the label displayed on the
LCD screen for each programmable

key.

DSSKey->
Programmable

Key->Label

expansion_mo
dule.x.key.y.ty
pe =

(X ranges

from 1 to 6.

Y ranges from
1to 39.)

(only
applicable to
SIP-T26P and
SIP-T28P IP

phones)

Integer

It configures the key feature of the

expansion module x key y.

DSSKey->Ext
Key->Type

expansion_mo
dule.x.key.y.lin
e =

(X ranges

from 1 to 6.

Y ranges from
1to 39.)

(only
applicable to
SIP-T26P and
SIP-T28P IP

phones)

Integer

It configures the desired line to apply

the expansion module key feature.

The valid values are the same as those

of “linekey.x.line”.

DSSKey->Ext

Key->Line

expansion_mo
dule.x.key.y.v

alue =

(X ranges

from 1 to 6.

String

It configures the value of the

expansion module key feature.

DSSKey->Ext

Key->Value
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Web Setting Path

Y ranges from
110 39.)

(only
applicable to
SIP-T26P and
SIP-T28P IP

phones)

expansion_mo
dule.x.key.y.pi

ckup_value =

(X ranges

from 1 to 6.

Y ranges from
1to 39.)

(only
applicable to
SIP-T26P and
SIP-T28P IP

phones)

String

It configures the directed call pickup

code.

The default value is blank.

DSSKey->Ext

Key->Extension

expansion_mo
dule.x.key.y.la
bel =

(X ranges

from 1 to 6.

Y ranges from
1to 39.)

(only
applicable to
SIPT26P and
SIP-T28P IP

phones)

String

It configures the label displayed on the
LCD screen of the expansion module

for each key.

DSSKey->Ext
Key->Label

expansion_mo
dule.x.key.y.x
ml_phoneboo
k =

(X ranges

from 1 to 6.

Y ranges from

String

It specifies the desired remote
phonebook/local group for the DSS
key.

It applies to XML Group/Local Group

features.

DSSKey->Ext
Key->Ext
KeyX->Line
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Parameter Descriptions Web Setting Path
Values
110 39.)
(only
applicable to
SIP-T26P and
SIP-T28P IP
phones)
It enables or disables always forward
feature. Features->Forwar
forward.alwa .
Oor1 0-Disabled d &DND->Always
ys.enable =
1-Enabled Forward->On/Off
The default value is 0.
Features->Forwar
forward.alwa It configures the target number the
String d &DND->Always
ys.target = phone forwards all incoming calls to.
Forward->Target
Features->Forwar
forward.alwa Stri It configures the always forward on d &DND->Always
trin
ys.on_code = S code. Forward->On
Code
Features->Forwar
forward.alwa Sui It configures the always forward off d &DND->Always
trin
ys.off_code = S code. Forward->Off
Code
It enables or disables busy forward
‘ ab feature. Features->Forwar
orward.busy. .
Y Oor1 | 0-Disabled d &DND->Busy
enable =
1-Enabled Forward->On/Off
The default value is 0.
It configures the target number the Features->Forwar
forward.busy.t . . .
String phone forwards incoming calls to d &DND->Busy
arget =
o when busy. Forward->Target
Features->Forwar
forward.busy. . . d &DND->Busy
String It configures the busy forward on code.
on_code = Forward->On
Code
Features->Forwar
forward.busy. . .
String It configures the busy forward off code. | d &DND->Busy

off_code =

Forward-> Off
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Parameter Descriptions Web Setting Path
Values
Code
It enables or disables no answer
Features->Forwar
forward.no_a forward feature. DD
. ->No
nswer.enable Oor1 0-Disabled
Answer
= 1-Enabled
naple Forward->On/Off
The default value is 0.
Features->Forwar
forward.no_a It configures the target number the
d &DND->No
nswer.target String phone forwards incoming calls to after
Answer

a period of ring time.

Forward->Target

forward.no_a

nswer.timeout

Integer from

It configures ring times (N) to wait

before forwarding incoming calls.

Incoming calls are forwarded when

Features->Forwar
d &DND->No

Answer

0to 20
= not answered after N*6 seconds. Forward-> After
The default value is 2. Ring Time (0~120s)
Features->Forwar
forward.no_a d &DND->No
- It configures the no answer forward on
nswer.on_cod String Answer
code.
e= Forward->On
Code
Features->Forwar
forward.no_a d &DND->No
) It configures the no answer forward off
nswer.off_cod String Answer
code.
e= Forward->Off
Code
It enables or disables the phone to
forward incoming calls to the
forward.intern international number. Features->General
ational.enable Oor1 0-Disabled Information->Fwd
= International
1-Enabled
The default value is 1.
It enables or disables the phone to
automatically change the status of the | paqtures->ACD->
acd.auto_avai Oor1 ACD agent to available. ACD Auto
lable =
0-Disabled Available
1-Enabled
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The default value is 0.

acd.auto_avai

lable_timer =

Integer from
0to 120

It configures the interval (in seconds)
to automatically change the status of

the ACD agent to available.

The default value is 60.

Features->ACD->
ACD Auto
Available Timer
(0~120s)

action_url.setu

p_completed

URL

It configures the action URL the phone

sends after startup.

The value format is: http(s)://IP address
of server/help.xml? variable

name=variable value.
Valid variable values are:

° $mac

e S$ip

e  $model

e  S$firmware

e  Sactive_url

e  S$active_user

e  S$active_host

o  Slocal

e  S$remote

e  $display_local

e  $display_remote

e  S$callid
Example:

action_url. setup_completed =
http://192.168.0.20/help.xml?IP=$ip

Features->Action
URL->Setup
Completed

action_url.log_

on =

URL

It configures the action URL the phone

sends after account register.
Example:

action_url.log_on =
http://192.168.0.20/help.xml?IP=$ip

Features->Action

URL->Registered

action_url.log_

off =

URL

It configures the action URL the phone

sends after account unregister.
Example:

action_url.log_off =

Features->Action

URL->Unregistered
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Parameter Descriptions Web Setting Path
Values
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends after register failed. Features->Action
action_url.regi .
] URL Example: URL->Register
ster_failed = .
action_url.register_failed = Failed
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when off hook.
action_url.off_ Features->Action
URL Example:
hook = URL->Off Hook
action_url.off_hook =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when on hook.
action_url.on_ Features->Action
URL Example:
hook = URL->On Hook
action_url.on_hook =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when receiving an incoming
. . Il Features->Action
action_url.inco call.
URL URL->Incoming
ming_call = Example:

Call
action_url.incoming_call =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when placing a call. Features->Action

action_url.out
. URL Example: URL->QOutgoing
going_call =
action_url.outgoing_call = Call
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
action url.call sends when establishing a call.
- Features->Action
_established URL Example:
URL->Established
= action_url.call_established =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
action_url.call L Features->Action
URL sends when terminating a call.

_terminated =

Example:

URL->Terminated
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Parameter Descriptions Web Setting Path
Values
action_url.call_terminated =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when DND feature is enabled.
action_url.dnd Features->Action
URL Example:
_on= URL->Open DND
action_url.dnd_on =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when DND feature is disabled.
action_url.dnd Features->Action
URL Example:
_off = URL->Close DND
action_url.dnd_off =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when always forward feature is
Features->Action
action_url.alw enabled.
URL URL->Open
ays_fwd_on = Example:

Always Forward
action_url.always_fwd_on =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when always forward feature is

. Features->Action
action_url.alw disabled.
URL URL->Close
ays_fwd_off = Example:

Always Forward
action_url.always_fwd_off =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when busy forward feature is

Features->Action

action_url.bus enabled.
URL URL->Open Busy
y_fwd_on = Example:

Forward
action_url.busy_fwd_on =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when busy forward feature is

- Features->Action
action_url.bus disabled.
URL URL->Close Busy

y_fwd_off =

Example:

action_url.busy_fwd_off =
http://192.168.0.20/help.xml?IP=$ip

Forward
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It configures the action URL the phone
sends when no answer forward

action_url.no_ feature is enabled. Features->Action

answer_fwd_o URL URL->Open No
Example:

n= Answer Forward
action_url.no_answer_fwd_on =
http://192.168.0.20/help.xmI?IP=$ip
It configures the action URL the phone
sends when no answer forward

action_url.no_ feature is disabled. Features->Action

answer_fwd_o URL URL->Close No
Example:

ff = Answer Forward
action_url.no_answer_fwd_off =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when performing a transfer.

action_url.tran Features->Action

- URL Example:

sfer_call = URL->Transfer Call
action_url.transfer_call =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when performing a blind

action_url.blin transfer. Features->Action

d_transfer_call URL URL->Blind

- - Example:

= Transfer
action_url.blind_transfer_call =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when performing an attended

action_url.atte or a semi-attended transfer. Features->Action

nded_transfer URL URL->Attended
Example:

_call = Transfer
action_url.attended_transfer_call =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when placing a call on hold.

action_url.hol Features->Action

- URL Example:

d= URL->Hold
action_url.hold =
http://192.168.0.20/help.xml?IP=$ip

action_url.unh URL It configures the action URL the phone | Features->Action

old =

sends when resuming a held call.

URL->UnHold
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Example:
action_url.unhold =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when muting a call.
action_url.mut Features->Action
URL Example:
e= URL->Mute
action_url.mute =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when un-muting a call.
action_url.unm Features->Action
URL Example:
ute = URL->UnMute
action_url.unmute =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when missing a call.
action_url.miss Features->Action
URL Example:
ed_call = URL->Missed Call
action_url.missed_call =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when changing the state of the
action_url.bus URL phone from busy to idle. Features->Action
y_to_idle = Example: URL->Busy To Idle
action_url.busy_to_idle =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when changing the state of the
action_url.idle URL phone from idle to busy. Features->Action
_to_busy = Example: URL->Idle To Busy
action_url.idle_to_busy =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when changing the IP address
action_url.ip_c URL of the phone. Features->Action

hange =

Example:

action_url.ip_change =
http://192.168.0.20/help.xml?IP=$ip

URL->IP Changed
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It configures the action URL the phone
sends when forwarding an incoming

action_url.for call Features->Action

ward_incomin URL URL->Forward
Example:

g_call = Incoming Call
action_url.forward_incoming_call =
http://192.168.0.20/help.xmI?IP=$ip
It configures the action URL the phone

action_url.reje sends when rejecting an incoming call. | Fegtyres->Action

ct_incoming_c URL Example: URL->Reject

all = action_url.reject_incoming_call = Incoming Call
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when answering a new

action_url.ans incoming call. Features->Action

wer_new_inco URL URL->Answer
Example:

ming_call = New-In Call
action_url.answer_new_incoming_call
= http://192.168.0.20/help.xmI?IP=$ip
It configures the action URL the phone
sends when completing to transfer a

action_url.tran call Features->Action

sfer_finished URL URL->Transfer

- Example:

- Finished
action_url.transfer_finished =
http://192.168.0.20/help.xml?IP=$ip
It configures the action URL the phone
sends when failing to transfer a call. Features->Action

action_url.tran

URL Example: URL->Transfer

sfer_failed = .
action_url. transfer_failed = Failed
http://192.168.0.20/help.xml?IP=$ip

English, It configures the language of the web
Chinese_S user interface.
German,
Chinese_S is only applicable to
French, Settings->Preferen
lang.wui = ) SIPT19P and SIP-T21P IP phones.
Italian, ce->Language
Spanish, French, Portuguese and Spanish are
Turkish or not applicable to SIPT19P and SIP-T21P
Portuguese IP phones.
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English,
Chinese_S,
Chinese T, It configures the language of the
German, phone user interface.
) French, Chinese_S and Chinese_T are only
lang.gui = . .
Turkish, applicable to SIP-T19P and SIP-T21P IP
Italian, phones.
Polish, The default value is English.
Spanish or
Portuguese
local_time.tim sui It configures the time zone. Settings->Time &
tring .
e_zone = The default value is +8. Date->Time Zone
local time.tim It configures the time zone name.
- . Settings->Time &
€_zone_name String The default time zone name is .
Date->Time Zone
= China(Beijing).
IP address | It configures the IP address or domain | Settings->Time &
local_time.ntp
- or domain name of the NTP server 1. Date-> Primqry
_serverl =
name The default value is cn.pool.ntp.org. Server
IP address | It configures the IP address or domain | Settings->Time &
local_time.ntp .
or domain | name of the NTP server 2. Date->Secondary
_server? =
name Server

The default value is cn.pool.ntp.org.

local_time.inte

Integer from

It configures the update interval (in

seconds) when using the NTP server.

Settings->Time &

Date->Synchronis

rval = 15 to 86400

The default value is 1000. m (1~86400s)

It enables or disables daylight saving

time (DST) feature.

. Settings->Time &
local_time.su 0-Disabled °
0,1or2 Date-> Daylight
mmer_time = 1-Enabled
Saving Time

2-Automatic

The default value is 2.

It configures the way DST works when

DST feature is enabled.
local_time.dst 0or 0-DST By Date Settings->Time &

_time_type =

1-DST By Week

The default value is 0.

Date->Fixed Type
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It configures the start time of the DST. | For DST By Date:
Value formats are: Settings->Time &
e  Month/Day/Hour (for By Date) Date->Start Date
e  Month/ Day of Week/ Day of For DST By Week:
local_time.star Week Last in Month/ Hour of Day | Settings->Time &
_ Ti
t_time = 'me (for By Week) Date->DST Start
For DST By Date: Month/DST Start
Day of Week/DST
The default value is blank.
Start Day of Week
For DST By Week: Last in Month/ Start
The default value is 1/1/0. Hour of Day
It configures the end time of the DST. For DST By Date:
Value formats are: Settings->Time &
e Month/Day/Hour (for By Date) Date-> End Date
e  Month/ Day of Week/ Day of For DST By Week:
local_time.en Week Last in Month/ Hour of Day | Settings ->Time &
_ Ti
d_time = ime (for By Week) Date->DST Stop
For DST By Date: Month/DST Stop
Day of Week/DST
The default value is blank.
Stop Day of Week
For DST By Week: Last in Month/Stop
The default value is 12/31/23. Hour of Day
local_time.ma
nual time en It configures the phone to obtain time
able = from NTP server or manual settings. Settings ->Time &
(applicable to Oor1 0-NTP Date->Manual
SIPT19P and 1-Manual Time
SIPT21P P The default value is 0.
phones)

local_time.offs

Integer from

It configures the offset time (in

Settings->Time &

minutes). Date->Offset
et_time = -300 to 300 )

The default value is blank. (minutes)

It configures the time format.

Settings->Time &
local_time.tim 0-12 Hour 9
Oor1 Date->Time

e_format = 1-24 Hour

The default value is 1.

Format
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It configures the date formait.
For SIPT19P/SIP-T21P/T22P/T26P/T28P IP
phones:
0-WWW MMM DD
1-DD-MMM-YY
2-YYYY-MM-DD
3-DD/MM/YYYY
4-MM/DD/YY
0,1,2,3 4,5 | 5-DD MMM YYYY
oré(for | g Www DD MMM
local_time.dat S/';:);P;i;: For SIPT20P IP phones: zit::i;;zme &
e_format = 28P) 0or7-MM DD YY Format
0,7 80r9 8-DD MM YY
9-YY MM DD

(for SIPT20P)

The default value is 0.

“WWW?" represents the abbreviation of
the week, “DD"” represents a two-digit
day, “MMM"” represents the first three
letters of the month, “YYYY” represents
a four-digit year, and “YY” represents
a two-digit year which is not displayed
on the LCD screen of SIP-T20P IP

phones.

local_time.dhc

It enables or disables the phone to
update time with the offset time

obtained from the DHCP server.

It is only available to the time zone 0.

Settings->Time &

Oor1
p_time = Date->DHCP Time
0-Disabled

1-Enabled

The default value is 0.

It enables or disables the phone to
hotdesking.st provide input field of register name on
artup_register the hot desking login wizard during

B Oor1
_name_enabl startup.
e= 0-Disabled
1-Enabled
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The default value is 1.

It enables or disables the phone to

provide input field of user name on the
hotdesking.st hot desking login wizard during
artup_userna Oor1 startup.
me_enable = 0-Disabled

1-Enabled

The default value is 1.

It enables or disables the phone to

provide input field of password on the
hotdesking.st hot desking login wizard during
artup_passwo Oor1 startup.
rd_enable = 0-Disabled

1-Enabled

The default value is 1.

It enables or disables the phone to

provide input field of SIP server on the
hotdesking.st hot desking login wizard during
artup_sip_serv Oor1 startup.
er_enable = 0-Disabled

1-Enabled

The default value is 1.

It enables or disables the phone to

provide input field of outbound server
hotdesking.st on the hot desking login wizard during
artup_outboun Oor1 startup.
d_enable = 0-Disabled

1-Enabled

The default value is 0.

It enables or disables the phone to

provide input field of register name on
hotdesking.ds the hot desking login wizard when
skey_register_ Oor 1 pressing the Hot Desking key.

name_enable

0-Disabled
1-Enabled

The default value is 1.
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It enables or disables the phone to

provide input field of user name on the
hotdesking.ds hot desking login wizard when
skey_usernam Oor1 pressing the Hot Desking key.
e_enable = 0-Disabled

1-Enabled

The default value is 1.

It enables or disables the phone to

provide input field of password on the
hotdesking.ds hot desking login wizard when
skey_passwor Oor1 pressing the Hot Desking key.
d_enable = 0-Disabled

1-Enabled

The default value is 1.

It enables or disables the phone to

provide input field of SIP server on the
hotdesking.ds hot desking login wizard when
skey_sip_serv Oor1 pressing the Hot Desking key.
er_enable = 0-Disabled

1-Enabled

The default value is 1.

It enables or disables the phone to

provide input field of outbound server
hotdesking.ds on the hot desking login wizard when
skey_outboun Oor1 pressing the Hot Desking key.
d_enable = 0-Disabled

1-Enabled

The default value is 0.

It configures the internal ringer text for
dlistinctive_rin distinctive ringtone.
g_tones.alert_i
nfo.x text = String Example: Settings->Ring->

distinctive_ring_tones.alert_info.1.text Internal Ringer Text
(X ranges

from 1to 10.)

= Family

The default value is blank.

distinctive_rin

g_tones.alert_i

Integer from
1to5

It configures the desired ring tones for

each text.

Settings->Ring

->Internal Ringer
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nfo.x.ringer = The value ranges from 1 to 5, the digit | File
(X ranges stands for the appropriate ringtone.
from 1to 10.)
It enables or disables the phone to
automatically redial the called number
when the called party is temporarily Features->General
auto_redial.en ;
- Oor1 unavailable. Information->Auto

able =

0-Disabled
1-Enabled

The default value is 0.

Redial

auto_redial.int

erval =

Integer from
1 to 300

It configures the interval (in seconds)

for the phone to wait before redial.

The default value is 10.

Features->General
Information->Auto
Redial Interval
(1~300s)

auto_redial.ti

Integer from

It configures the auto redial times

when the called party is temporarily

Features->General

Information->Auto

mes = 1 to 300 unavailable. Redial Times

The default value is 10. (1~300)

It enables or disables zero touch for

the phone to perform provisioning

; Settings->Auto
zero_touch.en 0or during startup. Provi g 7
able = or 0-Disabled rovision->Zero
Active
1-Enabled

The default value is 0.

zero_touch.wa

Integer from

It configures the duration time (in
seconds) of the phone displaying the

zero-sp-touch configuration interface

Settings->Auto

Provision->Wait

it_time = 0to 100
when powered on. Time (0~100s)
The default value is 5.
It configures the URL of the push XML Features->Remote
push_xml.serv
URL server. Control->Push XML
er =
The default value is blank. Server IP Address
It enables or disables the phone to
Feat ->R t
push_xml.bloc block displaying the push XML eatures emote
- Oor1 Control->Block

k_in_calling =

interface when in calling status.

0-Disabled

XML In Calling
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1-Enabled
The default value is 0.
It enables or disables the phone to use
the push XML via SIP NOTIFY message.
push_xml.sip_ 0or 0-Disabled Features->Remote
notify = Control->SIP Notify
1-Enabled
The default value is 0.
It configures the IP address of server
from which the phone receives the
action URI requests.
Multiple IP addresses are separated
features.actio Features->Remote
IP address | PY commas.
n_uri_limit_ip Control->Action
or any If it is set to any, the phone will receive
= . URI allow [P List
action URI requests from any server.
If it is left blank, the phone will not
receive action URI requests.
The default value is blank.
Settings->Dial
dialplan.area It configures the area code. etlings->Lia
Number Plan->Area
_code.code = The default value is blank.
Code->Code

dialplan.area

_code.min_len

Integer from
1to 15

It configures the minimum length of the

number prefixed with the area code.

The default value is 1.

Settings->Dial
Plan->Area
Code->Min Length
(1-15)

dialplan.area

It configures the maximum length of
the number prefixed with the area

code.

Settings->Dial

Integer from Plan->Area
_code.max_le
1t0 15 The value must be larger than the Code->Max
n=
minimum length. Length (1-15)
The default value is 15.
dialplan.area It configures lines applying the area
_code.line_id code. Settings->Dial
= Integer Multiple line IDs are separated by Plan->Area

(X ranges

from 110 6.)

commas.

The default value is blank.

Code->Account
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dialplan.block
Settings->Dial
_out.number.X ) ) eHings->Lid
It configures the block out string. Plan->Block
= String
X The default value is blank. Out->BlockOut
(X ranges NumberX
from 1to 10.)
dialplan.block It configures lines applying the block
_out.line_id.X out rule. Settings->Diall
= Integer Multiple line IDs are separated by Plan->Block
(X ranges commas. Out->Account
from 110 10.) The default value is blank.
dialnow.item.x It configures the dial-now rule.
= ) Valid format is: Settings->Dial
String )
(X ranges dialnow.item.x = Dial-now rule, Line ID | Plan->Dial-now
from 1to 100.) The default value is blank.
It configures the replace rule.
dialplan.item. Valid format is:
« Settings->Dial
= dialplan.item.x =
String \alpran.tiem.x Plan->Replace
(X ranges Enabled/Disabled,Prefix,Replaced,Line Rule
from 1 to 100.) ID
The default value is blank.
remote_phone
book.data.x.u
rl = It configures the access URL of the
(X ranges remote phone book. Directory->Remote
from 1to 5.) URL The maximum length of the value is Phone Book->
(not 511 characters. Remote URL
applicable to The default value is blank.
SIP-T20P IP
phones)
remote_phone
book.data.x.
ook.datax.n It configures the display name of the
ame = .
remote phone book item. Directory->Remote
X
(X ranges String The maximum length of the value is 99 | Phone Book->
from 1to0 5.) .
characters. Display Name
(not

applicable to
SIPT20P IP

The default value is blank.
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Idap.name_filt
er= It configures the criteria for searching
(not the contact name attributes.
St Example: Directory->LDAP->
i trin .
applicable to 9 LDAP Name Filter
SIP-T19P and Idap.name_filter = (| (cn=%)(sn=%))
SIPT20P IP The default value is blank.
phones)
Idap.number _f It configures the criteria for searching
ilter = the contact number attributes.
Example:
(not . Directory->LDAP->
i trin i =
applicable to 9 Idap.number _filter LDAP Number Filter
SIPT19P and (| (telephoneNumber="%)(mobile=%)(i
SIP-T20P IP pPhone=5%))
phones) The default value is blank.
Idap.host = It configures the IP address or domain
name of the LDAP server.
(not IP address
applicable to ‘ For TSIP-T22P/T26P/T28P IP phones: Directory->LDAP->
or domain
SIP-T19P and The default value is blank. Server Address
name
SIP-T20P IP For SIPT21P IP phones:
phones) The default value is 0.0.0.0.
Idap.port =
(not It configures the port of the LDAP
i | f Di ->LDAP-
applicable to nteger from server. irectory-> >
SIPT19P and 1 to 65535 Port
The default value is 389.
SIP-T20P IP
phones)
Idap.base = It configures the LDAP search base
(not which corresponds to the location of
applicable to i the LDAP phonebook. Directory->LDAP->
trin
SIPT19P and d Example: Base
SIP-T20P IP Idap.base = dc=yealink,dc=cn
phones) The default value is blank.
Idap.user = . .
. It configures the user name for Directory->LDAP->
(not String

applicable to

accessing the LDAP server.

Username
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SIPT19P and The default value is blank.
SIP-T20P IP
phones)
Idap.passwor
d =
(not It configures the password for
. . Directory->LDAP->

applicable to String accessing the LDAP server.

SIP-T19P and
SIP-T20P IP

phones)

The default value is blank.

Password

Idap.max_hits

(not

Integer from

It configures the maximum of the

search results returned by the LDAP

Directory->LDAP->

i Max. Hit
applicable to 1 to 32000 server to be displayed. ox. s
SIPT19P and (1~32000)

The default value is 50.
SIP-T20P IP
phones)
It configures the name attributes of
Idap.name_at each record to be returned by the
tr= LDAP server.
(not Multiple attributes are separated by Directory->LDAR->
applicable to String spaces. LDAP Name
SIPT19P and Attributes
Example:
SIP-T20P IP
phones) Idap.name_attr =sn cn
The default value is blank.
It configures the number attributes of
Idap.numb_at each record to be returned by the
tr= LDAP server.
(not Multiple attributes are separated by Directory->LDAP->
applicable to String spaces. LDAP Number
SIPT19P and Attributes
Example:
SIP-T20P IP o
phones) Idap.numb_attr = Mobile ipPhone
The default value is blank.
Idap.displa It configures the display name of the
P-aIspIaY- S ] Py Directory->LDAP->
name = contact record displayed on the LCD .
String . LDAP Display
screen. The value of this parameter
(not N
ame

applicable to

must start with “%"” symbol.
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SIP-T19P and Example:
SIPT20P IP Idap.display_name =%cn
h
phones) The default value is blank.
Idap.version
(not It configures the LDAP version. Directory->LDAP->
applicable to 2o0r3 )
The default value is 3. Protocol
SIPT19P and
SIP-T20P IP
phones)
Idap.call_in_lo It enables or disables the phone to
okup = perform an LDAP search when
(not receiving an incoming call. Directory->LDAP->
applicable to Oort 0-Disabled LDAP Lookup For
SIPT19P and Incoming Call
1-Enabled
SIP-T20P IP
phones) The default value is 0.
Idap.Idap_sort It enables or disables the phone to sort
= the search results in alphabetical order
(not or numerical order. Directory->LDAP->
applicable to Oort 0-Disabled LDAP Sorting
SIPT19P and Results
1-Enabled
SIP-T20P IP
phones) The default value is 0.

features.ldap.i

It configures the input mode for the

LDAP search screen.

nput_type =

0-2aB
(not

Integer from 1123
licable t )

applicable to 0to 3
SIP-T19P and 2-abc
SIP-T20P IP 3.ABC
phones) The default value is 1.

It configures the return code when

DND mode is activated.

Features->General

features.dnd_r | 404, 480 or 404-No Found Information->
efuse_code = 486 480-Temporarily not available Return Code When

486-Busy here

The default value is 480.

DND
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It configures the return code when
. refusing a call. Features->General
eatures.norm
404, 480 or | 404-No Found Information->
al_refuse_cod
486 480-Temporarily not available Return Code When
e =
486-Busy here Refuse
The default value is 486.
It enables or disables call completion
features.call_c feature. Features->General
ompletion_en Oor1 0-Disabled Information->Call
able = 1-Enabled Completion
The default value is 0.
It configures the call forward mode.
Features->Forwar
features.fwd 0-Phone
- Oor1 d&DND->Forward-
mode = 1-Custom
>Mode
The default value is 0.
It configures the DND mode.
Features->Forwar
features.dnd 0-Phone
d B Oor1 d&DND->DND->
mode = 1-Cust
ustom Mode
The default value is 0.
Features->Forwar
features.dnd.o It configures the DND on code when
String d&DND->DND->
n_code = the DND mode is configured as Phone.
DND On Code
. Features->Forwar
features.dnd.o It configures the DND off code when
String d&DND->DND->
ff_code = the DND mode is configured as Phone.
DND Off Code
It enables or disables the phone to
receive incoming calls from authorized
features.dnd.e numbers when DND feature is Features->Forwar
mergency_en Oor1 enabled. d&DND->DND
able = 0-Disabled Emergency
1-Enabled
The default value is 0.
features.dnd.e It configures the numbers the phone Features->Forwar
mergency_aut Number will receive incoming calls from when d&DND->DND
horized_numb DND feature is enabled. Authorized
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er = Multiple numbers are separated by Numbers
commas.
The default value is blank.
It enables or disables forward
features.fwd_ diversion feature. Features->General
diversion_ena Oor1 0- Disabled Information->Diver
ble = 1-Enabled sion/History-Info
The default value is 1.
It enables or disables call waiting
I waiti feature. Features->General
call_waiting.e .
- Oor1 0-Disabled Information->Call
nable = .
1-Enabled Waiting
The default value is 1.
It enables or disables the phone to
| N play the call waiting tone. Features->Audio-
call_waiting.to .
-Waring Oor1 | 0-Disabled > Call Waiting
ne =
1-Enabled Tone
The default value is 1.
. . Features->General
call_waiting.o It configures the call waiting on code.
_d String Information->Call
n_code = The default value is blank. -
Waiting On Code
. . Features->General
call_waiting.of It configures the call waiting off code.
/ _d String Information->Call
_code = The default value is blank. .
Waiting Off Code
It enables or disables the phone to
automatically answer an incoming
; Features->Interco
features.interc 0or intercom call. A
or m ->Accept
om.allow = 0-Disabled P
Intercom
1-Enabled
The default value is 1.
It enables or disables the phone to
mute the speaker when answering an
features.interc 0or intercom call. Features->Interco
om.mute = . m ->Intercom Mute
0-Disabled
1-Enabled
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The default value is 0.
It enables or disables the phone to
play a warning tone when answering
features.interc an intercom call. Features->Interco
Oor1 .
om.tone = 0-Disabled m ->Intercom Tone
1-Enabled
The default value is 1.
It enables or disables the phone to
f . barge in an intercom call. Features->Interco
eatures.interc .
Oor1 0-Disabled m ->Intercom
om.barge =
1-Enabled Barge
The default value is 1.
features.remot It enables or disables the phone to
e_phonebook.
e perform a remote phone book search Directory->Remote
enable = when receiving an incoming call. Phone Book->
t Oor1 .
(no 0-Disabled Search Remote
licable t
applicable fo 1-Enabled Phonebook Name
SIP-T20P IP
phones) The default value is 0.

features.remot
e_phonebook.
flash_time =
(not
applicable to
SIP-T20P IP

phones)

Integer from
120 to
2592000 (for
SIPT22P/T26P
/T28P)

Integer from
3600 to
2592000 (for
SIPT19P/T21P

)

It configures the interval (in seconds)
for the phone to update the data of the
remote phone book from the remote

phone book server.

The default value is 21600.

Directory->Remote
Phone Book->
Search Flash Time
(Seconds)

features.hotlin

e_number =

Number

It configures the hotline number.

The default value is blank.

Features->General
Information->

Hotline Number

features.hotlin

e_delay =

Integer from
O0to 10

It configures the delay time (in
seconds) for the phone to dial out the

hotline number automatically.

The default value of delay time is 4.

Features->General
Information->
Hotline Delay
(0~10s)
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It enables or disables the phone to
suppress the display of DTMF digits. Features->General
features.dtmf. .
hig Oor1 0-Disabled Information->Supp
ide =
1-Enabled ress DTMF Display
The default value is 0.
It enables or disables the IP phone to
features.dtmf. display the DTMF digits for a short
hide_delay = period before displaying as asterisks. Features->General
(not o when the “features.dtmf.hide” is set to Information->Supp
or
applicable to 1 (Enabled). ress DTMF Display
SIPT20 IP 0-Disabled Delay
phones) 1-Enabled
The default value is 0.
It configures the repetition times for Features->General
features.dtmf.r .
- 1,20r3 sending the DTMF packets. Information->DTM
epetition = .
The default value is 3. F Repetition
It enables or disables the phone to
send DTMF sequences for transfer
f o function when pressing the transfer Features->General
eatures.dtmf.r
| Oor1 soft key or the TRAN key. Information->DTM
eplace_tran = .
place- 0-Disabled F Replace Tran
1-Enabled
The default value is 0.
It configures DTMF sequences for
. Features->General
features.dtmf.t transfer key function to be sent. It can
String Information->Tran

ransfer =

be consisted of 0-9, A-D, * and #.

The default value is blank.

Send DTMF

features.hold_

Integer from

It configures the delay time (in

milliseconds) before transferring a call.

trans_delay = 0to 60
The default value is 0.
It enables or disables headset prior
f head feature. Features->General
eatures.hea .
. Oor1 0-Disabled Information->
set_prior = .
1-Enabled Headset Prior

The default value is 0.
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It enables or disables dual headset
feature. Features->General
features.head .
. Oor1 0-Disabled Information->Dual-
set_training =
1-Enabled Headset
The default value is 0.
It enables or disables the phone to
features.play_ play a local DTMF tone. Features->General
local_dtmf_ton Oor1 0-Disabled Information->Play
e_enable= 1-Enabled Local DTMF Tone
The default value is 1.
It enables or disables the server to
features.auto release the BLA line automatically.
release_bla_li Oor1 0-Disabled
ne = 1-Enabled
The default value is 0.
. L . Features->General
It configures the duration time (in
feat .b Inf tion->B
eatures-busy_ 0,30r5 seconds) for the busy tone. nformation->Busy
tone_delay = Tone Delay
The default value is 0.
(Seconds)
It enables or disables the phone to
send double pound keys by pressing
the pound key twice when the pound Features->General
features.send Oor1 key is configured as a send key. Information->Send
d_key =
—pound_xey 0-Disabled Pound Key
1-Enabled
The default value is 0.
It configures the "#" or "*" key as a send
key.
. Features->General
features.poun 0-Disabled
0,1or2 Information->Key
d_key.mode = 1-# key
As Send
2-* key
The default value is 1.
It enables or disables the phone to .
features.send . Features->Audio-
Oor1 play key tone when pressing the send

_key_tone =

key.

> Send Sound
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0-Disabled
1-Enabled
The default value is 1.
It enables or disables the phone to
play key tone when pressing any key.
features.key _t 0or 0-Disabled Features->Audio-
one = > Key Tone
1-Enabled
The default value is 1.
It enables or disables the phone to
play a warning tone when there is a
features.play_ call on hold. Features->General
hold_tone.ena Oor1 0-Disabled Information->Play
ble = Hold Tone
1-Enabled

The default value is 1.

features.play_

hold_tone.del

Integer from

It configures the interval (in seconds)

for playing a hold warning tone.

Features->General

Information->Play

110 60
ay = The default value is 30. Hold Tone Delay
It enables or disables the phone to
perform reboot during a call when
receiving an action URI request about
features.actio reboot. Features->General
n_uri_reboot_ Oor1 0-Disabled Information->
now = Reboot In Talking
1-Enbaled
The default value is 0.
It takes effect after a reboot.
It configures the phone to continue to
play the dial tone after inputting the
preset numbers in the dialing
interface.
Example:
features.redial Features->Audio-
Integer features.redial_tone = 125

_tone =

The phone will continue to play the dial
tone after inputting “125" in the dialing

interface.

If you leave it blank, the phone will not

play the dial tone after inputting

>Redial Tone
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numbers in the dialing interface.
It enables or disables the phone with
active accounts to play tones in the
dialing interface differently from the
features.partiti Oor1 phone with no active accounts.
on_tone = 0-Disabled
1-Enbaled
The default value is 0.
It enables or disables password dial
features.pass feature for the phone. Features->General
word_dial.ena Oor1 0-Disabled Information->PswD
ble = 1-Enabled ial
The default value is 0.
features.pass ) . Features->General
. It configures the prefix numbers .
word_dial.pref String . . Information->
) displayed before the encrypted digits. )
ix = PswPrefix
It configures the length of digits to be
features.pass . Features->General
hidden.
word_dial.len Integer Information->
gth = Thehidden digits are displayed as Pswlength
asterisks on the LCD screen.
It enables or disables the phone to
display Save Call Log option on the
features.histor web user interface.
y_save_displa Oor1 0-Disabled
y =
1-Enabled
The default value is 1.
It enables or disables the phone to
save the call history. Features->General
features.save_ . .
. Oor1 0-Disabled Information->Save
call_history =
1-Enabled Call Log
The default value is 1.
It enables or disables the phone to turn
off the power indicator LED when it is Features->General
features.powe idl .
Oor1 idle. Information->Clos

r_led_on =

0-Disabled
1-Enabled

e Power Light
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The default value is 1.

It enables or disables the phone to

perform a blind transfer by pressing
features.dsske Do the predefined transfer DSS key.

or .

y_blind_tran = 0-Disabled

1-Enabled

The default value is 1.

features.relog

_offtime =

Integer from
1 to 1000

It configures the web access timeout

(in minutes).

The default value is 5.

features.direct
_ip_call_enabl

e =

Oor1

It enables or disables the phone to

make an IP call directly.
0-Disabled
1-Enabled

The default value is 1.

Features->General
Information->Allo
w IP Call

features.allow

_mute =

Oor1

It enables or disables the phone to

during an active call.
0-Disabled
1-Enabled

The default value is 1.

Features->General
Information->Allo

w Mute

features.ringer
_device.is_use

_headset =

0,1or2

It configures the ringer device for the

phone in the headset mode.
0-Use Speaker

1-Use Headset

2-Use Headset & Speaker

The default value is 0.

Features->Audio-
> Ringer Device for

Headset

features.factor
y_pwd_enabl

e =

Oor1

It enables or disables the phone to
prompt for the administrator password
when you long press the OK key to

perform factory reset.
0-Disabled
1-Enabled

The default value is 0.

features.picku

p.group_picku

Oor1

It enables or disables the phone to

display the GPickup soft key when the

Features->Call

Pickup->Group
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p_enable = phone is in the pre-dialing screen. Call Pickup
(not 0-Disabled
applicable to 1-Enabled
SIPT20 1P The default value is 0.
phones)
features.picku ) ) Features->Call
) ) It configures the group call pickup )
p.group_picku String q Pickup->Group
code.
p_code = Call Pickup Code
features.picku It enables or disables the phone to
p-direct_picku display the DPickup soft key when the
p_enable = phone is in the pre-dialing screen. Features->Call
(not Oor1 0-Disabled Pickup->Directed
applicable to Call Pickup
1-Enabled
SIPT20 IP
phones) The default value is 0.
features.picku ) ) . Features->Call
. . . It configures the directed call pickup . .
p.direct_picku String Pickup->Directed
code.
p_code = Call Pickup Code
features.picku It enables or disables the phone to
p.blf visual_e display a visual alert when the
nable = monitored user receives an incoming Fegtures->Call
(not Oor1 call. Pickup->Visual
applicable to 0-Disabled Alert for BLF Pickup
SIPT20 IP 1-Enabled
phones) The default value is 0.
It enables or disables the phone to
play an audio alert when the
features.picku monitored user receives an incoming Features->Call
p.blf_audio_e Oor 1 call. Pickup->Audio
nable = 0-Disabled Alert for BLF Pickup
1-Enabled
The default value is 0.
features.blf It enables or disables the phone to turn
nd_callpark_i off the BLF key LED when the Features->General
dle_led_enabl Oor1 monitored user is idle. Information->LED

e =

(not

0-Disabled
1-Enabled

Off in Idle
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applicable to For SIP-T20P/T22P/T26P/T28P IP phones:
SIPT19 1P The default value is 0.
h

phones) For SIPT21P IP phones:

The default value is 1.

It enables or disables the phone to

play the warning tone when receiving
features.voice a voice mail.
_mail_tone_en Oor1 0-Disabled
able =

1-Enabled

The default value is 1.

Features->General
multicast.code It configures the codec of multicast
String . Information->

c= aging.

Paging Multicast Codec

It enables or disables the phone to

handle the incoming multicast paging

; ; ; Directory->
multicast.recei calls when there is a multicast paging ot 3:
ulticas

ve_priority.en Oor1 call on the phone.

IP->Paging Priority

able = 0-Disabled
Active
1-Enabled
The default value is 1.
multicast.recei . o . Directory->
L .| Integer from | It configures the priority of multicast .
ve_priority.pri . Multicast
) Oto 10 paging calls. .
ority = IP->Paging Barge
It configures the listening multicast IP
Iti t.list
mutticast.iisten address and port number for the
ddress.x.i i .
_address.x.ip_ phone. Directory->
address = String Multicast IP->
Example:
(X ranges Listening Address
multicast.listen_address.1.ip_address
from 1to 10.)
= 224.5.6.20:10008
multicast.listen
_address.x.la It configures the label displayed on the )
Directory->
bel = String LCD screen when receiving the ]
. ) Multicast IP->Label
(X ranges multicast paging.
from 1 to 10)
phone_setting Dor It enables or disables T predictive
- or

.search_when

text in the dialing screen.
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_dialing_enab 0-Disabled
le = 1-Enabled
The default value is 0.
It enables or disables the phone to
automatically dial out the entered
hone_settin fqits i dialing i
P -~ 9 digits in the pre-dialing interface. Settings->Preferen
.predial_auto Oort . . .
i 0-Disabled ce->Live Dialpad
dial =
1-Enabled

The default value is 0.

phone_setting

Integer from

It configures the time (in seconds) for

the phone to automatically dial out the

Settings->

.inter_digit_tim 1o 14 entered digits without pressing send Preference->Inter
to
e = key. Digit Time (1~14s)
The default value is 4.
phone_setting
Jock = It configures the keypad lock type.
(only 0-Disabled
applicable to 1-Menu Key Features->Phone
SIPT20P 0,1,20r3 Lock->Keypad
2-Function Key
SIPT22PR, Lock Type
SIPT26P and S-AllKeys
SIPT28P IP The default value is 0.
phones)
phone_setting
-phone_lock_e It enables or disables keypad lock
nable =
feature. Features->Phone
(only :
Oor1 0-Disabled Lock->Keypad
applicable to
PP 1-Enabled Lock Type
SIPT19P and
SIPT21P IP The default value is 0.
phones)
phone_setting
.phone_lock.lo It configures the keypad lock type.
ck_key_type = 1-Menu Key Features->Phone
| 1,20r3 Lock->Keypad
(only 2-Function Key
applicable to Lock Type
-All K
SIPT19P and 3-All Keys
SIPT21P IP
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phones)

. Features->Phone
phone_setting It configures the password for

. Lock->Phone
.phone_lock.u Integer unlocking the keypad.

nlock_pin =

The default value is 123.

Unlock PIN (0~15
Digit)

phone_setting

.phone_lock.lo

Integer from

It configures the interval (in seconds)

to automatically lock the keypad.

The default value is 0 (the keypad is

Features->Phone

Lock->Phone Lock

ok time out = 0 to 3600 locked only by long pressing the Time Out
I pound key or pressing the keypad lock | (0~3600s)
key)
It configures the ringtone for the
Ring1.wav,
) phone.
phone_setting | RingZ.wav, Example: Settings->Preferen
sring_type= | .l ce->Ring Type
phone_setting.ring_type = Ring1.wav
Ring5.wav

The default value is Ring1.wav.

phone_setting

.contrast =
(only It configures the contrast of the LCD
applicable to Integer from Settings->Preferen
screen.
SIPT19P 1to 10 ce->Contrast
The default value is 6.
SIPT21P and
SIP-T28P IP
phones)
It configures the logo mode of the LCD
screen.
For SIP-T19P/T21P/T22P/T26P IP phones:
0-Disabled
phone_setting 1-System logo Features->General
Jcd_logo.mod 0,10r2 2-Custom logo Information->Use

e =

The default value is 0.
For SIP-T20P IP phones:
0-Disabled

1-Enabled

The default value is 0.

Logo
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For SIP-T28P IP phones:
1-System logo
2-Custom logo
The default value is 1.
phone_setting
Jcd_logo.text .
It configures a text logo.
= Features->General
. The maximum length of the value is 15 .
(only String Information->Text
characters.
applicable to . . Logo
SIPT20P IP The default value is Yealink.
phones)

phone_setting

.active_backli
ght_level = It configures the level of the active Settings->Preferen
Integer from Lo . .
(only o3 backlight intensity. ce->Backlight Idle
o
applicable to The default value is 2. Intensity
SIP-T28P IP
phones)
It configures the backlight time (in
h tti
phone_setting seconds).
.backlight_tim
0-Always off
e =
1-Always on .
(not 0.1 15 30 Settings->Preferen
i CT T 1 1B-15s ce->Backlight Time
applicable to 60 or 120 9
SIPT19P 30-30s (seconds)
SIPT21P and 60-60s
SIP-T20P IP 120-120s
phones)
The default value is 30.
phone_setting Ring1.wav
It configures the ringtone when the
ring_for_tranf | ...l
phone fails to transfer a call.
ailed = Ring5.wav
It enables or disables the phone to
provide the logon wizard during
phone_setting startup. Features->General
Jlogon_wizard Oor1 0-Disabled Information->
= Logon Wizard
1-Enabled

The default value is 0.
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It enables or disables the phone to
deal with the 180 SIP message
phone._setting received after the 183 SIP message. Features->General
- Oor1 Inf tion->180
s deal180 = or 0-Disabled nformation->
- Ring Workaround
1-Enabled

The default value is 1.

phone_setting

.dialnow_dela

Integer from

It configures the delay time (in

seconds) for the dial-now rule.

Features->General

Information->Time-

1to 14 Out For Dial-Now
y= The default value is 1.
Rule
phone_setting
custom softke It enables or disables customizing the
y_enable = softkey layout. Settings->Softkey
(not Oor1 0-Disabled Layout->Custom
applicable to 1-Enabled Softkey
SIPTZ0P IP The default value is 0.
phones)
It configures headset mode
precedence during a call.
0-Always use (pressing the
h .
phone_setting Speakerphone key and picking up the
headsetkey_ Oort handset are not effective when the
d =
moae headset mode is activated.)
1-Use as normal
The default value is 1.
It configures emergency numbers.
phone_setting )
Phone Multiple emergency numbers are Features->Phone
.emergency.n
number separated by commas. Lock->Emergency
umber =
The default value is 112,911,110.
It configures the phone whether to end
phone_setting the call when the network is
-end_call_net_ Oor1 unavailable.
disconnect.en
0-End the call
able =
1-Do not end the call
phone_setting It configures the display message on
.show_code40 String the LCD screen when receiving a 403

3=

message.
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If leaving the field blank, the phone
will display the value sent from the
server when receiving the 403
message.
The default value is blank.
custom_mac_ URL It configures the access URL of the
cfg.url = customized MAC-Oriented CFG file.
It enables or disables recent call in
super_search. dialing feature. If it is enabled, you can
recent_call = . .
view the placed calls list when the Directory->
t . P
(no ' 0or1 phone is in the pre-dialing screen. Setting->Recent
applicable to 0-Disabled Call In Dialing
SIP-T20P IP
1-Enabled
phones)
The default value is 0.
directory_setti
ng.url =
(not URL It configures the access URL of the Directory->
applicable to customized directory list file. Setting->Directory
SIP-T20P IP
phones)
super_search.
url = . Directory->
It configures the access URL of the .
(not . o Setting->Search
URL customized search source list in dialing )
applicable to il Source List In
ile.
SIP-T20P IP Dialing
phones)
It configures the access URL of
firmware.url = URL
firmware file.
It configures the access URL of the
ringtone.url = URL
customized ringtone file.
ringtone.delet It deletes all customized ringtone files.
URL
e= The valid value is: http://localhost/all
It configures the access URL of the
gui_lang.url = URL .
language file.
gui_lang.delet URL It deletes all customized language

e =

files.
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The valid value is: http://localhost/all
lcd_logo.url =
(not .
It configures the access URL of logo
applicable to URL )
file.
SIP-T20P IP
phones)
lcd_logo.delet
e =
It deletes all customized logo files.
(not URL
applicable to The valid value is: http://localhost/all
SIP-T20P IP
phones)
trusted_certific URL It configures the access URL of the
ates.url = trusted certificate file.
It deletes all uploaded trusted
trusted_certific s .
- URL certificate files.
ates.delete =
The valid value is: http://localhost/all
server_certific URL It configures the access URL of the
ates.url = server certificate file.
It deletes the uploaded server
server_certific e .
- URL certificate file.
ates.delete =
The valid value is: http://localhost/all
local_contact. URL It configures the access URL of the
data.url = local contact file.
It configures the access URL of the DST
auto_dst.url = URL
Time file.
dialplan_dialn URL It configures the access URL of the
ow.url = dial-now rule file.
dialplan_repl URL It configures the access URL of the
ace_rule.url = replace rule file.
custom_factor
) ) It configures the access URL of the
y_configuratio URL . . L
| customized factory configuration file.
n.url =
configuration. URL It configures the access URL for
url = downloading the customized factory
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configuration file.
It configures the access URL of the call
call_list.url = URL history list file.
It takes effect after a reboot.
It configures the access URL of the
openvpn.url = URL )
openVPN * tar file.
custom_mac_ URL It configures the access URL of the
cfg.url = custom MAC-Oriented CFG file.
It configures the access URL of the file,
web item lev which defines 3-level access
- B URL
el.url = permissions for web user interface.
It takes effect after a reboot.
It enables or disables the phone to
account.x.init carry the authentication header in the
register_auth_ first REGISTER message when
enable = 0or1 registering an account.
(X ranges 0-Disabled
from 110 6.) 1-Enabled
The default value is 0.
It enables or disables the phone to
account.x.out_ handle NOTIFY messages out of the
dialog_blf_en BLF session.
able = Oor1
or 0-Disabled
(X ranges
1-Enabled
from 1to 6.)
The default value is 0.
account.x.ena It enables or disables the account x.
ble = Dor 0-Disabled Account->Register
or
(X ranges 1-Enabled ->Line Active
from 1to 6.) The default value is 0.
account.x.lab ) )
It configures the label displayed on the
el = Account->Register
String LCD screen for account x.
(X ranges . ->Label
The default value is blank.
from 1to 6.)
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account.x.disp . )
It configures the display name for
lay_name = Account->Register
String account Xx.
(X ranges ->Display Name
The default value is blank.
from 1to 6.)
account.x.aut . .
It configures the user name for register
h_name = " Account->Register
String authentication for account x.
(X ranges ->Register Name
The default value is blank.
from 1to 6.)
account.x.user ) )
It configures the register user name for
_hame = Account->Register
String account X.
(X ranges ->User Name
The default value is blank.
from 1to 6.)
account.x.pas . .
It configures the password for register
sword = o Account->Register
String authentication for account x.
(X ranges ->Password
The default value is blank.
from 1to 6.)
It configures the transport type for
account x.
account.x.tran
0-UDP
sport = Account->Register
Integer 1-TCP . °
- t
(X ranges 2TLS >Transpor
from 1to 6.)
3-DNS-NAPTR
The default value is 0.
It specifies the method used by the
phone to reconnect the primary server
when encountering a failover, if the SIP
. server is configured with a domain
account.x.fail
back_mode = name for account x.
(X ranges 0,1,20r3 | g-newRequests
from 1to 6.) 1-DNSTTL
2-Registration
3-duration
The default value is 0.
It specifies whether the phone needs
account.x.rere
. to re-register the account when
gister_enable Oor1

encountering an INVITE failover, if the

SIP server is configured with a domain

131



Yealink IP Phones Auto provisioning Guide

Permitted L. .
Parameter Descriptions Web Setting Path
Values

(X ranges name for account x.
from 1to 6.) 0- Not need to re-register

1-Need to re-register

The default value is 0.

It configures the way of SRV query
account.x.nap when there is no result from the NAPTR
tr_build = query.

Oor1 .

(X ranges 0-SRV query using UDP only
from 1to 6.) 1-SRV query using TCP or TLS.

The default value is 0.
account.x.fall It configures the registration mode for
back.redunda the phone.
ncy_type = Oor1 0-Concurrent registration
(X ranges 1-Successive registration
from 1to 6.) The default value is 0.

It configures the time interval (in

seconds) for the phone to detect
account.x.fall . .

whether the working server is
back.timeout . . . .

10~ available by sending the registration
2147483647 | request.

X
(X ranges It is only applicable to successive
from 110 6.) . .

registration mode.

The default value is 120.
account.x.sip_
servery.addre It configures the IP address or domain
ss = IP address | nhame of server y for account x. Account->Register
(X ranges or domain Example: ->SIP Server Y->
from1to 6. Y name Server Host

ranges from 1
to 2.)

account.1.sip_server.1.address =
10.2.1.128

account.x.sip_

server.y.port =

(X ranges
from1to 6. Y
ranges from 1
to 2.)

Integer from
0 to 65535

It configures the port of server y for

account Xx.

The default value is 5060.

Account->Register
->SIP Server Y->

Port
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account.x.sip_
servery.expire
s =

(X ranges
from1to 6. Y
ranges from 1
to 2.)

Integer from
30 to
2147483647

It configures the registration expiration
time (in seconds) to SIP server y for

account x.

The default value is 3600.

Account->Register
->SIP Server Y->

Server Expires

account.x.sip_

It configures the times for the phone to

server.y.retry_ )

retransmit the request when the SIP Account->Register

counts =

Integer from | servery is unavailable or there is no ->SIP Server Y
(Xranges 0to 20 respond from the SIP server y for ->Server Retry
from1to 6. Y account x. Counts
ranges from 1 .

The default value is 3.
to 2.)

It specifies the method used by the

phone to reconnect the primary server
account.x.sip_ when encountering a failure, if the SIP
server.y.failba server y is configured with a domain
ck_mode = name for account x.

(X ranges 0,1,20r3 | g-newRequests
from1t0 6. Y 1-DNSTTL
ranges from 1 . .

2-Registration
to 2.)

3-duration

The default value is 0.

It configures the time (in seconds) for
account.x.sip_ the phone to retry to use the primary
server.y.failba server after failing over to the current
ck_timeout = Integer 0, working server when the
(X ranges from 60 to “account.x.sip_server.y.failback_mode
from 110 6.Y 65535 " is set to 3 (duration).
ranges from 1 If you set the parameter between 1
to 2.) and 59, the timeout will be 60 seconds.

The default value is 3600.
account.x.sip_ It enables or disables the phone to
server.y.regist send registration request to a
er_on_enable Oor1 secondary server when encountering

(X ranges

a failover.

0-Disabled
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from1to 6. Y 1-Enabled
ranges from 1 The default value is 0.
to 2.)
It configures whether preferentially to
use the DNS cache for domain name
account.x.stati resolution of the SIP server.
c_cache_pri = .
Oor1 0-Use Domain name server
(Xranges preferentially
from 1to é.) )
1-Use DNS cache preferentially
The default value is 1.
It specifies the content that the DNS
cache record.
x.d
account.x.dns 0-Do not use DNS cache.
_cache_type
1-Use DNS cache, but do not record
= 0,1or2
the additional record.
(X ranges
2-Use DNS cache and record the
from 1to 6.)
additional record.
The default value is 1.
account.x.dns
_cache_a.y.na It configures the domain name of A
me = String record y in the DNS cache for account
(X ranges X.
from 110 6.)
account.x.dns
_cache_a.y.ip It configures the IP address that the
= IP address | domain name of A record y maps to in

(X ranges

from 110 6.)

the DNS cache for account x.

account.x.dns

_cache_a.y.ttl

Integer from

It specifies the time interval that A

record y may be cached before the

= 300 to record should be consulted again for
(X ranges 2147483647 | accountXx.
from 1to é.) The default value is 300.
account.x.dns
. It configures the domain name of SRV

_cache_srv.y.n Domain

record y in the DNS cache for account
ame = name

X.
(X ranges
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from 1to 6.)

account.x.dns
_cache_srv.y.p

ort =

(X ranges

from 1to 6.)

Integer from
0 to 65535

It identifies the port to be used in SRV

record y for account x.

account.x.dns

_cache_srv.y.p

Integer from

It specifies the priority for the specific

host entry in SRV record y for account

riority =

0 to 65535 x. Lower priority is more preferred.
(X ranges

The default value is 0.
from 1to 6.)
account.x.dns
_cache_srv.y.t
Domain It specifies the actual host for an A
arget =
name query for account x.

(X ranges
from 1to 6.)

account.x.dns
_cache_srv.y.
weight =

(X ranges

from 110 6.)

Integer from
0 to 65535

It specifies the weight of SRV record y

for account x.

When priorities are equal, weight is

used to differentiate the preference.
Higher weight is more preferred.

The default value is 0.

account.x.dns

_cache_srv.y.it

Integer from

It specifies the time interval that SRV

record y may be cached before the

| = 300 to record should be consulted again for

(X ranges 2147483647 account x.

from 110 6.) The default value is 300.

account.x.dns

_cache_naptr. . It specifies the domain name to which

Domain
y.name = NAPTR record y refers in the DNS
name

(X ranges cache for account x.

from 1t0 6.)

account.x.dns It specifies the flag of NAPTR record y
cache_naptr. in the DNS cache for account x. (Only

- - S,A, UorP e

y.flags = supports “S")

(X ranges S-Do an SRV lookup next.
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Permitted
Values

Descriptions

Web Setting Path

from 1to 6.)

A-Do an A lookup next.
U-No need to do a DNS query next.

P-Service customized by the user

account.x.dns
_cache_naptr.

y.order =

(X ranges

from 1to 6.)

Integer from
0 to 65535

It specifies the preferential treatment
for NAPTR record y for account x.

Lower order is more preferred.

The default value is 0.

account.x.dns

_cache_naptr.

It specifies the preference of NAPTR

record y with equal order value for

pref
y-preterence Integer from account x.
= 0 to 65535
Lower preference is more preferred.
(X ranges
The default value is 0.
from 1to 6.)
account.x.dns
_cache_naptr. . It specifies a DNS name to be used for
Domain
y.replace = the next SRV query in NAPTR record y
name
(X ranges for account x.
from 1to 6.)
account.x.dns
_cache_naptr.
. It specifies the service available for SIP
y.service = String
in NAPTR record y for account x.
(X ranges

from 110 6.)

account.x.dns

_cache_naptr.

Integer from

It specifies the time interval that NAPTR

record y may be cached before the

y.itl = 300 to record should be consulted again for
(X ranges 2147483647 | accountx.
from 110 6.) The default value is 300.

It enables or disables the phone to
QCCOUNT.X.SIV refresh the DNS-SRV query record at
ttl timer enab the regular time.
Ie_= i Oor1 0-Disabled
(X ranges 1-Enabled

from 1t0 6.)

The default value is 1.

It takes effect after a reboot.
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Parameter Descriptions Web Setting Path
Values
It specifies the way of the DNS-SRV
query.
account.x.dns 0-DNS-SRV query using UDP, TCP or TLS
_srv_type = 1-DNS-SRV query using UDP only
0,1,20r3 .
(X ranges 2-DNS-SRV query using TCP only
from 1to0 6.) 3-DNS-SRV query using TLS only
The default value is 0.
It takes effect after a reboot.
It enables or disables the phone to use
account.x.out the outbound proxy server for account Account->Register
bound_proxy_ N
. ->Enable
enable = Oor1 .
0-Disabled Outbound Proxy
(X ranges
1-Enabled Server
from 1to 6.)
The default value is 0.
account.x.out It configures the IP address or domain
IP add A t->Regist
bound_host = aadress name of the outbound proxy server for ceoun egister
or domain ->Outbound Proxy
(X ranges account x.
name Server
from 1to 6.) The default value is blank.

account.x.out

It configures the port of the outbound

Account->Register

bound_port = | |nteger from
proxy server for account x. ->Qutbound Proxy
(X ranges 0 to 65535
The default value is 5060. Server->Port
from 1to 6.)
voice_mail.nu
It configures the voice mail number for | Account->
mber.x =
String account Xx. Advanced->Voice
(X ranges . .
The default value is blank. Mail
from 110 6.)
account.x.pro .
. It configures the proxy server for
Xy_require = Account->Basic->
String account X.
(X ranges Proxy Require
The default value is blank.
from 1to 6.)
It enables or disables the phone to
account.x.sip only accept the message from the
trust ctrl = trusted server for account x.
- Oor1 .
(X ranges 0-Disabled
from 1t0 6.) 1-Enabled

The default value is 0.
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Parameter Descriptions Web Setting Path
Values
It enables or disables anonymous call
account.x.ano feature for account x.
nymous_call = . Account->Basic->
Oor1 0-Disabled
(X ranges Send Anonymous
1-Enabled
from 1to 6.)
The default value is 0.
It enables or disables the phone to
account.x.sen send anonymous code to
d_anonymous activate/deactivate the server-side
_code = Oor1 anonymous call feature for account x. | Account->Basic->
. Anonymous Code
(X ranges 0-Disabled
from 1to 6.) 1-Enabled
The default value is 0.
It configures the code for activating the
account.x.ano .
server-side anonymous call feature for
nymous_call_o Account->Basic->
account x when the
ncode = String " " Anonymous Call->
account.x.anonymous_call_oncode
. On Code
(X ranges is set to 1 (Enabled).
from 1to 6.) .
The default value is blank.
It configures the code for deactivating
account.x.ano .
the server-side anonymous call feature
nymous_call_o Account->Basic->
for account x when the
ffcode = String p . | Anonymous Call->
account.x.anonymous_call_oncode
. Off Code
(X ranges is set to 1 (Enabled).
from 1to 6.) .
The default value is blank.
account.x.reje It enables or disables anonymous call
ct_anonymous rejection feature for account x. Account->Basic->
_call = Oor1 0-Disabled Anonymous Call
(X ranges 1-Enabled Rejection
from 110 6.) The default value is 0.
account.x.ano ) o
. It configures the code for activating Account->Basic->
nymous_reject L
anonymous call rejection feature for Anonymous Call
_oncode = String
account X. Rejection->0On
(X ranges
The default value is blank. Code
from 1to 6.)
) L Account->Basic->
account.x.ano . It configures the code for deactivating
String Anonymous Call

nymous_reject

anonymous call rejection feature for

Rejection->Off
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Parameter Val Descriptions Web Setting Path
alues
_offcode = account X. Code
ranges e detfault value is blank.
(X The default value is blank
from 1to 6.)
It enables or disables DND feature for
account.x.dnd account x when the DND mode is
enable = configured as Custom. Features->Forwar
Oor1 . d& DND->DND
(X ranges or 0-Disabled
->DND Status
from 1to 6.) 1-Enabled
The default value is 0.
account.x.dnd
on code = It configures the DND on code for Features->Forwar
T String account x when the DND mode is d& DND->DND On
X
(X ranges configured as Custom. Code
from 1to 6.)
account.x.dnd
off code = It configures the DND off code for Features->Forwar
T String account x when the DND mode is d& DND->DND Off
X
(X ranges configured as Custom. Code
from 1to 6.)
It enables or disables always forward
account.x.alw feature for account x when the call
ays_fwd.enab forward mode is configured as Features->Forwar
le = oor1 | Custom. d& DND->Always
(X ranges 0-Disabled Forward->On/Off
from 110 6.) 1-Enabled
The default value is 0.
account.x.alw
It configures the target number the
ays_fwd.targe Features->Forwar
phone forwards all incoming calls to
t= String d& DND->Always
for account x when the call forward . e
X orward-> larget
(X ranges mode is configured as Custom. °
from 1to 6.)
It enables or disables busy forward
account.x.bus feature for account x when the call
y_fwd.enable forward mode is configured as Features->Forwar
= Oor 1 Custom. d& DND->Busy
(X ranges 0-Disabled Forward->On/Off
from 1to é.) 1-Enabled

The default value is 0.
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Values
account.x.bus It configures the target number the
y_fwd.target phone forwards incoming calls to Features->Forwar
= String when busy for account x when the call | d& DND->Busy
(X ranges forward mode is configured as Forward->Target
from 1to 6.) Custom.
It enables or disables no answer
account.x.time forward feature for account x when the
out fwd.enabl call forward mode is configured as Features->Forwar
oo 0or Custom. d& DND->No
A F d->
(X ranges 0-Disabled nswer Forwar
On/Oft
from 1to 6.) 1-Enabled
The default value is 0.
account.x.time It configures the target number the
Features->Forwar
out_fwd.target phone forwards incoming calls to after
d& DND->No
= String a period of ring time for account x

(X ranges

from 1to 6.)

when the call forward mode is

configured as Custom.

Answer Forward->

Target

account.x.time

out_fwd.timeo

Integer from

It configures ring times (N) to wait
before forwarding incoming calls for

account x when the call forward mode

Features->Forwar
d& DND->No

ut = is configured as Custom. Answer Forward->
0to 20 ) ) )
(X ranges Incoming calls are forwarded when After Ring Time
from 110 6.) not answered after N*6 seconds. (0~120s)
The default value is 2.
account.x.alw
It configures the always forward off Features->Forwar
ays_fwd.off ¢
code for account x when the call d& DND->Always
ode = String
forward mode is configured as Forward ->Off
X
(X ranges Custom. Code
from 110 6.)
account.x.alw
It configures the always forward on Features->Forwar
ays_fwd.on_c
code for account x when the call d& DND->Always
ode = String
forward mode is configured as Forward->On
X
(X ranges Custom. Code
from 1to 6.)
account.x.bus It configures the busy forward off code | Features->Forwar
y_fwd.off_cod String for account x when the call forward dé& DND->Busy

e =

mode is configured as Custom.

Forward ->Off
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Values
(X ranges Code
from 1to 6.)
account.x.bus
) Features->Forwar
y_fwd.on_cod It configures the busy forward on code
) d& DND->Busy
€= String for account x when the call forward
dei G dasC Forward->On
X mode is configured as Custom.
(X ranges 9 Code
from 1to 6.)
account.x.time
out fwd.off co It configures the no answer forward off | Features->Forwar
- code for account x when the call d& DND->No
de = String
forward mode is configured as Answer Forward
X
(X ranges Custom. ->Off Code
from 1to 6.)
account.x.time
out fwd.on co It configures the no answer forward on | Features->Forwar
- - ) code for account x when the calll d& DND->No
de = String . .
forward mode is configured as Answer Forward
X
(X ranges Custom. ->0n Code
from 1to 6.)
It configures the local SIP port for
account.x.sip_ account x.
listen_port = For SIPT20P/T22P/T26P/T28P IP phones: | AccoUnt->
Integer The default value is 5060 Advanced->Llocal
X e default value is .
(X ranges SIP Port
from 1to0 6.) For SIPTT19P/T21P IP phones:
The default value is 5062.
It enables or disables 100 reliable
account.x.100r retransmission feature for account x. Account->
el_enable = .
Oor1 0-Disabled Advanced->
(X ranges -
1-Enabled Retransmission
from 1to 6.)
The default value is 0.
It enables or disables the phone to
account.x.sub subscribe the message waiting
scribe mwi = indicator for account x. Account->
- 0or1 Ad d->
(X ranges or 0-Disabled vance
Subscribe for MWI
from 1to é.) 1-Enabled
The default value is 0.
account.x.sub Integer from | It configures the interval (in seconds) Account->

scribe_mwi_e

0 to 84600

of MWI subscription for account x.

Advanced->MWI
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Xpires = The default value is 3600. Subscription Period
(X ranges (Seconds)
from 1to 6.)
It configures the source caller identity
for presentation when receiving an
incoming call for account x.
. 0-FROM
account.x.cid_
source = 0,123 4 or 1-PAI Account->
Advanced->Caller
(X ranges 5 2-PAI-FROM D Source
from 1 to é.) 3-PRID-PAI-FROM
4-PAI-RPID-FROM,
5-RPID-FROM
The default value is 0.
It enables or disables the phone to
account.x.cid_ deal with PRIVACY header field in the
source_privac 180 or 200 OK message for account x.
= Oor1
Y or 0-Disabled
(X ranges
1-Enabled
from 1to 6.)
The default value is 0.
It enables or disables the phone to
deal with the PPl header field when
account.x.cid_ receiving an incoming call for account
source_ppi = .
Oor1 :
(X ranges 0-Disabled
from 1to0 6.)
1-Enabled
The default value is 0.
It configures the source callee identity
account.x.cp. for presentation for account x.
source = 0-PAI-RPID
0,1or2 . L
(X ranges 1-Dialed Digits
from 1to 6.) 2-RFC4916
The default value is 0.
t.x.
account.x.sess It enables or disables the session timer | Account->
ion_timer.ena
- Oor1 for account x. Advanced->

ble =

(X ranges

0-Disabled

Session Timer
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Values
from 1to 6.) 1-Enabled
The default value is 0.
account.x.sess . . .
. . . It configures the interval (in seconds) Account->
ion_timer.expir . .
Integer from | for refreshing the SIP session for Advanced->
es =
30to 7200 | account x. Session Expires
X ranges
( o The default value is 1800. (30~7200s)
from 1to 6.)
account.x.sess It configures the refresher of the
ion timer.refre session timer for account x. Account->
sher = Oor1 0-Uac Advanced->
(X ranges 1-Uas Session Refresher
from 1to 6.) The default value is 0.
It enables or disables the
account.x.ena "user=phone" carried in the INVITE
ble_user_equ message for account x. Account->
al_phone = 1 Ad d->Send
_p 0or 0-Disabled vance en
(X ranges user=phone
1-Enabled
from 1to 6.)
The default value is 0.
It configures whether to use voice
ACCOUNLX.SMP encryption service for account x.
_encryption = 0-Disabled Account->
0,1Tor2 1.Opti | Advanced->RTP
X -Optiona
(X ranges P Encryption (SRTP)
from 110 6.) 2-Compulsory
The default value is 0.
account.x.pti ) .
0 (Disabled), | It configures the RTP packet time for Account->
me =
10, 20, 30, account X. Advanced->PTime
X ranges
( 9 40, 50 or 60. | The default value is 20. (ms)
from 1to 6.)
account.x.bla_ )
It configures the BLA number for Account->
number =
Number account x. Advanced->BLA
(X ranges .
The default value is blank. Number
from 1to 6.)
account.x.bla_ . . .
It configures the period (in seconds) of | Account->
subscribe_peri | Integer from .
BLA subscription for account x. Advanced->BLA
od = 60 to 7200 o .
The default value is 300. Subscription Period
(X ranges
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Values
from 1to 6.)
account.x.dial
inf lipi
ogtnto_catipic It enables or disables the phone to
kup = . .
» pick up a call according to the SIP Account->
ranges ; ;
f 19 ) Vo header of dialog-info for account x. Advanced->
rom 1 to 6. or .
0-Disabled Dialog Info Calll
t .
(no 1-Enabled Pickup
applicable to )
SIPT19P IP The default value is 0.
phones)
account.x.gro
up_pickup_co | i o - dof Account->
t configures the group pickup code for
de = String o grotp pickip Advanced->Group
account x.
(X ranges Call Pickup Code
from 1to 6.)
account.x.dire
. Account->
ct_pickup_cod
) It configures the directed pickup code | Advanced->
€= String
for account x. Directed Call
X
(X ranges Pickup Code
from 110 6.)
It enables or disables auto answer
account.x.aut feature for account x.
o_answer = A ->Basic-
_ 0or 0-Disabled ccount->Basic->
(X ranges Auto Answer
1-Enabled
from 1to 6.)

The default value is 0.

features.auto_

answer_delay

Integer from

It configures the delay time (in
seconds) before the phone

automatically answers an incoming

1to 4
= call.
The default value is 1.
It enables or disables the phone to
account.x.miss record the missed call of account x.
ed calllog = - ic-
_ 9 or T 0-Disabled Account->Basic->
(X ranges Missed Call Log
1-Enabled
from 1t0 6.)
The default value is 1.
account.x.sub Oori It enables or disables the phone to Account->

scribe_mwi_to

subscribe to the voice mail for the

Advanced->
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Values
_vm = message waiting indicator for account | Subscribe MWI To
(X ranges X. Voice Mail
from 1to 6.) 0-Disabled
1-Enabled
The default value is 0.
It enables or disables the phone to
account.x.regi carry the MAC address in the
ster mac = REGISTER message for account x. Account->
- Oor1 Ad d->SIP
(X ranges or 0-Disabled vanced->$
Send MAC
from 1to 6.) 1-Enabled
The default value is 0.
It enables or disables the phone to
account.x.regi carry the line number in the REGISTER
ster line = message for account x. Account->
- 1 Ad d->SIP
(X ranges Oor 0-Disabled vanee
Send Line
from 1to 6.) 1-Enabled
The default value is 0.
account.x.reg . . .
It configures the interval (in seconds) Account->

_fail_retry_inte

Integer from

for the phone to retry to register

Advanced->SIP

rval =
0 to 1800 account x when registration fails. Registration Retry
X ranges .
( ° The default value is 30. Timer (0~1800s)
from 110 6.)
It configures the conference type for
account.x.conf
account X. Account->
_type =
Oor?2 0-Local Conference Advanced->
(X ranges
2-Network Conference Conference Type
from 110 6.)
The default value is 0.
account.x.conf .
. It configures the network conference Account->
uri =
- String URI for account x. Advanced->
X ranges
( o The default value is blank. Conference URI
from 1to 6.)
account.x.blf.s
ubscribe_peri It configures the period (in seconds) of
od = Integer the BLF subscription for account x.

(X ranges

from 1to 6.)

The default value is 1800.
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account.x.blf.s It configures the type of the BLF
ubscribe even subscription for account x.
t= Oor1 0-Dialog
(X ranges 1-Presence
from 110 6.) The default value is 0.

account.x.sub

scribe_acd_ex

Integer from

It configures the period (in seconds) of

Account->
Advanced->ACD

pires = ACD subscription for account x.
120 to 3600 Subscrip Period
(X ranges The default value is 3600. (120~3600s)
from 1to 6.)
It configures the SIP server type for
account x.
account.x.sip_
0-Default Account->
server_type =
0,2, 40r6 2-BroadSoft Advanced->SIP
(X ranges
4-Cosmocom Server Type
from 1to 6.)
6-UCAP
The default value is 0.
account.x.mus Account->
It configures the URI of the Music On
ic_server_uri String Advanced->Music
Hold server for account x.
= Server URI
It configures the DTMF type for account
X.
account.x.dtm
0-INBAND Account->
fiype =
0,1,20r3 | 1-RFC2833 Advanced->DTMF
(X ranges
2-SIP INFO Type

from 110 6.)

3-AUTO or SIP INFO

The default value is 1.

account.x.dtm
f.dtmf_payloa
d=

(X ranges

from 110 6.)

Integer from
96 to 127

It configures the RFC2833 payload for

account x.

The default value is 101.

Account->
Advanced->DTMF
Payload Type
(96~127)

account.x.dns
_query_timeo

ut=

Integer from
1t09

It configures the timeout (in seconds)

of DNS query for account x.

The default value is 8.
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Parameter Descriptions Web Setting Path
Values
It configures the DTMF info type when
the DTMF type is configured as “SIP
account.x.dtm INFO” or “AUTO+SIP INFO" for
A .
finfo_type = account x. ccount->
(X ranges 1,20r3 1-DTMF-Relay Advanced->DTMF
Info Type
from 1to 6.) 2-DTMF
3-Telephone-Event
The default value is 1.
account.x.nat. It enables or disables the NAT
nat traversal traversal for account x.
- A ->Regi
_ Oor 1 0-Disabled ccount->Register
->NAT
(X ranges 1-STUN
from 110 6.) The default value is 0.
account.x.nat.
IP address It configures the IP address or domain
stun_server = Account->Register
or domain name of the STUN server for account x.
(X ranges ->STUN Server
name The default value is blank.
from 1to 6.)
account.x.nat.
It configures the port of the STUN Account->Register
stun_port =
Integer server for account x. ->STUN Server
(X ranges .
The default value is 3478. ->Port
from 110 6.)
It configures the type of packets sent
by the phone to the server to check
that the link between the two is
operating for account x.
account.x.nat. 0-Dsiabled
udp update e A t->
P-tP B 1-Default: the phone sends UDP ceoun
nable = 0,1,20r3 Advanced->Keep
packets to the server. ]
(X ranges ) Alive Type
2-Option: the phone sends SIP OPTION
from 1t0 6.)
packets to the server.
3-Notify: the phone sends SIP NOTIFY
packets to the server.
The default value is 1.
account.x.nat. It configures the keep-alive interval (in | Account->
udp_update _ti Integer seconds) for account x. Advanced->Keep

me =

The default value is 30.

Alive Interval
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(X ranges (Seconds)
from 1to 6.)
It enables or disables NAT Rport
account.x.nat. feature for account x.
rport = -
P Oor1 0-Disabled Account->
(X ranges Advanced->RPort
1-Enabled
from 1to 6.)
The default value is 0.
account.x.adv
A .
anced.timer_t It configures the session timer T1 (in ccount->
Advanced->SI|P
1= Float seconds) for account x.
Session Timer T1
(X ranges The default value is 0.5. (0.5~10s)
from 1to 6.)
account.x.adv
A .
anced.timer_t It configures the session timer T2 (in ccount->
Advanced->SI|P
2= Float seconds) for account x.
Session Timer T2
(X ranges The default value is 4. (2~40s)
from 1to 6.)
account.x.adv
A .
anced.timer_t It configures the session timer T4 (in ccount->
Advanced->SIP
4 = Float seconds) for account x.
Session Timer T4
(X ranges The default value is 5. (2.5~60s)
from 1to0 6.)
It enables or disables thedistinctive
account.x.aler ringtones by the Alert-Info SIP header Account->
t_info_url_ena
for account x. Advanced->
ble = Oor1 )
0-Disabled Distinctive Ring
(X ranges
1-Enabled Tones
from 1to 6.)
The default value is 1.
It enables and disables the phone to
map the keywords in the Alert-info
header to the specified Bellcore ring
features.alert_ 0or tones.
inf _
info_tone 0-Disabled
1-Enabled

The default value is 0.
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Values
It configures a ringtone for account x.
Example:
account.x.ring Common, account.1.ringtone.ring_type =
tone.ring_type | Ringl.wav, | Ring3.wav means configuring
. . Account->Basic->
= RingZ.wav, | Ring3.wav for account1. )
Ring Type
(Xranges | oo account.1.ringtone.ring_type =
from 110 6.) Ring5.wav | Common means account1 will use the
ring tone selected for the phone.
The default value is Common.
account.x.cod It enables or disables the specified
ec.y.enable = codec for account x.
(X ranges 0-Disabled
Oor1 Account->Codec
from 1 to 6. 1-Enabled
Y ranges from Example:
Tto11.) account.1.codec.1.enable =1
PCMU
PCMA
account.x.cod G729 It configures the codec for account x.
ec.y.payload._ G722 G726_16, G726 24 and G726_40
type = G723_53 codecs are not applicable to SIPT19P
(X ranges G723 63 and SIPT21P IP phones. Account->Codec
from 1 to 6. G726 16 Example:
Y ranges from G726 _24 account.1.codec.1.payload_type =
1to 11.) G726_32 PCMU
G726_40
iLBC

account.x.cod

ec.y.priority = It configures the priority of the enabled
(X ranges Integer from codec for account x.
Account->Codec

from 1 to 6. 0to 12 Example:
Y ranges from account.1.codec.1.priority =1
1to 11.)
account.x.cod It configures rtpmap of the audio

Integer

ec.y.rtpmap =

(X ranges

from 0to 127

codec for account x.

Example:
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from 1 to 6. account.1.codec.1.rtpmap = 0
Y ranges from
1t0 11.)
aceount.x.unr It enables or disables the phone to
egister_on_re un-register account x before reboot. Account->
Ad d-
boot = Oor1 0-Disabled vanced->
Unregister When

X 1-Enabled
(X ranges nable Reboot
from 110 6.) The default value is 0.
account.x.com

It enables or disables the phone to
pact_header_

support compact SIP header for
enable = Oor1

account x.
(X ranges

The default value is 0.
from 1to 6.)

It configures the way on how the

phone processes Music On Hold when
ACCOUNL.X.MUS placing an active call on hold for
ic_on_hold_ty account x.
pe = Oor1 0-Calling the music server before
(X ranges holding
from 1to 6.) 1-Calling the music server after

holding

The default value is 1.

It enables or disables ACD feature for
account.x.acd Account X.
.enable = 0-Disabled

Oor1

(X ranges 1-Enabled
from 1to0 6.) The default value is 0.

It takes effect after a reboot.

It enables or disables the phone to

display the available and unavailable
account.x.acd soft keys after the phone logs in the
.available =

Oor1 ACD system.

(Xranges 0-Disabled
from 110 6.)

1-Enabled

The default value is 0.
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account.x.acd .
. It configures the user ID used to log
.user_id = .
String into the ACD system.
(X ranges )
The default value is blank.
from 1to 6.)
account.x.acd .
It configures the password used to log
.password = .
String into the ACD system.
(X ranges .
The default value is blank.
from 1to 6.)
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Customer Feedback

We are striving to improve our documentation quality and we appreciate your feedback.

Email your opinions and comments to DocsFeedback@yealink.com.
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